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I. WITNESS IDENTIFICATION AND PURPOSE OF TESTIMONY

l PLEASE STATE YOUR NAME AND BUSINESS ADDRESS.Q:

2 A: My name is Mark E. Garrett. My business address is 50 Penn Place 1900 N.W.

3 Expressway, Suite 410, Oklahoma City, Oklahoma 731 18.

4

5 Q: DID YOU PROVIDE TESTIMONY ON DECEMBER 21, 2016 IN THE REVENUE

6 REQUIREMENT PHASE OF TH ESE PROCEEDINGS AND ON APRIL 3, 2017 IN

7 THE RATE DESIGN PHASE?

8 A: Yes. A description of my qualifications and a list of the proceedings in which I have

9 been involved were attached to my December 2 l , 2016 testimony.

10

l 1 Q: ON WHOSE BEHALF ARE YOU APPEARING IN THESE PROCEEDINGS?
.
| 12 A: I am appearing on behalf of Energy Freedom Coalition of America ("EFCA").

13

14 WHAT IS THE PURPOSE OF YOUR RATE DESIGN TESTIMONY?Q:

15 A: Pursuant to Section 20.5 of the Settlement Agreement reached in this case the parties

16 agreed that alternative rate design for large commercial and industrial customers would

17 remain unsettled and that they would ask the Commission to decide this issue

18 independent of the Settlement Agreement. As a result, my direct rate design testimony

19 was oflered to address alternative rate designs for Schedule E-32 L and E-32 L TOU

20 Large General Service ("LGS") customer classes. Specifically, I addressed the economic

21 impact of the demand ratchets in these classes on storage customers. This reply

Page 3 of 17Reply Testimony ofMark E. Garrett
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I testimony addresses the direct testimony of Mr. Miessner filed on April 3, 2017

2 supporting demand ratchets in the LGS rate classes.

3

4 ll. BACKGROUND

5 WHAT DID YOU RECOMMEND WITH RESPECT T() THE COMPANY'SQ:

6 DEMAND RATCHETS IN THE LARGE GENERAL SERVICE (ssLGs9s)

7 CLASSES IN YOUR DIRECT TESTIMONY?

8 A: I recommended that the Commission create an alternative to APS's existing demand

9 ratchet rates for LGS storage customers in order to promote the adoption of energy

l
10 storage technologies. Since demand ratchets effectively eliminate storage as a viable

I I option for large customers, l proposed that APS be directed to provide an optional non~

12 ratchet LGS taritf that would allow customers seeking to install storage the opportunity

13 to do so.

14 In my direct testimony. l explained that APSis existing. and proposed. rate design

15 with demand ratchets does not send appropriate signals to incentivize the efficient use of

16 the system. Instead. APSs demand ratchet structure operates essentially as a fixed

17 charge because the customer must wait approximately l year to receive any economic

18 benefit from reducing demand. Since the demand ratchet is based on a customers

19 maximum demand on essentially any day or hour in the months May through October,

20 there is little incentive for a customer to reduce demand when it matters most to APS:

21 during peak hours.

Page 4 ofl7Reply Testimony of Mark E. Garrett
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l I further pointed out that a demand ratchet significantly reduces the economic

2 incentive associated with adopting storage. For example, commercial customers with

3 storage who reduce demand peaks to less than 80% of the customcrs May-October

l4 summer peak will not realize savings for the following 12 months as a result of the

5 ratchet. The risk of having a years worth of potential savings eliminated by one adverse

6 15 minute interval is too high for potential storage customers and financiers to

7 reasonably bear.

8 Similarly, once the ratchet is set, there is little to no motivation for a customer to

9 reduce demand in lower-demand months. As a result, with a ratchet in place. storage

10 technologies provide no demand charge reduction benefit to the customer in these lower

l l demand months. ideally, the demand charge for large customers with storage would

12 send a signal for these customers to reduce demand in all months, even those months

l 3 where the customers monthly peak demand does not approach the customers annual

14 peak demand. thereby promoting the use of storage more evenly.

15 I also pointed out that APSs demand ratchets were inconsistent with the

16 Commission's efforts to allow customers to control their utility bills while benefitting

17 the entire system by increasing the adoption of energy storage. In the recent Tucson

18 Electric Power ("TEP") rate case. RUCO witness Lon Huber testified that year-round

19 demand ratchets like those proposed by TEP were a deterrent to the adoption of battery

20 storage technology.' Specifically, Mr. Huber testified that. "in terms of like a 24-hour

21 demand charge with a hill like ratchet, I mean that would kill storage right out of the

| Transcript of Testimony from Phase I Hearing in Docket No. E-01933A-15-0322, Huber Vol. VII at
l575:l2-20.
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l gate."2 Killing storage or prohibiting commercial customers from having the option to

2 manage their use through the addition of storage is obviously not an acceptable outcome.

3 I also briefly discussed the recently litigated TEP case, Docket No. E-01933A-15-0239,

4 where in response to intervenor concerns regarding the incompatibility of demand

5 ratchets and storage, the Commission directed the utility to create a non-ratchcted time-

6 differentiated optional rate for LGS customers seeking to adopt storage.

7

8 III. REBUTTAL TO APS DIRECT TESTIMONY

9 WHAT DID THE COMPANY RECOMMEND WITH RESPECT TO DEMANDQ:

10 RATCHETS IN THE LARGE GENERAL SERVICE ("LGS") CLASSES IN ITS

I I DIRECT TESTIMONY?

A:12 Company witness. Charles A. Miessner, recommended the continued use of demand

13 ratchets in the LGS classes. In his direct testimony. Mr. Miessnerls defends the use of

14 ratchets in the LGS classes purely from a cost recovery perspective, not from a price

15 signal perspective. which was EFCAs primary focus. In my opinion, good rate design

16 will accomplish both goals. It will not only recover the costs of the system but it will

17 also send the appropriate price signals to customers to use the system more efficiently.

18 For example, Mr. Miessners testimony states that demand ratchets help to

19 "recover the appropriate amount of grid costs from specific customers when their

20 monthly load varies significantly. This is "especially important when grid costs are

2 la.
; Miessner Direct Testimony at 18/19-20.
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1 upgraded to serve a specific customer."4 His testimony, and the examples in his

2 testimony, focus on a 1,000 kW grid upgrade to serve one specific customer. His

3 examples show how this customer without demand ratchets, would not pay its cost of

4 service for the grid upgrades and how these costs would be passed on to other customers

5 in the Company's next rate case.5 He testifies that, without demand ratchets. the demand

6 charges would be higher in the class" and implies that other customers would not

7 appreciate that rcsult.7 Additionally, by proposing that commercial customers be allowed
i

8 a non-ratcheted LGS rate, Mr. Miessner concludes that EFCA is advocating for the

9 elimination of ratchets altogether, which is not the case.

10

l l ARE THERE PROBLEMS WITH MR. MlESSNER'S EXAMPLES?Q:

12 A: Yes. Mr. Miessners examples are based on several false premises:

13 1. that grid costs are upgraded to serve one specific customer,

14 2. that this specific customer actually pays for only those upgrade costs.

15 3. that EFCA is proposing to eliminate the demand ratchets for the class,

16 4. that other customers would object if the ratchets were eliminated. and.

17 5. that ratchets are necessary to fully recover the costs of the system.

18 WHY IS IT INACCURATE TO ASSUME THAT THE SYSTEM IS UPGRADEDQ:

19 TO SERVE ONE CUSTOMER?

20 A: The system is almost never upgraded to serve one customer, especially not for a MW

4 Id.
ild. at 18/2228. Also, Micssner Direct at 22/9-11.
6 Miesnner Direct at 23/4-6.
7 Miessner Direct at 22/2 l .
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I customer. It would be impractical to add 1,000 kW of generation capacity every time a

2 new 1,000 kW customer comes on to the system. It would be equally impractical to add

3 a 1.000 kW transmission line, or a 1,000 kW substation. Grid additions are never that

4 precise. They tend to be much more lumpy, with excess capacity built into virtually

5 every grid upgrade. Moreover, the cost of this excess capacity is paid by all customers in

6 the class. In other words. grid upgrade costs, as well as the excess upgrade costs, are

7 socialized among all customers in the class. It may be true that, if one customer reducesi

8 its load through energy efficiency, demand side management or storage. system costs

9 associated with that load may be passed on to other customers, however, that is only true

10 in the short run. In the long run, all customers benefit from these load reductions,

l l because the next lumpy capacity upgrade will be much smaller and much less expensive,

12 or the next upgrade will be pushed out much further into the future than it otherwise

13 would have been without these reductions.

14

15 ARE THERE TIMES WHEN GRID UPGRADES ARE MADE FOR ONEQ:

16 SPECIFIC CUSTOMER?

17 A: This almost never happens. There may be some instances where a substation is built for

18 a large customer, or a transmission line is extended for a large customer, but in these

19 situations, the customer will generally pay for the extension through a customer advance

20 or a Contribution in Aid of Construction ("ClAC"). More importantly, production

21 capacity is virtually never expanded for one customer. Thus. Mr. Miessners examples,

22 which serve as the rationale for all of his direct testimony, arc based on a situation that
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l rarely occurs with respect to transmission and distribution costs and virtually never

2 occurs with respect to production costs.

3

4 WHAT IS THE COMPANY'S LINE EXTENSION POLICY?Q:

A:5 According to APS response to EFCA 32.1(b), the Company uses an economic feasibility

6 study to determine the rate of return for a new project. If the rate of return is below the

7 most recent authorized rate of return. or if the revenue stream from the project is

8 uncertain based on bill projections, including all rate provisions and ratchets, APS will

9 require an applicant to provide an advancement of funds up to the total cost of the

10 facilities investment so that the APS share of the extension investment will not cause an

l l undue burden on current APS customers. If actual revenues exceed estimates, the

12 customer may be eligible for a refund. Any in-refunded advance amount alter five years

13 is forfeited and reclassif ied as ciAo." As a result. Mr. Miessners rationale is

14 undermined to the extent customers pay for their own upgrades. A customer cannot shift

I
l 15 costs to other customers if it has already paid for those costs in advance.
I

16

17 WHY DO YOU SAY THAT IT  IS INACCURATE FOR MR. MIESSNER TOQ:

18 SUGGEST THAT A CUSTOMER PAYS ONLY FOR ITS SPECIFIC GRID

19 UPGRADE COSTS?

20 A: Mr. Miessners examples all assume that the customer in his examples exclusively pays

21 for its specific grid upgrade costs. If this were the case, the customer in his examples

22 would pay lower costs year after year as the customers specific investment levels
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Docket No. 01345A-16-0036



I decrease each year through depreciation recoveries. But. this is not how ratemaking

2 works. Instead. system costs are socialized among all class members. So, instead of costs

3 going down each year as the specific upgrade costs for a specific customer are recovered.

4 costs remain the same or usually increase, as new investments for other customers are

5 added to the system, and the costs of these additions are spread among all customers in

6 the class. Again, if a customer reduces load by adding storage, or through other energy

7 efficiency or demand~side management measures. that customers avoided costs may be

8 socialized among the other class members in the short run, but in the long run all

9 customers in the class benefit from lower rates as new capacity investments are avoided.

10

l Q; WHY IS IT INACCURATE TO SAY THAT EFCA IS RECOMMENDING THAT

12 RATCHETS BE ELIMINATED FOR THE ENTIRE CLASS?

I

13 A: EFCAs recommendation is to provide an option to the demand ratchets for storage

14 customers only. This approach avoids all of the problems outlined in Mr. Miessners

15 testimony. This approach allows the Company to maintain its cost-recovery certainty for

16 the vast majority of the LGS class, while providing the opportunity to expand storage

17 technology on the system. In the long run this will save all customers money by leveling

18 overall load which will help to avoid expensive future capacity additions.

19

20 IS THERE A RISK THAT TOO MANY CUSTOMERS WILL MIGRATE TOQ:

21 THE NON-RATCHETED LGS RATES CAUSING AN UNDER-RECOVERY OF

22 cosTs IN THE LGS CLASSES?

Page lOofl7
x See Service Schedule 3.1 .5.3.
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l A: No. There should be no meaningful risk of under-recovery from customer migration to

2 the non-ratcheted LGS rates for two reasons. First, the optional non-ratcheted LGS rates

3 will be open to storage customers only, which will significantly limit migration to those

4 rates. Second, the non-ratcheted rates should be revenue neutral to APS. The demand

5 charges will be higher without the ratchets, but the overall revenue collected under either

6 rate schedule, with or without the ratchets, should be about the same to the Company, as

7 shown in Section IV below.

8

9 Q: WHY DO YOU SAY THAT IT IS INACCURATE FOR APS TO SUGGEST l
l

10 THAT OTHER CUSTOMERS IN THE CLASS WOULD NOT WANT THE

I l RATCHETS REMOVED?

12 A: In my experience, it is very unlikely that other customers in the class would object to the

13 removal of the ratchets. Ratchets are blunt instruments whose main purpose is to assureI

I

14 cost recovery for the utility. Ratchets are not effective for sending price signals to

15 customers, as they do not allow customers to correct their usage patterns for many

16 months. For example time-of-use or time-varying rates would be much more attractive

17 options for customers since they allow customers to make more current, real time

18 choices.

19 The reality is that ratchets are installed for the benefit of the utility, not the

20 customers. The primary plumose of ratchets is to assure full cost recovery. But, ratchets

21 also provide a distinctly anti-competitive pricing component which serves to reduce or

22 eliminate competition on the system from distributed generation, Combined Heat and
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l Power ("CHP") facilities, and storage. Commissions should not allow utilities to utilize

2 rate design mechanisms to reduce or eliminate competition from new technologies. This

3 elimination of competition comes: (1) at the expense of the customers wanting to utilize

l4 these technologies, (2) at the expense of other customers on the system who will benefit

5 from the lower prices these technologies help bring about, and (3) at the expense of the

6 local economy that will lose the job growth these new technologies could help provide.

7 Since the Commission serves as the surrogate for the competitive markets, it should

8 encourage, not discourage, competition.

9

10 Q: DO OTHERS RECOGNIZE THAT RATCHETS CAN BE A DISADVANTAGE

l l TO THE CUSTOMER LOOKING TO ADOPT ENERGY SAVINC

12 TECHNOLOGY?

13 A: Yes. In fact, APS's own expert witness, Ahmad Faruqui, gave a presentation on January

14 20. 2016 titled "A Conversation About Standby Rates" wherein he recognized that

15 demand ratchets can be overly punitive on customers. Dr. Faruqui stated. "[u]nder this

16 type of rate, it is possible that a customer will have a very rare outage event during a

17 window when demand is measured. The unlucky customer will then be locked in at that

18 rate for a long period even though their demand at that time was not representative of

19 their expected capacity needs or the true costs they impose on the grid."°

20

21 Q: IS THAT ALL DR. FARUQUI SAID ABOUT DEMAND CHARGES?

(01-19-°See, http://www.brattle.com/svstem/publications/pdfs/000/005/253/original/Michigan Standbv Rates
2016).pdf'?l453481497 at slide 27. attached as Exhibit A.
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l No. In that same presentation, Dr. Faruqui admits that ratcheted demand charges "act as

2 a disincentive for customers to self-generate."'° I agree with Dr. Faruqui that these

3 ratcheted demand charges clearly punish and provide a disincentive for the adoption of

4 technology that enables a customer to lower their usage of grid supplied energy.

5

i

6 Q: DO YOU HAVE ANY OTHER EXAMPLES OF PEOPLE SHARING YOUR

7 THATOPINION RATCHETS FAVOR THE UTILITY WHILE

8 DISCOURAGING CUSTOMERS FROM ADOPTING ENERGY SAVING

9 MEASURES?

10 Yes, the Regulatory Assistance Project authored a paper that includes, among other

l l conclusions, that demand ratchets, "provide stable revenues to utilities, but discourage

12 energy efficiency throughout the year, since a significant part of the cost of service is

13 fixed and the savings from peak load reduction from energy efficiency are not realized

14 until the ratchet period has been completed."" RAP continues and says that "Demand

15 ratchets fail to capture the effects of time diversity and non-coincidence of a customer's

16 peak demand with the peak usage of any portion of the system."'2

17

18 Q: WHY IS IT  INACCURAT E FOR T HE COMPANY T O SUGGEST  T HAT

19 RATCHETS ARE NECESSARY TO FULLY RECOVER COSTS IN THE LGS

20 CLASSES?

'°See ld. at slide 12.
" See Lazar J. and Gonzalez, W. (2015). Smart Rate Design for a Smart Future. Montpelier VT: Regulatory
Assistance Project. Available at: http://www.raponline.org/document/download/id/7680 at p. 38 attached hereto as
Exhibit B.

Page 13 ofl7Reply Testimony of Mark E. Garrett
Docket No. 01345A-l6-0036



l A: In response to EFCA 32.4, APS admits that ratchets were installed in the LGS rate

2 classes on July l, 2012. This means that. before 2012, the costs of the LGS rate classes

3 were recovered without the use of ratchets. This fact further supports my main concern

4 that the real purpose of ratchets is to thwart competition from distributed generation,

5 CHP and storage, all at the expense of customers and the economy.

I

l

I
i
I

l See ld. at page 84
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Iv. OPTIONAL LGS STORAGE RATES

l PLEASE DESCRIBE THE OPTIONAL LGS STORAGE RATES YOU AREQ:

2 PROPOSING.

3 A: The Company contends that "if` the ratchet were eliminated. the demand rates for E-32 L

4 would have to be increased to make up for the resulting revenue shortfaIl."'3 In response

5 to data request EFCA 3 I .5, the Company stated that the estimated increase to demand

6 charges "would be roughly 5% on average." Therefore. based upon this 5% estimated

7 average increase. I have calculated optional proposed LGS Storage Rates without

8 ratchets and without declining block tiers. as shown in Table 1 below:

Tahlc I: Optional LGS Storage Rates

Step l Remove Ratchets Step 2 Remove Tiersl Source:

EF(A 29.1 and

EF(A 3l.5(c) APS

Ul\lls

ANS

Proposed

Revenue

Settlement

E F ( A

Proposed

No Ralchc l

Rate Class: b32l.

APS

Proposed

Sclllemenl

kw Rates

(with Ralchcl)

l: l. (A

Units Av v Rev

F F ( A

Proposed

Revenue Av Unit s

o r c A

Proposed

Rates

S S s 58489047 2972860 s 19.67

8030347 45l4X8 s 17.79

364199 28205 s 12.01

Summer Days

kW Secondary tier l

kW Secondary tier 7

kW Primary tier I

kW Primary lice "

kW Transmission lice l

kW Transmissk>n tier °

25.37

17.61

23.05

16.41

l 7.6"

11.75

437397

2691 929

34800

44045 I

".600

27.089

*6.71

18.53

*4."6

l 7."7

18.55

1".37

s I l()*)7637

47391 .410

802.105

7"8. "4 I

45 82"

318377

415.527

2557333

33060

418428

2470

"5735

s l 1097637

47.391410

so* 105

722824 I

4582"

3 l 8377

l'mofSummer I)cmand Revenue $66883593 566883593 S 66883,593

s s s 54325948 2746561 s 19.78

s 7614387 427.102 s 17.91

s 343433 26621 s 12.90

Winter Days

kW Secondary lice I

kW Secondary tier "

kW Primary tier I

kW Primary tier 2

kW Transmisskmn tier I

kW Transmission lice 2

°s.37
17.61

°3.05
1641

17.67

11.75

*6.7l

18.53

"4. '6

17.27

18.55

1137

441 .333

7 449 784

35600

4 I398 I

2400

256""

s I Il97.50 I

431*8 447

820544

6.793.842

42298

301 I 35

419266

) 327 "95

33x*0

393282

> 280

2434 I

$ I I l 9 7 5 0 l

43. 178.447

820544

679384>

42298

30 I I 35

Proof Winlcr Demand Revenue 5622"83768 s 6**x376x s 6*.283768

la Direct Testimony of(harles Miessner, p. 23, lines 45.
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l DO YOU ALSO PROPOSE OPTIONAL LGS-TOU STORAGE RATES?Q:

A:2 Yes. The Company provides an LGS-TOU tariff, E-32-TOU-L. I propose an optional

3 TOU storage tariff that eliminates the ratchets and tiers, as was done for the LGS

4 standard tariff alterative above. In addition, the APS E-32-TOU-L tariff includes a non-

5 traditional off-peak demand charge that is rarely seen. For the optional TOU storage rate.

6 the Commission should eliminate the off-peak demand charge in the E-32TOU-L rate,

7 and place the associated revenues in the on-peak demand charge to create a stronger

8 price signal to incentivize peak demand reduction, as shown in Table 2 below:

Source:

EFCA "9.l and

EFCA 3l5(c l

ANS

Proposed

Revenue

EF CA

Units A v  Re v

Rat e (Iass l,32.ron- I.

APS Proposed

Sc lllcmenl

kW Rates APS

(with Ratchet Units Av Unit s

1:I:(A

Proposed

Rates

EF CA

Proposed

(No Ratchet)

T able  2:  Opt iona l l( IS- I() l St orage  Rat es

Ste I Remove Ratchets Ste 2 -  Remove Tiers and Off Peak kW

EFCA Proposed

Revenue

kW Rates

(No Ratchet)

r
I s s $ 2 l689() s 1696s 3678113

75627 s 16.62s 1257187

l0075 s 1486s 149693

Summer Days

kW  l r  I sccondarv on

kW Iver 2 secondary on

kW llc r I secondary off

kW Uer 2 secnndarw off

kW tier I primary on

kw t lc r " prnnary on

kW tlcr I primary - oIs

kW llc r 2 prnmarv off

kW tlcr I - lransmlssnon - on

kW tier * - transmission on

kW tier I Iransmlsslon off

kW t ier " Iransmisslon off

17.51
ITS()
6 40
3.37

16 94
II 71
568
327

1592
l()48
4.87
3 14

l843

12 42

6 73

355

I/.83

12 33

5.98

844

16 75

1103

5 13

3.30

27.250

201 .055

27.223

194.498

5.700

73907

()| 15

79607

573

l 0032

559

10435

477.093

2.371 .444

174.1 18

655.458

96535

86545 I

34727

260.474

9 I 20

105.1 15

2.723

32735

25888 $

I 91 002

25862

184.773

5.4 I 5

70212

5.809

75.627

544

9530

53 I

9.913

477093

1 37 I 444

1741 lx

655458

96535

86545 I

34727

260474

9 I 20

1051 15

2.723

32735

l'roofSummcr Demand Revenue s 5084.993 s $50849935084993

s $ 217795 $ 1690$ 3,681359

54593 s 1659s 905811

11.747 s 14.58s 171302

Winter Dave

kW tier I secondary on

kW tier 2 secondary on

kW t ier l secondary off

kW tier 2 secondary off

kW t ier l primary on

kW trcr 2 primary on

kW lice l -  primary off

kW lncr 2 primary off

kW lier l lransmlsslon on

kW lier 2 . \f8nsn\l§sloH on

kW tier I lrunsmlsslon off

kW liter 2 Iransmlsslon off

17.51

11.80

6.40

3.37

1694

ll 71

5 68

3 27

15 02

I() 48

4 87

3 OF

36700

192558

26700

l 77.()98

5.280

52. I 86

5.3711

534 I I

576

I 1.789

576

I 1.789

18 43

12.42

6.73

3.55

17.83

12.33

5.98

3.44

16 75

II 03

5 13

3 20

s 642.544

2271.22*

170773

596.820

89422

61 1.098

30.530

l 7476 I

9. 168

123525

2806

35803

34865 s

182930

25365

168243

5()l(7

49.577

5. I 07

50.740

547

I l 200

547

l 1.200

642544

2271 .222

170.773

596820

89.422

61 1098

30.530

174.76 I

9. 168

123.525

2.806

35.803

Proof Winter Demand Revenue $ 4758472 s 4758.472 547584472
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l HAS ANYTHING OF NOTE BEEN FILED SINCE YOUR OPENINGQ:

2 TESTIMONY ON THE SETTLEMENT AGREEMENT?

3 A: Yes, APS filed its 2017 Integrated Resource Plan ("liP").

4

5 Q: WHAT DOES THE IP SAY ABOUT WHY ENERGY STORAGE IS GOOD

6 FOR THE SYSTEM?

7 APS acknowledges that energy storage "could displace other resource additions and

8 expand the Companys options in flexible capacity at an affordable price."'4 In addition,

9 the IP describes how paring storage with distributed generation increases the value of

10 distributed generation resources and solves for any misalignment that may occur

l l between the time of solar generation and the system peak." This is filrthcr

12 acknowledgement of the value of energy storage that the Commission has seemingly

13 already recognized in making a significant push to encourage this promising technology.

14

15 DOES THIS CONCLUDE YOUR DIRECT TESTIMONY?Q:

A:16 Yes, it does.

14 See APS 2017 Integrated Resource Plan: http://docket.images.azcc.gov/0000178832.pdf at p. 21 .
"See ld. at p. 58.

Page 17 of17Reply Testimony of Mark E. Garrett
Docket No. 01345A_16-0036



EXHIBIT A



I

G)

D.
3
O
of
C)

C
0
m

cy
o
M

o
_cl
o_

5
0
2
O

L L

>-
m
a
u.l
|-
z
u.l
V)
u.l
oh
o.

C

©
C
gr

C

E
ro
L..

noI

o
|-
O
u.l
|-
z
m
en
u.l
z
a..

C

O
m
Sn

QB
D o
QL)
U m

O
8'.;

g o *

O V)

3 i3._
<D_O_c
-0- 3 0cL -

E>~c
_of
U 97

_C

o.u4- O

</>§_ '5
.9
U
C

4

'O
o
E
_C
<

~o

O
N

<5
cw
>~
C

C
D
C
o
-1

3
O
_Q
<

C
.Qm
-l- -|-
O O

G)
8

o
<E 2'7> LU

I
+-



E
o
u.
GJ
754
Rug

.Q

v-1

l
m
ea
>
.Q
TO
s
c

.|. 8l

m
'G
c
m
c
o
_H
c

' C
GJ
Q
U)
G)
4-*
m
no
>~

're
QD
<
m

4-4
c
GJ
E
39°

.3
'6
a

8
Q)

up
*

go
c

8 1;C 'u
GJ 8
0) ni'
< .a N'

D.
3
oL
w
00
C
x\.

8
Q)um
or
>~

.Q
G
C
roHm
u
m
a.
C
to
be
.c
u
E



E
o
u.
G)
I-*1
mu

.Q

3

q.
O

3
LE
o
9 *ft

3 2

G)uC
Ru
.C
C
G)
G)

.C
4-»

3
q .

3
3
O
3

> _c
4-»
m
G)
s .

m
GJ
QD
c

_Ru
C

.Q
:
'D
' G
m
C
m

.2
_Ru
C
.Q
3;
'o
' C
m

2
G)>
2
N
Fl
o
N
E
O

q .

.2

'ft
3
GJ

. c4-»

4.;
mL
GJ
C
G)
DD

'U
' I

O
c

. c
u
G)

4-» C3 oQ: ._
+- »
4- *

m
.Q
G)

8
4;

>
u
c

4-*
u

.2*4-
G)
I

m
c
L

98
g
g o)
a C

"Qc'°o
3 °

:a4-»
u
m

w sc.I_C
: ' o4-»u
m uq .
:
e x
~2
E t

aG)vn.c
m
GJ
L
u
: _' u

vain:

Q.
3
o
w

q.
C
G)

x
m4-1
Q.
3

G)
m

2
17 o
Q cm
u q .
q- O

>~
4-»

C

Q.
I
L)
q.
o

LD
N
of

DD
m

_GJ

an *5 E
. 2 M I

N
8 a

3
o
Q.m

on
c
xL

8
0)4m
as

>
beh
GJ
c 'u
GJ c

' 4 -
O

oo
4-*
3
o

.Q
Ru

q -`

pl
o
N
q .
O
m
m

C
m

GJ
m
m
cu

m u
u C

X
Q
Lm
m
G)

.Q
3

o 3
O
3

/ \ U I

Q. . c
I -

G)
>
GJ

I

G)
'U
O
G)
8
+-' o3 N
8 N
Lu >N .Q
H
oN I
<r 83.

>~4-»
u
ro
Q.
m
u

G)
Q) C

4-»
E m

GJ
GJ C

. c G)
| - DD

>.Q
UC
m
um
uwo.

O

4-*
C :
G) . Q

E
Q .

2 8
' U

G)

Q 4-5
I

2
GJ
E

O O
*"¢7»
.Z u
-5
2%
Gs
_>8
m m
.5 T:
o°=
&18U
.58

en

8
.Q 0

§§
='as

E
BE
Q90

U
3
3

m
m
QD

m
L

3

'5g 4-» m
3 4-»
o m

.Q G)
m .c

5
G)
c
m
Q .
;

2
o
m

"52
_H en
W OD
a c
U :
rpm
i N

°¢7»'°:
a m
8 8
'o°0
m s.

£.2
_'u

:

8
Q u:
Q W
CA L
; ¢

88m
m V'>
> g a

u

: m m
G ) _

u59
¢ C lq)m
G)> 8
g o
""o:
GJ CB Q)

. c
.1-1

QD
_c
m
m
GJ
;
u
_c

32
'Ru
c
O

_4-»
' u
' c
<

c
ro
DD
.cu
E



E
o
u
GJ
.144
fu

.Q

m
C
u
i '
u
<r
4Q)
3
oQ_

`D

_
C
o
4_
om
I
'om
C

_Q

g
u4 'BI

C

l
I

I

s8|

I

44

% s

3

a
=:*~

,

M
4,

38
" n,

s
u
c
Q)
QT
<
C
o
4-vu
Q)
4-1
o
L

4
m
4-1

C
G.)
E
c
o
>
C
Lu
m
3
' c
c
ro
>
up
;

G)
C N
Lu Fl
4-  Oo N

4
*'4_

l

'E m
m anE 3
t <
8 ean .oQ B
Oni

Q3 vo
G) >

8 E'
3 M
o C

Mn Lu

9338838

Q.
3
oL
w
on
c
xx.

g
<vum
m
>
.Q
U
c
fuum
L)m
Q.
C
fu
UD

.c
u
E

o .
I
u

5

o
H -

§
-0-

a>
ll_

gm
_ow
U C

.23
G

'S

2 .9
W E

"°E
,DE
=-o

-85
M m

98
2

8



E
o
u
w
Ty4
RuL

.D

ZF
m

u

m

I
I

C
O
4-»
m

G)
C
GJ

9°
l.l

GJ
34-»
u
m

q .
3
C

g-IJ

e n

.Q |
L -

U
>

G J

i

c
m4-»L
o
Q.

.§8
_cm

;,;
h

G)
E
o
4-»
m
:
u

G)
E
o
m
L

o
*

H:
E
G)
Q.
o
4-»

mG)GD
(0
4-*3
O
G)
3
OQ.

Q

.1-1
c
m4-v
L

o
Q.

.§
O
Q.
QD
C

4-1
c
G)
E
c
o_L
>
c
G)

G)
m
G)
N
8
4-*
C
GJ
u
C

4
I
u
V)
G)
E
1;
G)
E
O
m

E
o o

4-»
U)I

C
.Q
m
w

E
E
O
u
GJ
4-*
m
4-»
mQD

V)
4-*
E
m
;>~

'D
C
m
>4

'aT
8.1-1
2
_us
UD
2

o >~
1
O
m

O4-
C

m
s .

4-»
3
o

.Q
ro
m
C

G)
u
C
O
u
m
G)
m
m
G)
C
O
4-»
m
L .

GJ
C
GJ
UD
I c

ro
m
U
m

G)

m
no

m
G )
4-»
r o

m
G )
4-»
r o

'U
C
m
m

2
E
4-J
m
C
4-*
C
G)
E
Q.
3
u'
G)
a
I
L)
'u
C

G) m
.C
4-» E

O
V)

E
O

q .

no
C
>
.Q
.Q
O

_ |

;
G)
m

'u
GJ
'E

C 3
m o

8
- as.c4-» C

ro
C 8
c O
4-° O
Q 4-»
G J

C
E8'Q,_» O

>~§¢"J'»
:'-' ; s

:
U) .l.»
3 C =4-
8 4: 0
q) `
> *93 G)
cru ?
013
4-*

gm¢&*
83 8
~*;30

GJ U Q)
an C*.Q
° _>~l8
4-*
m *"C C0

U P :GJ" r :>*_q
4-» 'X 'ru.990)
GJ ' T

an
G J *-l 4-a. C L
I--o

£3
,Q
43
Q.
3
x .

G)
4-*
C
;

O
>~

.Q
' u
C
m
4-4
m

4-»
m
C
O
UP
Tail
+&8
Q28
E.;
C X

8 5°s~
C
Loa.

m
G)

79
m

.Q
3
m

q-
O
m
V)GJC
QD
C

3
G)

.c
| -

l l l l

.2l l -
5
;

m

GJ
0>
"';
GJ
m

H -

o

9.Q
U.I-
m
GJ
'U

°*1. c
-

'U
:
G)
Q.
GJ

' u
m_4-»
q.
G)
c
Q)

.Q
_u

E
o
c
o
u
u.l

w
L

o

E
GJ

m
m
c
;
GJ
u
c
o
u
>
_u

3
_ro
3
no

'u
c
m
>
h
o
4-»
2
:DDG)
no

3l l 8°
u

E



m
cu
Lm

E
o
u
2Hu
RuL

.Q

MnI u m
m 'o

cu
c

u
d

s.
Q
3
o

G)  L
3 LE
U  cu

X
\-
o

m

Sn §
ea
Has nm

u
u c
s. (B41 u

.8 go
m 3 2
oc 8 Lug cw
m ~» 41° . ¢ \ ._ vaW
vs u : i n
m 8 w u u : mG;.9 D LE

" E 'J'»o"
o - c W I

cu >-.§::2.9 -82
£ CwH ; Q u
Q 0 >(§q) om u r z z m

o
z

Q)
a.

I¢
\

I

A

.1
O
|-
Q

f \

>
4-1c

4» O

a sI  3
u <
g >
cu 2

a 9
3 omo. m
m 3E c
n. c
2 maL |-

m
1-1
O
N

m
G)

3;

'G
m
LL

4 9
r

4

Ur
. .

.
. F

i

:»~
. .

5. -49*J

3 i'Q I
s

.

/j\

u
<vI

o.
I
u
'ocm

g
\ \1

. >

.

|s>8 I \A r
3

L
95;

L

( 5
u

m
_ea
_4-»

8
D

-E mm (J

E
M u

cu):
o u.982
U ;u.1
LIJ Q o
: g o
4 l o w

m°»j"'8a
£gLT»:?-°\IJ
ea V*°°'
\ . E N . V " ¢

°»e8*=""
o m<u>¢E3 . *9

;

I

,Q G
I
|,¢-»*w»

c
../ Lebe .

3 <;

inFT
o
N

at
m
R u.Q
m
u
m

Q
C
.9
u

2
To
4 -
m

E
4
I
9
:
o

u
r o

u

o
m
m

<
Q.
I
uc

~:

u
s

Pa:
Eu.:
o.,,°a
u '/*

2 4 5

.9198
a m488N
c g .

228:.ac<oo
\

0 ..
w .

i ..
A

m

>
L u

O
a
vi
3
Uc
mo

Q.
3
o
w

4 4J 4

u .

u_
as
uL.
3
om

'o
G)
>
m
>
5
3
U)
Q'
N
q . .
o
m
c
_o
4-»
m
u
o
_ | 2

. I

no
c
XL

8
an49m
orv

O.J
m..;

\.

2
L
H
3
m 81.

ea
c
u.l u

z<
>

Uc

we

8 J ` 4.v ¢\ .-1-,. Ge.

§8 . :.¢"
°\ •

¢ ! v*

W - ~;~ .:.. kg
. s., ,g _

o . ' i . l J
l ¢ ,8 "°_ _°;

9001 | * 0 !

* ? ° ¢

' ,Ar
-is-w»* >

.Q
c
C
m4If)
u
m
Q.

en
GJ
D
m

_vs

o
(D

.9

E

2
4 -

' E
m m
.

m m
z=p
=-.=.
"GJ
men

3_2
3I -

3
c w

'cu
L

Q)
L. C
w m

80 8un. c in
0 m 4 1.c w
m E 8°'o o. 4

c
ro
OD
.Cu
2

5 us
m
D.

u
1 . c u
4.0 . _

8  E
m 8
95 7°
m u
m c
Ia au c
=: 5 o

3  -
o 'U

m l . u



I
E
o
u
Q)
I-4
fu\-

.Q

:8

l

G)
' u
m
g
4-»
. c
DD
3
o
L .

. c
4-» o

Q.L-
o

DD
C
u

Q .

(I)
Q)
4-»
m

_>4-»
u
G)_L.
' c

C
.89
V)
GJ

' u

GJ
4-*
CO

' u
C
ro
U)
GJ
m
ll)
2
u
G)
4-»
m

G)
.§ C

O
4-*
m

G)
C
G)
QD
Q .

To
GJ

' u
C
ro
U)
GJ
4-*
ro

GJ
. c
on

. c

_<§
3

I

C
G)
G)

3
4-*
G)

. Q

C
O

1;
m
u
Q

= GJ
m a

_o

m
G)
m
ro
u

G)
4-»
m
»

_c
G)
8
H
u
m
G)
;
m a.

3
o
\ -

LD

3
x
u
m

.Q
' u
C
m
m
GJ
4-~
m

~:'
Q)
m

QD
c°:
G)

79
m
c
o
u

m
L
m
+I*
cu

. c
.1.1

U)
s .
G)
E
o
4-»
m
:
u

o
4-v

m

BE
&
m
4-»

G)
8
4-v
m
c
;
G)

:
m

ro
. c
u

OD
C
.x

S
G)4-
m
a:

4-»
m

C
.m O

4-4
Q) V)
C
m
2 Q
u Q.

' o QD
C C
Ru C
8 ` C

EE 3
.Q Ru
42 cm
m ro
1 . U )

G)
QD

G)

E
G)
U)
GJ

E
.4-»
G)

E
O
m
C
O
4-*
ro

GJ
C
GJ
UD

m
GJ

BD m
GJ
4-*
m

m
GJ
G)

'+-

ET
.Q
8
Q.
3

I G)
4-*

E
I l l I

+4m
O
u
G)
;
m
m
G)
3
m
m
>
GJ

M

'C
C
m
E
G)
a

4-*C
G)
E
Q.
_o
GJ>G)
'u
u

E
O
C
O
u

IJJ

4-*
C
m
3
cm

G)
E
O4-*
Lf)
3
u

r
G)
m

:
X

Lu

>.Dc:
Ruum
umQ.

>~
.Q
'D
C
m4-»
m

l l I

8
G)
E
o

'l_
en

GJ
U)
5

2
m

0
8*

:
88
~»§'u
<=a=,
"om..==*H-
'38
Ear,
.Q-3

L .

GJ8 c
o o
m '45
m m

- - s .
. * an
: c
4-»
3

m
»
G)

E m
O c

o
3 4-»
u m
G) u

2" 8
m m
_ | m

m
DD

cmw
.co
2



E
o
u
GJ
7 ,4-v
Ru;
. Q

I

m
G)
E
O4-*m
3
u

. c_4-»
3

Q.

C
O
4-4
m

GJ
C
G)
DD
I

(I)
G)

+-J

4-4
3

' o
Q)
4-9
m

n o
GJ
4-*
C

m
G)

3
4-*
u
3
4-v
m
G)
4-*
m

C
O
4-»
m
Q)
C
GJ
on_> QS

I

>~
m
E

m
u
+-
GJ
>

'DT
9
:e

V)4-* Q
C G)
GJ 8
E C
G) 3
G)
DD
m

u
o

. c
'U
m

t
G)
U)

GJ
4-*
O
E
O
;

Q.
O
4-»

:8
G)
4- »
m
4- *» so
GJ

5I

U)
m
u
C
m
4-*

<3
3
u;

4-»C
2
co>
3
U
GJ

l

I

3
u
G)
Q.
U)

' G
GJ
m
4-*

' U
cu
N

>
4-J
c
G)
u
C

E
m

G)
C
3
O
>4-»
.45
3
3 3
_o _o
m

m
cm

G)
. c+- Q.

3
o;
w

344
u
m
_Q .4-°

3

of
C
xx.

8
0)4
m
ac

C
o
4-»
m;
G)
C
GJ
0.0
I

4-»
m
o

2

:
G)

m m

38
12 .8
im m

4- *

Q-'u
j s .

4-» . C
. 0 4-1

- . c
. C 4-»c ' -

4- - - 3
O x

Q. 6
3

5 8
q -

G )

.Q u
my

44
GJ
DD
.in
_Q m m

' o
C
3
o

G)
>

= RuC.:
Q m

cn G)
* QJ.t. '

GJ 31;
m no :

4-*
O
C
O

' o
m
G)4-»
m
4-*
m
G)
E
o
V)

4-»
O
C
O

' U
m
G)
4.)
ro
4-*
m
G)
E
O

U')

m
C
m
G)
E
GJ6 +-

: Ru
Bo E
c an

4- *an _
G)

. C
3
E '4-
4- *

G)

>~
OD
;
G)
C
G)

C
C
GJ
u
C
O ;
u G)

E
O

+ 4
m

4-» 3
O u
C
GJ

m o
g r 4-*

G)
:

.4- »
3

1 .
G)

. c

O

>
.Q
u
C
Ru
4m
U
mD.

4-4 ro
3

o .u
on *C
G) m
C Q .

G) C
> u

ft 'G
.c ah
8 Ru

E 9:
- cm

G)
g .

co
O

4-* .c
3

l l l

en
en

o
L -

U
0
>~
| -

0
>

.9
l l_
U
GJ

m
U)

G)
m m

.Q
wowm i

'

3

5.2
I l-

'E

m
GJ
H
m
4-4
V)

m
m
o
&
u
ro
m
GJ
°:
m
>
c
o
4.9
m
L
GJ
:
G)
9°
"*;
GJ
m

q. .
o
4-4
c
G)

E
- H
m
G)
;
|-

C
mw
.cu
2



l
E
o
u.
GJ
T,H
Nx.
.o

of

m
G)
' c
4-»
m
3

' o
C

| O
4-*
G)

m
Q. >

C
O
4-»

mm
&
5
4-»m
.2
iv

LG)>G)
U)

GJ
L
m

. c
m

Q.
3
OL_
w

i

m
_ea
_4-v

>

be
c
x

8
G)um
m
>~

.Q
u
C
m*Jm
um
Q.

m
;

G)

C U)G)
QQ G)

C
3 O
o u
4-*
O
C

> >
O m m
D I I

m
m
Q)

4 u &I w o :
868

__ &) Q i n
D G)

m - -

3o"°c> GJ m 8

Q. :
3 _

QB
~ :

8 4)
'C E
Qv&C

8 080==°
_J Z 3

GJ
LL1 I

m L

4- H
4-» ro
8 m

.C
8 ° an s .

O- O
- x

Q . 4-4 ' g E

3 8 _ Ru
no 3 m
' u 2 E
Q: ea 3

m
3

u

8
3
GJ
m
G)

~;
GJ
m

GJ$1W>¢n
=:."'
C 4-
m
'

U
USE

6
=.¢77

m
m u

S3*._
=*§
We:
E 88o
v>U>

. c
I -

C
m
GD
.c
U
E



E
o
U.
G)
T,
u
to
;

.D

3

3
D
o
U
c

*I-
o
m
'u
_c
X

G)
.c
4-»
o

c
o
4-*m
LG)cG)
9"

";m
m

c
at
E
's

L."
TO
u

UD
c
2

4-»
m
GJ
L
Q)
4-»
c

3
g
DD

.Qll_
0
m
c
GJ

9°
GJ
m

L
GJ
E
o
4-1
m

m
'u

§ .*:
4-»8 c

m Q)
c E
G) on
G) 5

.Q ml

w
_c

'5_
3
o
u
G)

'u
. c
_4-v

3
c
Q)
>
G)
'c
m
c

E
L .

G)
'u
c
3

G)
.Q

3

q _

o
a>
U
c

9
l

'o
C
m
>
4

>
DD
_o
O
C

. c
u
G)H

m
m
5
c
G)
>
G)L

Q.
3
o
w

>~

GJ
4-»
4-»
m

. Qo
up
C
xL

8
Q)*
m
ac

2

V)
G)
8
4-*
c
G)
u

E

l

I

m
G)
u

1

3 GJ
O 3
gr 4 -

2 "3
.Q Ru
m cm

'U
Q ) I -

C
G) 2
8 .2
.c E
m
3
Q.

_Ru
o
m

O
*

4 -

O
.C
4-»

3
o

LD

>.QoCmuw
UmQ.

e
3
L

Mc

GJ.c
4-1

E

0
_QME
::.=
E .
w
my
.
1 3

Q
u

3
u
h
G)
4.9
m
GJ
s .
w
;
G)
w
8°
s .

. l . l

3
U)
m4-»
to
h

w
:
_en
as

m.2 2
Q. 8
: a
u >
'Es' Ru
. c4-» E

Q C

3 ._
4-» *fs
m s..
- - ea
_H c

G)
. 2 on

3 an
V)

C
ro
DD
.C
u

E



E
o
q
GJ

141
fu

.Q

3
1-1I

4-1
m
G)

8°
2
_ L

G)
. c
4-» I

I
-5.§

3
q -m
m
a>
u
u
3

m
GJ
3
m
_en

_u
UD
G)4-»
m
.l.l
m

C E
>
o
u
o4-*

H
CZ
O
Q_

Oq .
4-*
O
C
O4-»

*

>~
m

'a
TJ>
2

m
Q.

. c
UP
c
o
4-*

.L°
GJ
L ._m

I E 3
'cs

I

' o
GJ

G)
. c
4-v

UD
:

'
:
'U
c
o
4-»
m
L
G)
c
G)

9°";
GJ
m

4-»
3
o.Q
m

G)
u
cI >

E
m
w
O
Q.

m
m Q.

.c
m
c
_o
4-1

2
m
u

UD
_c
.z

L

o
3
G)
m

2
u

GJbe
3
Hc

O
Q.

E

G)
u
C
(U

174 2
- - rom 4-4
V)
Ru m
C O

.99 .C
m
G) C

m
U)

j g ea
> 98

m
GJ

._>
C
3

I

.i"8.

BI

Q.
3 Nb

G)
>
4-9
3
U
G)
X
G)

m
E
ro
GD
o
Q.

. c on >
>
4- *

c
G) 1 ;
u
C GJ

E
4-» O

s .
4 -

' E
4- *

C
Q.
3
o\-
LE

I
6
'T'

c
m
4-*c
m
E

O

be
c
4L

8
Q)41
ro
ac

15

8

>~
m
Em

4-»

>
4-1

.3 QS
3

ro 8
U )as o
E ro

N

G) c

GJ
8
4-»
3
u
G)
X

Lu4-»
m

.C

;

Ge
3

g m
G)3.2

U CB

"5 E
m'0
(U TD

a m
Q C

8 8
'U m
¢nlQ.
W 4-»
4-a U
: GJ

'SQ
°.

C C

o

COm
4- » 4- v

3 4-»
_Q m
' C m
4-* V)
w m

-O f
onC O

u m

6
U C
C m
`no

U34-
G J -

4-* vn
Z
4- »
3 44-
4-:m m

C

°;=
8

:
q .
G)
C
G)

M n
m

G)
E
o
4-»
m
3
u I

ro
QD

O

` 'E
'a O

u
an u

m
G)
> an

.x
3
u
as . C
X 4-v
GJ 4-»

: m

C 'C
GJm
m

.;8 E
E an
o .Q
L"
m
G)
E
o

V ) 4-»

>-
.D
o
c
to4

m
u
m
D.

E
O
m

l l

4-»
m
o

E

4 -

GJ
E
m
U)
0

E
"EE
8.2
85
<9l

m
m

_4-v

'a3 c
:
ou
u
m

. z
_u

Q. an
m w
GJ m

1: 13
: no4-»
3 _c

*a 8
o cu
E Q.

C
m
on

. c
u

2



L" ;

.2

E
o
u
w
2
4 -
Ru
;

.Q:
-1
-4

q)
. c>4-»

4-*
o
4-1
ro
L
G)
c
G)
9°

"';
GJ
mI

r o

Q. o
- 5

L 4 - 9

. c*~ 3. c

.*: E-'
3 E

2
Q.
Q. 4-*

_Ru
o
m
m
G)
DD
m
C
m
E
' o
C
m
'D
2

.Q

q.
o
m_4-I
q-
G)
c
G)

.Q

m

4-»
m

. c
4-»

4-»
m

. c
4-*
>~
I-*

G)
E
O
4-»
m
3
u
G)

. c
I-*

O
4-*

44
u
m

.Q
:

C
O
4-*
m

G)
C
G)
DD

mCm

. c
QD
3
o

. c
4-*

2
.Q
m
3
GJ
C
G)

O
4-»
m;
Q)
C
G)
QD
>~

_Q
' u
C
m
4-*
m

2 2
_I_, c
..: an
.": g
3 be
2 C

G) gg cu
H
m
:
u

' o
_
. c
4-*
Ru

E
O

q -

8
o
o
v-I
G)

.Q
O44

Q.
:
o

w

4-v
u
m
s..
4-1
c
o
u

G)
>

FJ
m
' o
C
ro

G.)
E
O4-*
U)
3
u
m

I

>
on

Q)
C
G)

_Q

OD
c

. x
L

3
<v
4-v
ro
a c

G)

E
>
o
s . IQ. 4-»

m

8 2
u u

m
G)
u
>
s .

G)
m

>
u
C
q)
u
rt:G)
>~OD
L

G)
c
GJ
m

G)
E
O
4-*
m
3
u

Q)+-»
m

_ro
c
V)
>
3
no

m
;
Q)Et'
o
4-»m
3
u

3
_o
<

.c
OD
3

. c

4 - '
3

.Q

ro
' o Q

C

3
' C
C
Ru Ru

cu
om
G)

m
cm GJ

Rx: °`O 3
'o ~"'
m >
C :*;'
3 4: Co 3 O

>
. D
c
c
m
u
i n
u
m
4

TJU')

Q)
C
m m
Q. >

m
Q.
>
:

8
3

d
3
x
u
m

.Q

Ru
4-»
U)
C

O
'EE
;

G.)
C
G)

_ on
_ cm
IB C
m

C 4-».G .c
4-1 ro

E
3 'ug C
4-4 Ru
m m3 C
u 8
3 2 m
- 3<: '4-

I l l

D
-'.:
o
Q .
Q .
o

;

.>¢
_cm
s..

U

GJ
.Q

0
U

.9-l-

E t
8.9

e
0721-1
. 3

m

,mg

cm .c
GJ QD

1 ; 3

E 8
4-13 5

:mDD
.cu
E



I

E
o
u
cy
. 1
4
mx.

. Q

N
1-1

g
o
m

mL
m

A

°l°
ElE

o4-1
m
3
u m

G)
QD

ro
. C
u

m`
G)

E
O
4-*
m
3
u

o
4-*
m

G)
E
O
4-*
m
3
u

o4-
G)
>
4-»
C
G)
u
C
U)
' o
(0
m
m
4-»
u
mL -

O4-»
u
m'4-

.cU

.c
3'G

m

2

' o
m
_o
no
C
8
s...
ro
Q.
GJ
' u

c
m
4-»
G)
L

o
4-»
'u
m
m
3
no
_c
G)

.Q
_us

Q.
3
o
LE

' o
C
(5
m
G)
G)4-

QD
C
u

Q.

DD
c

LQ

o

3

H
m
. c
4-4
m
?8
m
.l.l

4-»
X

GJG)
.§
TO
GJ
ac

U)
GJ
on
m
. c
u

'U
C
m

E
Q)
'U
' u
GJ
4-9
G)

. c
u
4-»
m
ac

_4-»
u

E
X

L u

QDC
8G)
GJ
E

G)
4-*
m

G)
C
GJ

gr
8=
G)
m

O
Q .
3
4
u
m

. Q

Oq-
' U
GJ
4-1
u
G)
C
C
O
u
' o
c
DD
GJ

.Q
o
4-*
Lf)

Q)
E
o
4-'
U )
3
u

8
= ' u
( 5 C

m

E
GJ

' o
x
ro
Q)
Q

>~
. Q
' U
C
m
4-»
m

_c
DD

. c

O
44-

8
m
4-»

'o
g
m
' o
C
m
4-»
V)

<
l l I I

C m

2-E3
G) §
¢"¢7»

:

.Qc
v»:.=

.Ge
GJ

_Qc
m

EU:
gg-L
499
M W

88

E

GJ44
m
or
>
.Q
o
c
mH
m
u
m
Q.
C
co
no
.C
u

E

- 5,X 'G
G)

| ' u
G)
H
m
L .

_ea
:E
x
2
L L



E
o
q
Q)
7u
Ru

.Q

m
1-1

l
1

c
o

mL

. Q
'o
:
m
*.|
m
4-»
m
_c
m
go
<r
4-
c
GJ
E
3
be
s .

<r

m

-3
E

m 2
57 1-

< .-i

' o
c
:
o
s .
bb

X
u
m
m
' u
c
m

c
o

_4-»
:
; ;
GJ
a
V)
GJ
4-1
m
no
>
.Q
' u
c
m4-»
m

~°

Q.
3
o5
LD
onc
xL

g
Q)
uro
or
>~.Q
uc
m4m
UmQ.
C
m
.z>
.Cu
E



E
o
u.
Q)
34
fuL
.D

Q:
FT

'C
'c
QD
GJ
. c
4-J

O
4-J

o4-*
m
GJ
E
O
4-*
m
3
u

' u
G.)4-»
u
G)
Q.
X
G)
c
3

= °;
3 ;

c SO
m anE E
.» 8

3

==-28 4-9
_ q .

C
o
4-*
u
G)
C
C
O
u

C
O
4-»
(5
s .
Q)
C
G)
DDI3

V)G)
u
C
G)
:
GJ
xGJ

4-»
'G
G) ;
c m

s.
G)
E
O4-9
m
3
u

`cn
Q. >

H

u:
3
Q)

. C
4-1
C
o

Z
GJL

C
O
4-»
m
GJ
C
G.)
QD

c E
4-v o2 O 4-4

as c g
' E o u
(D W =
C > go

u . c c
m 4-» w
* ea

m
: I

m m
m

.Q

.go g

-3 *a
Sn 5an u
'5 3
L :

G)

E
8 8
m :
an c-
L

Q (5

* o

>
"4_= 0.0

<v 83
W :

22;'53
0944
- u

8 3
m

m g
£48

c . -

m >
u p89.

8
>
8
c o

:
w e

. c
H

GJGJ
4-*
m
m
C
G)
Q.

+- '
m
3
E

3t .c
Q) 4-»

m Q;
m no

m8 4-»
. c 3
3 o
s c

ea Ru
-
Q o
E
m
X
G)

I

m
4-1
m
o
u

m
V)
o 'u
.-5 °=
_> ::°
c .c
Q 4-»
4-* c
8 o

m
GJ

u 8
o Q.

.§

7=
u

G)(5 L

c

E .
E
m
83; E
o QLL u

' o
C
m

s. E
o GJ

u . ' C

l I

5)
_c

3
o

\|_

.9
4 -

3
gm

5

gm
E

ET
§'3

u
U v )

U E
9_>a>
G E
M d
m.;
*
E
>~&
. -
-5_9Q 4-

.26
n .

Ia 'cu
Qu *:

m
m. c Q.
u Q)

. c
8 4-v

. c'c u
3 .c
m 3

V)
G)
u

GJ

m o
4-» =
* Rum

=a'8_my"
' U

U m

E
m 2m
L

U U'
E 2~:»=W :3 E;-
==.g-

3 2

Q U...
4-»G O %

5~»~C kM b a
q. m

m
m u m

Q.
3
o
g

w
w
c
4:

8
G)um

ac
>
.Q
c
C
m
4
m
u
m
Q.
C
m
of

.c
u
E



m

E
o
q
2u4
Ru
;

.Q

m
-1UD;

ro

'U
2
3
'O
G)

.C
u
V)C

GJ
X

*4-
a;
4-»

I

r QS
°9 CGJ :

3 3
> 3

44
4-» oo o
E 'u
` C

8 re
G)
4-*
G)
E

8w m
> m

GTZ
: U c -ui-' u-c
> " Q

. : . c . c4-»4-»
c coognEEE

\ :

i
i
I
I

3
44
w

..¥
ro
G)
Q.

O 4 . c Q_
Q) ; 3
m G)

E
O4-»
m m
3
u

4- '

' o4-*
m C GJ
O ro . c
u 4-*
GJ

. C
+-»

no
C

3
'O
'o
G)
Q.
Q.
3
m
>4-J
u
ro
Q.
m
u
G)

_C4-J

Oq.

q..

o >~ _z
H u
u Ru
m _Q
Q.

8 ~4-
O

C
O

'E :
m

E 'o

GJ
> >
m :

=§
m

>*c$
'U m
3_ >
m 4-»

u
*§'~, ¢'o
3 Q.

(5E u
> G)
t o
1 : 4-»
+4

3 6wu-
. C GJ
*~=3>
8`ru

Ru
Q_'U
m C
u m
m E
-C G)
*"'o
L

* Q CD

E
O

*

3
x

U T

m

GJ
> n oro

u
G)

4-*
C
G)
>
GJ

G)
. C
4-*

QD C
C O

4-*
. c 3 C
ro .Q O

. £8
m

GJ
C
G)
o n

G)
4-»
ro

' u
o
E 4:
E 8
Q GJ
u C
u G)
m UD

0)
no
h
m

. :
u

'o
:
m
E
G)
a _>~

GJ
4-v

"
u
>
u

G)
. C
4-*

. 3

c
G)
c
o
Q.
E
o
u

be
_c
3
2

.2
G)

. c
4-v

GJ
>
m
. c
>~
m
E
ea
4-»
m
L .

>
.Q
"u
c
m
4-»
m
<

>~4-1
u
;:
4-9
u

2
GJ

m

G)
>
O
u
GJ

Ru
.Q CD

G)

Q)
8°
m

. c
u
_u
4-»

L .4-)

:s
'U
'U

G)

8° 3
m 8. C
u E
> m
4-» Q .
u G)
ro m

Q. 'u
8 2
8 3
C G)
Ru .Q
C
GJ

4-»
C

ro

E>

GJ
. c
4-» W 4-

: O
Ru m

4-*
m
o
u

' o
GJ

G)
>

TJ
' G

C
. o

*s
G) _; _Q
E _ C

3 3 m

o .x 8
\

*Q

Q.
:J
ox.
w
DD
c
.xL

s
GJu
m
no
>
.D
U
C
ma
VS
u
Rh
a
C

C
O
4-»
m

G)
C
G)
CD

ro
u
(0

*

>
m
E
GJ
GD
mro 4-1

* 3
* O

x

*Ii
G)
g 0 »

mg
-Cm
U m
C U
O f ) ;

938
g m
m > €

( U L .

>~
. : E
U G)

8-Q 2(5 -
7 ; Q.
co o .
> :
ra m

>~

E
D
>~

.Q
>~
0
>
en
m

ll_
0

>~
.Q
'u
c
U

ll_
m

4 -

o
en
GJ
D

ll_
U
D

..==
en
a>

.
-

to
BD

.C
u

E



I

E
o
u
G)
7
uro
;

.Q

pa
Fl

8°
m

\l

'c 8
0 c

3

G)

' u
m
c

G)
' u

3
3

. c_4-»
3
'u
GJ4-»
m
:

E

>~
u

0
.§

h

2 m

3821mg
i

c
w e. c
~8
u5`. a
g o
I O
m u
W e_Gs

4-1

4-»
u m

L .

- GJ
"Qs

o
a
£ 3

u
G .
' u m
vl.C
L 4-9

m o
E o
0 4-1

4-»

38
~8w

GJ
. C m
* ea

. c
4-»

m
L

an cmcea Mn
on Ru
I

L
GJ

I

3
m
L

' u

3_:'U
H C
2 f5

_go
o

3 - -

*a
L
ea

we;gun:
4-I C Q)848
04-1 _c
vm . 8 -I-»

*a°°eE°:
88.9c£'5
Q g g

_E9_U
" 4-»83798

W m
-:o*>.*a~-»M o -3:8Mn.mum:Wu

' S N

(0'5 8

=§--=aa>_8
°°2"°:
4 - q) 4-a

m c."w a vi
l

Q
9|-
m :

m 3
; >8 4:
8 8
4-v 3

8 an
"; 5

GJ
.l.l
mh
GJ
c
GJ
QD

G)

G)
.Q
:
ro
u

>
72
m

.Q
3

'f*
m
m
o
L
u

.Q 8
4-» .1-1
c m
q ) L

4-1o 8
Q. 'c
cm c

.c Ru
|- 13

"'>~
c7»'0
go
my.
.>.-
w eOu-

s
8"is

U
7828
>-Q7,
<_D

Q.
3
o
L

LD
09
C
x

s .

s
Q)
4Ru
no
>
.Q
c
C
Ru
um
Um
Q.
c
m
8°
.c
u
E



E
o
Q
m
744
m\_

. o

I\
14

C
o
4-*
m
3_4-»
V)

Q)
OD
m4-1
3
o
;
o*l
m
L-
m
c
G)
DD
'U
GJ
c
C
2
Q.
c
3

I

L
G)
3
o
Q.
D.
3
x
u
Ru
m

we
3.2
m

B

88
8.;

2l l - -

8.2
G)

85
3`°5
'om
8 6

E
g r

m o
I a
'58
_Q

>...9
QB' u
CEE
E E
v o

Q.
3
ox.

LE
BD
C

. xL

é'
asu
m
ac
>

. Q
U
C
m4

m
u
m
D.
C
ro
no

. c
u

2A



E
o
u
GJ
3
4
roL

.Q

3
FL

L
m
Q.
m
B

C
o
4-»
m
3

_4-»
V)

GJ
w
Ru
4.4
3
o

o
H
mL..
G)
c
G)
on

' c
G)
c
c

2
Q.
c
3

L
o
GJ
u
c
m
c
GJ4-»
c
m
E
L
o
H
ro1.
Q)
c
G)
in
'u
_ea
3

U
G)

. c
u
m

I I

L-
ea
g
o
a.
Q
3
.x
u
m
m

i n

m
3
o
a
m
u
c
m
c
an
4-»
c
m
E

o.
3
o
w
no
C
.xL

8
O.)4
m
ac
>
.D
u
c
roH
m
u
LD
Q.

we
3.2

n

E 01
F

U P
24-. . .

8.2
m

_QE
;,';"5

Q
Q

E
m

m a
Wm

>.£
.Dm
'UQ
Ur:
7>"5

C
m
no
. c
u

2A n



E
o
u
2u4
m

.D

3
,.4

H
w
w
E fu

4*

_a.

m
a .
ea
5 a

o

c
o
4-*
ro
34-»
m

o §
oc c

vs L.
Ia eao c
'o 'E .9
c : 1;
.9 vs *pa 8 °'
\- an
Ia cc
as 6

L2

m
QD
m*..»
3
o
L
o4-»
m5
GJ
:
GJ
w

' o
Q)
c
c

.L°
Q.
c
3

G) G)
it' c
vo w
c
o

n.
o
w
u
c
m
c
GJ
4-'
c
m
E
x.
o4-1
mh
Q)
c
G)
UD

3
' o
G)

. c
u
UP

II I

Q.
3
o

LD

L
o
3oa
Q.:
X
u
mm

on
:
X\-

8
m4-
m
m

E.Q

s..
m
3
o
a
w
u
c
m
c
Q)
4-»
c
m
2

L.G)
3oQ.
Ts4-vcm
Ean

5
m

we
3.9
m

n

h
F
P
2* . _

8.9
m

_QE
';;"5
WE
EE
g r

w e
Qu:
Q C

; -

>...9
.Qm
'U.98

E E
v

>
. Q
o
c
m4

m
u
m
Q.
c
m
.99
. c
u

A N m'



E
o
q
G)
Z
4fu
.Q

3
N

i

1ll

ea
UP
m4»
3
o
L.
o4-»
mL
ea
c
GJ
no

u
GJ
c
c

2
Q.
c
3

H
G)
§'~

E
*" \.° o£ :
'N o°*a»ouc

=.9:Sm
Q¢n\-
m 9 9
m 499-
b i o

°*:c
838

h

mm
: c
w e
c
o

m
91
VI
c
o
c
fs

. c
4-v
vo cm
ea .o
T, 'FT
13 ao :
u ca
8  no
| -

an
c
a:

8
:

L
o
Q)u
c
m
c
m4.4
C
m
E k
8 'E75 a

ea
6 n

:
ea
BD

'o
2
3
'o
Q)
.c
u
m

I I I I

:

L-
m
3
o
Q.
Q.
:

.oz
u
m
m

L.m
3oQ.
muc
mcG)
4-0c
m
E

5

m
3
o
Q.

Ta
u
c
m
E
2
o.
Q.
:m

5

m
3
o
Q.
44
c
m
E
eau

_Ru
a
m
L. .

u

E
o
c
o
u
l.u

£8
8.9

mm
Q_m

E
F
P

GO4-....

8.2
m

C

_QE
8`°5
t

Q
T E
m

m o
Wm

;

>...9
.Qen
v.s.>

¢'7»"5

Q
o
w
on
c
x;

8
m4Ru

no
>
.D
o
C
iv4m
L)
m
D.
c
fu
DD
.c
u
E

.I N <5m'



E
o
u
G)
74-
toL.

. Q

1-1
N

G)
w
mu

l

l
1 l

l

i

:
o
s.
o
4-»m5
m
c
GJ
be
'o
GI
c
c
2
Q.
c
:

4-»
w
g t

E
* " n.
° o¢ :
W e.
°*mo-¢¢og . ;
s=~
- M y4-»'D ¢ma»9-
b w Q

W :c~aUNa.
m m
t o
w e
c
o

.c
:E
3
'o g
an oHQ D
5 m

o Sn
Ia

8 .2
'° 2
6 m
5 m

ea ea
c .c
W 4-»

q . *o o
E' Em
.2 "'
15
' c

GJ
:

m

c
o
c
m
.c
4-v

vo c
8 .9
3 *ea
'5 ao c
u ea
5 on
h

0
:
G)

8
:

s .
o
w
u
c
m
c
m
4-1
c

m

E k
E 'Ra1; n

m
3 L..

c
ea
90

' o

2
:

u
m

. c
u
m

I I I I I

a..
G)

3
o
Q .

c
x
L

a .

Q)
3
o
o.
4-»
c
G)
E
G)u

2
Q.

>
| -G)
8
-5
Q

L

Q)
3
o
Q
Q.
:
. x
u
m
m

\ .

ea
3
o
a.
Q)
u
c
m
c
G)
4-»
_c
m
E

m
4-»
c
GJ
E

2
Q.
D.
:
m

ea
| -

u
E
o
c
oum

2 8
3.9

a>a>Qu:
gum

F
A g
0.94 - _

3.2
GJ

_QE
8 3

Q
E E
m

w e
0*a
E

U : -
>...9
.Qm

E E

Q .
J
o
;

w

o n

8
wH
m
ac
>
.Q
c
C
mH
m
u
m
Q.
C
m
BD
.C
u

E
.-1 n 4in Lri



Q
:

E
o
q
cu
T4
ro\-

.D

N
N

QJ

'l~l
3 3

Q

E
m

E *

3 3I

I
-S

' 8
4.»
o
*o
§ 3

:
*6 u~
c4`_E
A

Q _Q
`5
$3
k
o
Q.
Q: ._
V) M

8 83 32 ` uQ m o3 4_»

*E
Q

'E

4_»
Q
Q)

><
QJ

Q)
4_»

Q
G:

* o vo .m
43

.43 "
0; O 'G m

"°\
_vo
>
:
3

3
GD
G)
ac

m u. l

m 8£ 4-»
4-» c

> l

_Q m

.Q
` mm

GO
k

"°\Q
m
:

_Q
u

3
`G

cQ c
- c o

VS3:`c>~
U59)
8 >
Q 4_»

0448
Q
O u
g -|.»
`c°J*'
QJG J.
Q Qm
_Q
5 \ V"4.»
Q ~§"l8~»G u m3 3

umm *
.s o

x

:
*Q 88
Q * B
\ Q>

Q m y
m o b8 *°=Qc_»

.l_, V)

Qs ws
'"' b

4_» QJ
"Sm
W u

m §,=
w t §
.`E Q
4_» QJ Q U£3 4 * >

° iVS

\_"* +~»"<?
V)m.` M b

~CQ 35 -Q
Q 44

Q.~

c»°J0 8Q»
3€0°=.G

"QEQ
U C -"`*~.
QJ 9 E Q,G1
u Q) _Q 4~»
Q M S c

EEQEwQ-E;

3

\|_
0

. 9
m

G)
'U
a>

. c
*

m
jg
D
U)
ol l -
_gg
_en
><
GJ

.9
'E

"'|.83
Q E
- ~gnu
m
-
my
L L ¢ n

X
u

c m_in
q .

w e
' U m
g m

m
m
L

c

8no: H
4_8
* g o

of
e

gm
G)

* H
U m
4-»'U
U s
< m
>u h

4-»
u

Q-<
> of. .=;o4 9

>-9.
8 8Q)
A C

Q CU

:E
'45
D
u=,,
-QO'U
: a c
m u m

Q.
3
o;
w
OD
:
xx.

é'
Q)
4 -m
ac
>
.D
c
c
m4-
m
u
mn.
C
m
of

.c
u
E

<



E
ou
<u
34
Ru;
.Q

m
fol

0 ..1
D.
Q.

;
m
4-»
m
z

4»

a
5 'o
4-1
= 8
u ,_ m
" Q 72 c
w o
C Q VI
g o. g .2

'uu °5 u u.l

c
ovs
' cu.l
#I
o
L4-»
G)
D

9
G)
c
u.l
m
L .
o
E
3
m
c
o
u

h
w
3
oQ.
ro
w
L
o
G)
w

>
on
L .
o
c
l.u
4-0
c
cu

<

r

I}"

(
>

m
G)4-»
m
no
>

.Q
' u
c
m4-»
m
. c
_H

3 \
l

I
s

3g*. s
T
f

f
*ii-~

f
\

I
acr

.

r

5 /
i

. 4i "
1

4
z
4

UI
m
E
'r-
3
q .
o v r

8

7
,

II3.v i
. 7

*

:»°-
4: a

. Q
2

i.
1-C
o
N

M
6
*.

6 .JVu ? q
8
3

- s
€• 4re

1'
l g

4'*(D 3
4

m

_ea
a
E
m
x

Lu
' c
c
m

1
1

_J /*
. -  uh:
v -.

. 4  .
1

g•
>g

6
'NWu fa

4

4

•
- 4.

. 9 ' o

es
II o.o

§u

i n
1-1
o
N

m
_ea
:
'G
m

u .

r .
r

.J

1

v.

- o

>oI
' 9 re

.

5
as

u.
U_

m
r-1
o
N

ay
V I
ea ..om
m
4-1
m
Q
c
o

s
ro` .
- m
M d)
4-9 4-1
m m
: oz

4 8I i
_U C1 8

C L A
o
4 . ¢ v
(5 1

U4J
Q D
Q u

<.:
uI i '

L) l . \ J

m`.
> c

o

Q E
O Z

m

&3 0
- ov -
C
M m

m
z

m
G.)
uI-
3
O
m

c
3
o

. c
m
H
o
c

u
:
4-»
u

2
u. l

c
Ru
a
3
m
I

Q.

c

Q.
I
u
*
o
m
c
o
4-9
m
u
o
..|

Q.
:

LU o
g

0
noc

an 9

3
G)*J
m
m
>
.Q
U
C
m
u

LD
u
m
Q.
C

l.u
w
G.

L
w
3oo.

u
go;
u
m
Q.

bi
a>ll_
Uu
>~

.Q
'U

0l l-
m

. c

3
m

.Q
:°:
:E
D
4-
o
m

2
Q.
E
U
><

u.l

u.l
QS
w
o.

u
3
5

m an
u

8 81 h
1- an
< an

Ru
QD

.C
u

E



I 1

E
o
q
G)
.14
fuu

.Q

;
N

~:
u 5
cRu ea
E
G)

' U u

I
2°
m
.c

m >
u .Q

'c
c

h

.<L>

3
E
e n

>L
o
4-»
2
3
GD
G)L

.as
>'c 8
m m

2 cu
m 2
m

m
G)
QD
;
m
.c
u
>
.Q
'u
c
m*.|m

'U
:
m
L

m
G)

_4-»
:E
. c
oL-
Q.

m o

out
u

2
E_w

E°8.":
_,_,.c:

sgm G)
E
2
Q.
.§

E 3
o 8
u~2
Ru 4-v

Ru Sn an

m
g

3
o
4-1
m
3
u

' u
c
m4-»
m
4-9
(5
. cH Q.

3
ox.

LD

G)
M n
b.0: >~

58-8
m ;

m£39
'uE-c
32

m
. 3
m u
Q ;
W m
37,
c
° §
c
~3

~8L'*a:
o E
GJ 4-I O384
m q; 3q) U
4-» - >*

4-»

*kw>.9 3
4 *
be
. 2

: ll- *

_in_:
8

v»'5 W
° " u

G)
Q.
m
G)

GD
c
x;

8
0)4
ro
or

`

:

"'

381 Ur
.EE 13835
o w '43

588 8
Eu) m
42-.L
U W

3.9

=»§
m

=
_m
U E
32

>-
Q
' c
C
mu
m
U
m
o.

u?
G)
E
o
H
m4:3

3.2-.c
. +-»8`

u »~°;
338
E 8E

no
8 V'=
Q) h
on :
* 3m
_ | an

X

ih-

G)
DD
5
m

. c
u

a
¢* m >
E m f
o2°L°
" , m :
5-C."
U 94-»
_ .A g

» Gu m
a»E*a_.¢
E38

_
o > _Q
'* . :T¢4°8
=8:3

C ; ch

35"5
W W ;

88.9
Q 4-I

8>:.==
m 0 :
- 8

CB ;

8 8
q.; m

oE u
e.=-omgu.:*_* -l-I

be
_c
4:
(5

...
, ; C
£ 8
3

o
n

<n _E

q -3
= o
ro =
E Ru
us no>a m
> .c
ea c
88
I o

:
_u

95
' c

' o
G) c
09 m
c

1
To
. c
u
GJ

. c :
l - u

m
G)4-»
5
4-v
m
4-1
m
GD
c°:
GJ4-»
G)
E
4-»
G)
c
G)
E
o
m

6
_cm
<

C
m
on

. C
u

E



E
o
q
G)
.1u
mL
.Q

m
N

.  ¢

i

c
o

'U
c
3
o
L
go.z
u
m
m
'o
:
cy
:
.2
_4-_g
<1
w
Q4

I
*_

m

m
mI
E
h
I_'Q

' l
I

I

.b
GJ
ac

U
' c

m

=»l<

' U
:
m
4-»
m

N

mm
*I*mno
>.Q
'ucro
4-»m
4-1
mc
mDD
<
U)
,l-lcGJ
E:QD
L

<

m'

Q.
3
ox.
LD
QD
C
Xn

s
Q)41
ro
ac
>
.Q
Q
C
rou

LD
u
m
Q.
C
Ru
DD
.c
u

2



E
o
q
GJ
7,4RuL
.o>L.

&
o

s .

.2 3N

o
> 4-4
i t
3
m

. Q
O

Q .

U)
1

. C

To
u
4-»
U)
4-»
m
4-*
m

C
GJ

. c C
4-» s
; GD
O

' 4 -

C
O
4-*
m
C
G)
C
G)
QDI

=m 8
4-0 CO
W u: o

0 - >
1; 'u
. c m

H c
Ia an
_m 41'
_b O
m m
3 G) _
'u 'a To
_C O H
* Q m
O g Ia

GJ4-»
2 *_

G)
m

as
'u
3
u
_c

4-*
C
3
ou 'u
u o

ro
O
4-v

m*4-

I

' U

'4-
O
m
:q..
G)
C
GJ

.Q
G)

. c4-»

'U
C
(U

' uan 'o
C
.80 C

m
G)
'U

>
.Q
' c
c
m
13
o
c
k

o
m
G)
4-»
m
L

u >
Q.
3
o;
0

G)
jg
m
C
O
u 3

m

E
onc
xL-

8
<uHm
m

m
LD
m
GJ
u
GJ
C

4-~
Q) CO

E 4-v
UD

4-» C
Q) 4-*

> 3

8>
Q u
(5 (U

*5 Ru

(U
1... 3
QQ 4-»

u
GJ ro

. C
*-» .24go 4-1
3 O

Q '4-
4-» m4-*
Q) m
G.) 4-»

__ C
: GJ
3 . u

q. .83 *

8cm cm

3
u

m

V)
Q)4-»
roL.
s.
m'4-
GJ4-»
ro
G)
u

G)

G)
. c
|-

4-»
O
C
O

' U
m
G.)4-»
m
ac

_>
;

O
G
Q.
GJ
m
V)
GJ
4-»
m
ac I

>
. Q
o
C
tou

m
u
m
O.

4-1
ro

. c
4-»

9:
.Q
8
a>
>
o

..==

O
U
m

21
0

.Q
' 0

U
-4-
m

m
U

>~
. c

3

m.c
E u

GJ
. Q 4-»

:
GO D
E u
,
:m
=»Si>
L

m u

E T
2 8m__
Q h

.I-l

: n-Q'°'
8 3 4-1
QJ 4-* UI

=%8'r°
U 44-9°:E

q . C ° '

" . :
s

m
GJ
4-»
m
s...

>
. Q
' U
c
m
4-»
m

q .
o
m
E

_us
_u
4-v
'
u
c
o

E
E
C
u

:
¥5
DD

. c
u

E



E
o
u
GJ
.1u
Rug
.Q

m`
L

I
N

O'4-

' o
O
'C

>~ G)
G)
>
m
G)
>
Ru
.c 'o
= GJ
-

a 8
* Ru

G)

E
4-»
Ru

. c4-».  8*; + .
x.0 m

/
$m. . .

4

.8 E
'o
C
m

E
Q)
'U

s
9

4-»

C
Q)

. C
4-1 an

:Q
V)
m
O
Q.
m

>

g
4-*
G)

. C
u4-»
m' g

4-*
m

' U
C
(U
E
G)

' o
s.
G)

. C
4-»

_Ru
L
GJ
>
GJ

m C4

.Q
s . CO
G)

E
o

17 3
3 m
u a: *
m &

O

45;
_>~
Q.
Q.
CU 4-» @

_g £3
4-1 U

C _o
GJ

_Q G)
g .Q

C
3 a.)
O .C
U 4-»
C =

3 3

GJ
E
O

C 3

3 . c
G) QD

3
O

. C
4-*

H:
;
Ru

m GJ
go >~
m Ru

. c
u
' u
C
ro
E
G)

'U

O
m

.C
+ -
C
O
E

GJ

CO
. _
G)

<15
QD4-O

t "
> G)

: . . c
(5 4-I

* cC
M O

W G)
g m

Q B
G)

o * E4-' 4-»"
4-» O >

3 f v c m
u W.:
m M an

. .m
W e
E u

. ; m

_1_,3
m

. c4_» G)
. c
4-4

s . .

O
m
'D
G)
G)
C

>~
4-1
u
m
Q.
(5
u
'U
G)
4-*
u

C G)
GJQ..
> X
GJ GJ

>
4-*

_cm
. c
4-»
s...
GJ

m ' u
_C C
| - D

3 m
m on

C4 -o " 4-1
m8'5 3

4-» u

8 3
> u
G) 3
G) C
GD 3
3 GJ3 .C
O |-

Q.
3
oL.
w
GDC
x;

s
Q)umac
>
.Q
o
CRu4m
uma.
C

Il

§ 8
en ~a
E 3
8 2
h O

E 2
8 8

G)

5 E
my) .1-"u
- w =».°
0"5 .53
w e '°°.
'5 88
_ _Q '5'-

'
4 - m -

ET
" " "

BE 83
58 'u9- °9 $3

D ' o
E * w-8

81 é* 8 4
m
OD
.cu
E



E
ou
GJ
T
u
Ru
;

.D

3
N

G)
_c
'  cm
u ca
8 8
: 2'U
G)
as

3-l m
L.
GJ
c

L.. ' U
_Q c

U
ea
u
3
3 a

m
M q) U

be I

GJ
L . .

:
4-4
u
3
1.
H
m
m
L .

4-
c

` mc s 8
.2 c I.
*' .o 3 G

m :E m- 5
4-»

E m
c 'o
ro
x .
4-0

'cs
UI33

2 8
m ':
1. Q.
GJ
3
o

. |\ 4

I

' :

'u
c
m

GJ

--

H
_ea
u

m;|

g- c
m
c .9 w
8 as .c
x ea
ea c
m m
8 on
_.|

'u Z*
Q.

En Q.
3 if

4-0 _g 3
8 4-1 D
> c u
c 3E o

* u

82
u 4 - 4

* OU 4-»
ea .Eu IE

* 5
8 3 on8 4-»
u 5x
L u U!

3

\

m 4-v
* r :
O H
m 3
4-0;,; Q)
ea .c
c 4-v

GJ 6Q *
-m c
1; _o
g 4-*

ea 84-0
o 3
° . an

LE

4

Q.
3
og
w

w
u
5

' o

'83
.9
m
vs

m

.kg

on
C
x

8
GJu
ro
ac

' g 8

n.2
cu  .a
u m8 :
ea Eu
ux
Lu

o n
c

'; 3
w ii:
'6 o

1 .
ug....

> 3 E
(5 u m

m
. Q >

.Q
o
c
ro4Jm
u
m
a.

jg
F113
3 5.Dmm.'°

w u -

5 8
E

U
E
m

.
I l-

ol l -
4 -

_c
o
Q.
m

.<2:
28
88
-Up
£a>
.Eco

.:
am
*mm

841o i l -

8
9-an
Q.QI

cmQD
.c
u

E



E
o
u.
G)
7,4-
m

.o

m
N

ac
>
. a
11

Q.
3
ox.
U
of
C
Xx.

8
Q)4
m
ac
>
.Q
U
c
fu41

m

_Ia

I
*_

| m

' U

:
(U
H
m

L

m
4-»cGJ
E
3AD
L -

<I

V)
4-1cm
E
3be
;

<
GJ.c
4-»

o
4-1

To
4-1
H:.Q
GJno
<1

0
'U
C
m
U)
<

uma.
c
m
8°
.c
u

E



E
O
u.
G)
z
um
.D'
3mO

q .
mL.
G)
E
O4-»
m
3
u

G)
m

m
4-»m
mcmQ.
E
o
u

o
4-»

C
O
4-9
ro

Q)
C
G)
QD|

as
' U
3
u
c

' u
' c
w
G)

. C
+ -

o
H

x
u
ro

.Q
4-»
C
G.)
m

l

>
3;
u

4-»
u

2
GJ

"__
Q) C
m .Q
> 4-»

m
Q)
c
GJ
QD
>

.QJo'
9=
m
4-*

'U
G)
79
o
>

am

m
E
m
C
m

.c
u
GJ
E

m
Q.
4-*
m

. c
4-*

'u
C
8

8 m

Ru an
.C .Q

m
. c

u
4-*m

E
O

~4-

>
:
ESE
go
_g o
4-».C
&

o~»-8
8'8.2f a

"'a.»
W e

U h
w e

2 44-

8
G)

E E
4-I O°-4-I

'3
u

`
m
GJ
m

C
G)
>
GJ m
U) Q_
Q) m

E 'u
.43
3m

2

UD
C

. s .
GJ
+-»
GJ

E
4-»
G)

C 4-»
m
m
G)

5 :

i s
3
o
4-*

2
ro
m

8.»m» 8.Q m
'65
'é
m

E
2
ro"5 m
2
O

. C
3

cm O3 4-»
O
C
CO> 9,

C
o
4-*
m
m
c
G)
Q.
E
O
u

G)
E
o
m

03Q
TO
>
SQ

65
' o
3
u
C
U)

2
Q.
E
m
X

Lu I I

Q.
3
o
LD
DDC
4:;

8
Q)44m
no
>.Q
o
croHm
umG.

i

H -

o

-L"
q -

G)

GJ
.Q
GJ
.c
4 -

o
q -

ll-

D
o
u
U
U

U

w

E 8
>~:
.a G)

E 9*
H -

E m
m en

m cu o
an 'a
E 2
o GJ
m c

G): on
C
m
DD
.C
u

E



l

E
o
q
Q)
. 14
to»

. Q

H
m

' c
G)N

u?
G)
u
'c

>_Q.
2:
u

G)

gG)c .c
0 - >g .Q
ea u
4-1
G)

8
4-1
c
G)
u

_c

>
3 :

m u
Q
(5 4-I
Q U

m
G)
u
6
Q.

'u
c
m

U)

G)
E
O
+-*
m
3
u
>~

c

0
4-1
m
m

GJ E

G)
.Q
.l.l
o
c

:
o

2
q) G)
L)
: mgun

_o
' D m
g m
m

I

4-*
C
G)
E .*:E u
m Is
> u
O .Q
on ea

q .
O'S.§

' U

' U
G)
* 4-»

c
3
oIa Q u

Q) G)
m
m
o

' o

O4-*

GJ
E 3
.Q 3

" " cm O
GJ 3
C u

' o

c

.Q 'Ag
ll- 2

8
*Ea

8 88
8 ;

g o "5-n

o"¢7»
Q

'G
G)
N

8
4-»
C
GJ
u
C

. c
m
vn`
c
o
m
_Ia

E
GJ
s .

m
3V)

f; 3
GJx 'C

m
G)

H
m
GJ

.Q
G.)
m

jg

8GJ G)
U 3 (U
3 Q

@ u H
Q) u

U)
4:

I

c
GJ

_,_, o.o

m
Q.
3
O
GD
C
GJ
GJ
34-*
GJ

.D
m
G)

79
m

.Q
3
m
I

m g

gas 88
a>£ 36
mo E
~;>~
GOD

.Q
4- *

3
: 8

* COG) GJ
C :
G.).Q 3

m
' o
O
O
DD

m
V)
O
s .
u

V)

\ 93 3
2 3
Q.

.Q
4-*

4-» cmu
E 3 ea
Q -m 8 4-»
;. 3
O

&8'
o
m

..: o_c m

m
G)
X
ro4-»

u

3 4-J
3 O
Q. C
GJ
V )
G)

. c
| -

l

EE
4-* OW.:
E t

*

.
.*" w

" " $ 5
as 8:._ ==8av m
309 . c

D 4-» . C

~.8 3 "*

m S '

2
G)
8
` :

8 .ab
Q cm
Q m
m y
u m

= 'asg _
Q_.C
; on
an 3

.c 8
*" .cO .1.1

Q
3
og

LD
on
C
xL

s
G)4
m
ac
>
.Q
u
C
fuOJ

m
u
vo
Q.
C
m
GD
.c
u

2



E
o
u
Q)
TH
m
.Q

N
mQ.

l

7
*C
m

45;
n o

O C C
L ) Q . _

o ro >
1- Q
C Q.
GJ 4-go o

GJ 14
8 GJ

U)

C

.Q 8 w
*fs *fs
*

jg
m

L
GJ
.l.l4-»
G)

. Q
c

.2=>
m
GJ

' U
o4-»

_Sn G)
3

4.4GJ
8

O
u 53

- m
3

4 -

2 .c8 q.;4-»
. C m

GJ 4-J (5
;

o
E

m
GJ
H
m
L

>
.Q
'u
:
m
*..|
m

' o
G)
c

.99
m
G)
' u

m

E
O
4-»m.

5.
Q

.  4

84
g

_>~
'Um
.Q

D.
3
oL
0

G)
m
G)G)2

.
..

g .

M
BD
c
soL.

8
mu
m
¢r

4

a E

m

C G)
'U E
'Fw o
_ 45;
m 3

L L u

O
""' 3
Q) u
jg

8
. c

Q, 4-4

O
4-*

m
G)
u
>
GJ
m

m
4-»

8' oC c 8 Q

4:
G)
C
G)_QGJ

'G
G)

q-"E
'U OQJ

'of° cm
C h Q (u

C H H

280884.; _ Q :a m u Q:
GJ GJ u Q)

Q : 4-»
U r i

Ru

*a"3'0 8
1 . 4-* *"-- m
H E *

<U _ .Q-°m'o
. c u
QQ C
a m
Q E
_c u
| -

l l

.Q
' u

'
G d
*
" u
G°27,
'E

'

E
m u

* em;.
231

88
v)

8E
*8
=a>
v».Q
Wen
°a>

4 -

E

o
"" um
c 2
_o m
4-9 L

3 >
Q . D
vs 'B
an c
.c 3I- um

>
.Q
u
:
mOJ
m
U
Lf)
Q.
C
ro
BO

.c
u

E



E
o
u
GJ
7,4-
ro;
.Q

m
m

I
' U
c
1
>

' u
c
m

c
Q
E

I
"_
a

no
>
.Q
'u
c
m-H
U)I

. ;

. 8
.  s. I

115€
.18:3

. . 1" i i
: .  4

2%

.>4

I
*_

VI

Q.3
o
\ -

w
onc

x
L

8
_al

.3
3

m
GJ
*I*
m
ac
>
.Q
'Q
r '

l

A

mc
o
m

3
uc
Qu

I
'
GJ
5)
<

mH
ro
M
>
.Q
u
C
is0
m
u
w
Q
c
m
on
.c
u

E



E
o
u
Q)
Ta4
(U

. o

3
i n

.Q
' u E

= *L*
m mE a
m q .L o
o

q .
m
be
m
*I*
c
m

m
G)
_4-I
c >3 'o
*: Ru
o G)
Q. X
Q
o
L
Q)
79
m
c
o
u_c

3m
G)

I

m
4-»

o
4-»
m
L .
G)
E
o

o 13
cm 3

T , u

4-v
m
:

Q.
3
o
w

cm
G)
L

QD
C
x

8
G)H
fu
ac
>
.o
o
C
m4-
m
L)
m
Q.

&

.Q
'U

I

3
> E

L

:
*¢g_:
m GI
m y
g m
4-»Ge

c¥15
m u

u

c m
m E
.-2
m m

*I-
..
ofG)

. :
2 4-»

==-l8
'g .9
ru.* m
c = E
1°45 :

84383
o m
4-* C m
GJ " -l-»
E

°43
Q S
_g o
4-»

.~».'=
mgm

z

_>§
Wu.Et
m
Q U
a>.=
5

U C521
¢»*§
E
O C
um
GNU)
. é
='8 a>

:
"
_gm
'-

~s'u
E

_,Qc
m U

4-»
ms.

:
o

. Q
m
m

3 c
.2
_Sn
u
G)

' c

' c
c
m

Vu,'54-»
£ 2
0 4)

so"
a m
U . :
> u

-"" o
_ U 4 - »
1-ua
t i :

.
m u

--5°'a4-»
oa u

-3'5
~».%°":

:
_u

8.752'u
4-I QJ GJ
m E'°8o

* 4-1mEn»
&~3~§&
Evangm.:
-»-»m.n*-'
. > 8
W " *c c
aa 02902 9044- ._
E 38¢n.*'u

3
'E

E m
w E
c 8w

' W '

G) 'u'u c
as cu

'5 .2
>~ L'

G)
E
E
o
u

G)
_u

g z
w3 m

c
fu
no

. c
u

E



E
o
u
as
. 1
4
mL

. Q

nm
m

I
I

I

c:
N

To
QJ;

I

* i >
H OD
Q ;
N

C
LLI

E
I

QJ
Q

LLJ

4-:
' O

i i

m

.gu
4.»uGJ
LU
GJ
_Q
l `

a.
'u

1(04-4m
u
m
m

w e
_u

G)
4-J

GJ
Ar: .Q

m C
3

G)
>
LIJ |
cm 'u
G)
4-4
(U

n o N

U)
4-1

>GJ
I

2
. u
ii"»
m
G)
C

Ru

Ru
E

E
O
q
N
_Q

I

' u
C
(0

_Up
V)>..9
8 ro

<; G)u 8
3 n.

o..2
C 'D
an 2g roo Q.
Q. 2'uC o.
(0
4-» 4-»

m 8
E

' u cm

u

8
g
3
3
m' G)

o
Q.
3
os.
w
be
C

.8
m

8
* m

q-
of
<r

: s Q
Ru <r
-I-*
c
GJ

4-»
o
o.

3
u . N
`v>
D.
I
L)
DD
C
_n

TU
cu I

Pf Ty
Q E

G)
GJ 4-»

OE
3
3

TQ
4-1

>~ Ru
. Q
' u
C
ro
4-v
m

2 o4 o
\ 1 N

C >~
(5 CO
G)cm 2
` < 3q..

u
o

I

I
m
I

x

3
Q)

u
ro
as
>
.Q
o
C
(54m
u
m
o.

G

enmU
:

92GJ
\|_GJ
o¢

-6
m

E .
£ L9

l
08` N
QD

U '
3 - C
;

( 5
L L

3 8
E 4-»
pi .
d
E

~m
33 o

N
GJ 1-1

O
N

m O
O
N
L )
LL!
u

L) an
C
O
4-*
re
u

3
3

N
H
Q

N' HJ
=.*1 >"oSO.. n

m o
m"90

m y (\|

: _ " '
8 8

- _ O

oGJc 3o
~ ~> 3 3m2 - Lu

3 .
N

o o
n u.r: o

Q. 4*5 _c
cm .C u

C
G)

E
3
u
O

' u

E
O
u_

C Q
GJ Q
4-* G)

8 3 C
U Q)

cm
w
.cu
E

I



l

E
o
u
Q)
.1u
mx.
.Q

3
m

d
o

<r
o
o
N

F l
N

EE
no
Z

I|

i
GJ

. c
4-*
G)
I
q .
O
>
C N
Q r t

E
8
8
I -m

4-»

_cu

. c
u

-I-*
4-J
3

. Q
Q)

go
Q

q .

O .:
4-J Q .
C <
GJ IE H
4-*
L

m
Q_ m
q; O
O LL;
88 H
an D
U) Q .

3 >~
w

(5 GJ
m
V)
m

2

u
O

' U

> 44
o ' u

c' r<
cu

O

c
LLI

' o
c C

ro
m* C

8 .9
4-*
mu

v'l
q-

v-I

398
- h o w

8
GJ

352
ac

m

GJ
u

G)
L -»|H -

G)
o ¢

4-*
4-*
. C

C

3
m

u

'E 8
:B m
m

E
o

|..

E
1 _ GJ
Z N C

V'I Q)

8 9
3 c4-» >

:
c lIT
Q Q)

4-J
m m
$ 1
U)
<»8
04's
E C

Ru

8 8
L°>~

3 4-»
W :
GJ 4-v

M D
Ta u

Cr:
u

2
L-'J

3
an 8:|: m

- m
<r E
L L I

Z é.°

o
.42Ru _QZ 'u

m eamQ) £
E
L..
m
D. "5 u

Q 3

E
E
O
u

.2
GJ

| -

Q.
3
oL
w
GD
C

.acx.

8
GJ4J
m
ac
>
.Q
u
C
mu
m
L)
m
a.
C
fu

.8°
.c
u

2



E
o
u
G)
5a
m

. D

I
m

C

u

C
Ru ._

4-» OV* ro(0 s.

C

l

l

\
W(5

G.
GJo

>
o

co'u
_
_
_

GJ

6(\IOl\
79
'Dm
2
C
3O'u
4-*CGJ
E
3
u
o
'cs

L .

QGJC
E
O
2
E
3
g

o

Q .

C G)
G) C
3 cu.
o E

3
3ro I

I

en

m

81
81.2
GJ 4-*

4-»
. Co¢

O
4 - _

mq-a_g\-1
o

g m
>

8 3'oz
Q

8
4

4 - " V )
o_ E
" >'Gm
0) ;

GJ
830-0go.
=8m
4-J CU
. W H

m
GJ
1

3"oOG)
4 ;

2

M E
GJO
m u

m <
l; C

GJ QJ QQ.-
E (0 Q_

E43
04- __
u ` -
. . 4-»

W
Q . GJLu.:
* 4-»
N :8
rel >"U
E C o

LLj Q.'°
°5Em
£9 0 <v
D . L )

3 o
E fo l

- o851° *Q
._o 3 GJ.QNC El : EN\Q) E

*G O n E o
M U d ; L)mu- GJ uo.Q0 cm
' c .S .2
£ o U Q *CS

~€ 2
` ¢ LL]

LD W Q
u m m ' D. _ Q C

3~=of~Q°) 8
* Z ap(\l LDCr-I._o u

: N 98

u
ro
0-4:
v,,'c5

4 - » _f v
Lm

EQEO m

U Z
l -

i N
G r

.. 8
' o m

_,,*je_; q)(
I £ C £ v-I

Q.
3
o;

LD
GO
c
X

8
GJu
m
no
>
.Q
o
c
to4m
u
m
a.
C
Ru
no
.c
u
E



E
o
u
GJ
.14-1
Ruu
.Q

8 c 'Q of
on

o
m

3
cm cm G)L

4 >: 'O 'U 'c
L u GJ C GJ
ea C :
c do
Q) u

d
3
o1.
w
GJ

Q r:
8 8

_c >GJ
Q.
ro 'U D C

m O ro
m 8u E

2 an
v i

GJ G) m
LL

.Qm
m

.144
ivL
m
G)
.C
1-
4-
o
m
3
GJ
>
m

. :JJ
3 4

Sn u;Q
C

Hu1)
c<vL

C . c  o
OD

C u m

*4-
o  ea an c u

Ru H I ea
.  - Ia

'O 'u > Ru
L

(5 FT (U

E Q 9q.
Ru u.l 3 m L.

._ o GJ oC QS Ru * GJ 9:* _
: 4-» GJ L)

*4~
O

>
<
u

GJ >.
on o LE

2 m

G

s.
O
mu
ru
4
vs

_>~m
Hm m
ro

U
.C

4
I
o.

4-
o

.:
R u
UP
m
G)
uGJ
C

4-4

QD Q)
C 3 c
OD . Q

.:
m go'o Ru

8 an m4-»
- ` ` C
cm 8 8 Q)

C
Q :
o3

O
u
vo
u
C
m
C

LL
C
m
m

.C
xC

JJ
o
C
o
o
u
C
mQ .

ea Q . o

my

<r
8 3 . 8

o°°u 3
m

UP
GJ
u

+_
Q) m

M+_»
UPm

.Q.
u
c
c
o.

3
U3
m<
LL

o
<
EI
<

v-I

1-1

"*!
Lm
F l

q
1-1
+

E
O
q

2
4-*
4-*
m

.Q
© LD

N
u' o
3
;
m

L L

'U
m

E
. C

< E 4-*
`  m

u m8
u

\l-'o
'U

__1 Q.
m u

L9**~

`
m\ -

Ou* 4i

4 .
o
C1 \ \k

. \up

. -
Q.
3
o;

LE

9wT».0..» 'o
< . C J.g»

- mC E Q El`._
'o 8"8

W

Q Ru
< m u

3
U;-

D .°oE
4-»GJ GJ

x
*- ow

u u
Q)

I- ' Dm
2

L.
Q)
C

7 ;
T
GJ4
C
wm
GJL.
Q.
w

_cu
u-
o
Q)m
o

.Cu
>
T
u
c4-vo
GJs.
FT
C
O
8
mu
C
GJm
GJL
a.
A

. ; ,
\

3m O8

m
Ru >9 TO

6 3 z
q) E

u
C
o

C
m

-
`

ofC
.x

8
mum
mgl`LL q) L L.

CD

(U V)

- a CI
C
U
mmm
Q)n.
D.
x
<v

3
vo2

a
m

QJ
x
o

E m 6

3 v9&"5 u
cl-€qJm C

-
: - Ot0.Q B _C

3 8'
C c Q

m u ~4-
4-»'D

c
ro

C o
` - ' 4 -

GJ Ia * C

L.
ro4-»
cm ;
G)0> cn'¢T> o

3 0 - & U
; cm

ai r
IW Q .

\ » -m

'o¢°<"'UC
'°Q.m
m
u N`*»

*-' f0 0<.0 E
"
. : " ` -

' u
Ru r u E 3 E m O m U . :

C _Q Ru
w e \
QJL)

(0C$4_ICC'°58
2=m._r5 >~-n r E'o E

. v / a* C

eE 83'°< °'o'°oWO
u ._>_u1.CQ) LUQ.EcG)

ODaJqJ°cc 2==l*S g ou
~ : w £ . S

GJ 4

c g aw - g§+4QJIo9p_ ED_.C._ >̀~ m
C"r32 E"*r3£°°w"'" CL. _
§ w 2 E " : m1

(5 " ` C.84909 °'¥mvsQ°bDm
_0+1 w  8 8 m m m 8 u

* " ` f0 i C_Q - ;- v) - . _ " 'UmUrJ3<mlUm-5"'a.» ;
m 9- eC E C Q Q)

ow ; E >
. _ Q ) - . _E`0 o : C o " o c` ` 3'ac GJ *m
- C"EEO E 'Jo 3 *"ME W EEEE 3 Q Q E E

. _-g § ru aJ §* aJ E 0 - 5

8 E o S O m c n g
vo G)

: E _ _ S W
m M o s c o w * - 'o'u N4-*§)C 08£Q*3o8)D
C I "°_c'u
3 &D¢7; £h E u) L) Q) C § qJ _

Q 8 f § M 4-v 'S- ' U _ o d J * E 1 . / 1 8 § 8
as...'*: _ ~ - uV""8 0 o we
m . M w § w E 8 c 6*-'c 4: Go C

m-0 : m 0 'Bow
82EIm8 2""§2

O C . - u m; E * . - a u ; mc - g m g
w 'u >~_Q m °'== .§C 4-' u_: C : on C °-'Ea 'cgm H _ C
cm m i Q) Q Q U M Q

0'5 Lr5 O

3°; : W 8 fu E Emy' a s W0
E a u c c

. m
m m 9.) qJ m > m i s w m GJ u

' D O o m 3.-._ m"GEo vo €'ov9w8_€._ c Z m§¢§£<- 8 - 8 'o
o - O Ru :<uu3.C¢.»~.-ru*LLu.-lxruin, g

>.QUcm4mumo.
VI3G.)>q).c|-

c

.Q
I l -
0
E
;
O

H -

E
G)

l l _
:
G)
m
a>
5
4.

c
ro

.9.°

. c
u

E



EXHIBIT B



RAp®M Energy solutions
for a changing world

designD
S t

R t ET
/

k

/ "
<\*>\°/ ,

I

83" m
///

.

/E
I

S t
F t

Authors

Jim Lazar and
Wilson Gonzalez

July 20t5



Acknowledgments

This document was authored by RAP Senior Advisor Jim Lazar and Wilson Gonzalez of Tree House

Energy and Economic Consulting with input from RAP Principal Janine MigdenOs1rander who

acted as project lead. The report was produced with support from the Heisting-Simons Foundation.

During the first phase of this project RAP conducted a series of interviews over several months with

state commissioners, utility and tech-provider representatives, consumer advocates, and other experts

to help frame our understanding of and approach to current rate design issues. Several of the people

interviewed also provided useful peer review comments on the draft report. Internal review and

project guidance was provided by Richard Sedano, Rick Weston, Donna Brutkoski Brenda Hausauer,

Camille Kadoch, and Becky Wing.

How to Cite This Paper
Lazar, j. and Gonzalez, W (2015). Smart Rate Designator a Smart Future. Montpelier VT: Regulatory Assistance Project.

Available at: http://www.raponline.org/document/download/id/7680

Electronic copies of this paper and other RAP publications
can be found on our website at www.raponline.org.

To be added to our distribution list,
please send relevant contact information to

info@raponline.org.

July 2015

RAP"M



Smart Rate Design for a Smart Future

n

Slnart Rate Design for
a Snlart Future

Table of Contents

3
..3

4

List of Figures .

List of Tables

Acronyms

..5Executive Summary

I. Introduction .22

.22

23

Basics oRate Design . . . . . . . .

Core Rate Design Principles

lI.Current and Coming Challenges in Utility Rate Design
Customer-Sited Generation
Electric Vehicles
Microgrids

Definition. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
ResidentialMicrogrid . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2 7
MicrogridswithCommunityResources . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2 8

Distributed Ancillary Services 31

.

.32

.32

.32

.34

.34

.34

.35

III. Rate Design to Enable "Smart" Technology
Sutveyo[Technology. . . . . . .

Smart Meters. . . . . . . . . . . . . . . .
Smart Homes and Buildings . . . . . . . . .
Smart Appliances . . . . . . . . . . . . . . . . . . . . . . . . . . .
SCADA and Meter Data Management Systems . . . . . . . . . .

Dynamic Integrated Distribution Systems: Putting All the Pieces Together

IV. Rate Design Principles and Solutions
Traditional Principles

.36

.36

.36

.37

.37

.37
38

Customer Costs

Distribution Costs

Flat Rates .
Demand Charges

Power Supply Costs

1

RAp®M



Smart Rate Design for a Smart Future

. . . 3 8

. . . 3 8
.41

Principles for Rate Design in the Wake of Change ....

Stakeholder lnterests. . . . . . . . . . . . . . . . . . . . . .

Resource Value Characteristics . . . . . . . . . . . . . . . . . . .

Principles Specific to Customer-Sited Solar Rate Design .

Current and Emerging Rate Design Proposals .

Traditional Rate Designs

.42

.44

.44

.44
. . . . 4 5

.47
Best-Practice Rate Design Solutions

. . . . . . .49

TimeDifferentiated Pricing. . . . . . . . .

Feedln Tariffs and Value of Solar Tariffs .

Utility-Defensive Rate Design Proposals . . . . . . . . . . . . . . .

Overview: Rate Design That Meets the Needs of Utilities and Consumers .

GeneralRateDesignStructure
Time-Sensitive Pricing: A General Purpose Tool . . ..

V. Rate Design for Specific Applications. . . . . . . . . . . . . . . . .

Rate Design That Enables Smart Technologies . . . . . . . .

Apportionment and Recovery of Smart Grid Costs . . . . . .

Smart Rates for Smart Technologies . . . . .

Looking Ahead: Smart Houses Smart Appliances and Smart Pricing. . . . . . .

Rate Design for Customers with Distributed Energy Resources (DER) . . . . . . . . . . . . . .

DER Compensation Framework . . . . . . . . . . . . . . . .

Recovery Strategies for DG Grid Adaptation Costs . . . . . . . . .

Rate Design for Electric Vehicles.

......56
. . . . . . . .56

.58
......59

....61

....63

...66
. . . . . . .66

...66
..67

.....67

....68

EV Pricing without AMI . . . . .
EVswithAMI . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
Public Charging Stations and Time-Diflerentiated Pricing. . . . . . . . . . . . . .

Vehicle to Grid and Full System Integration of EV (Maryland/P]M RTO Pilot)

Green Pri<:ing. . . . . . . . . . . . . . . . . . . . . .

Customer-Provided Ancillary Services . . . . . . . .

VI.OtherlssuesinRateDesign . . . . . . . . . . . . . . . . . . . .
Alternative Futures; Smart and Not-SoSmart. . . . . . . . . . . .
AddressingRevenueErosion

Cost of Capital: A "Let the Capital Markets Do ll" Approach. . . . . . .

Incentive Regulation: An "lncentivize Management" Approach. . . . . . .

Revenue Regulation and Decoupling: A "Passive Auto-Pilot" Approach .

Bill Simp1ification. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

Customer Revenue Responsibilities

. . . . 7 0
. . . 7 0

.71
. . . . 7 2
. . . . 7 2

. . . 7 2
. . 73

. . . . 7 5Changes in Customer Characteristics and Class Assignments

VII. Conclusions .76

Guide to Appendices ..78
..78
..78
..79
..79

Appendix A: Dividing the Pie: Cost Allocation the First Step in the Rate Design Process .

Appendix B: Rate Design for Vertically Integrated Utilities: A Brief Overview. . . . . . . . . .

Appendix C: Restructured States, Retail Competition and Market-Based Generation Rates .
Appendix D: Issues Involving Straight Fixed Variable Rate Design . . . . . . . . . . . . . . . . . .

.80Glossary

2
RAp'°M



Smart Rate Design for a Smart Future

List of Figures

.28

.28

.42

.48

.50

.57

.60

.60

Oahu PV Installations as Percent of Minimum Daytime Load .

ResidentialMicrogridExample. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
MicrogridwithCommunityResources . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
Bidirectional Flows Measured by a Smart Meter . . . . . . . .
Benefits of Energy Efliciency, Separated By Type of Benefit . . . . . . . . . . . . . . . . .

Austin Energy Residential Rate Block and VOST (2015) .

USElectricitySales1985-2014 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
Annual kph Use Per Household By Income Strata .
RateDesignOptionsbyCustomerCIass. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
Usage Levels and Customer Coincident and Non-Coincident Peak Demand
Conceptual Representation of the Risk-Reward Tradeoff in Time-Varying Rates . . . . . . . . . . .

Comparison of Results from Smart Rate Pilots . . . . . . . . . . .

Impact of Enabling Technologies on Customer Price Response. . . . . . . . . . . . . . . . . . . . . .

Smart Home of the Future

Comparison of Results with and without Technology Enhancement

Electricity Usage and Household Income

Figure I:

Figure 2:

Figure 3:

Figure 4:

Figure 5:

Figure 6:

Figure 7:

Figure 8:

Figure 9:

Figure 10:

Figure 11:

Figure 12:

Figure 13:

Figure 14:

Figure 15:

Figure 16:

List of Tables

.. . .29
. . . . .37

.45

.46
. . . . .50
. . . . .53
. . . . .54

. . .56
'57

...66
.74

Table 1: Functional Attributes of Storage. . . . . . . . . . . . . . . . . . .

Table2: Typical Commercial Rate with a Demand Charge . . . . . . . . . . . . .

Tab le3:CPPandPTRRatel l lust rat ions.....

Table 4: Feed-ln-Tariff for Gainesville, Florida. . . . . . . .

Table5: Illustrative Residential Rate Design.. . . .

Table6:CostRecoveryinaTOURateDesign . . . . . . . . . . . . . . . . . . . . . . . . . . . .

Table 7: I llustrative Rates Reflecting Rate Design Principles . . . . . . . . . . . . . . .

Table 8: Common Elements of Utility Gperating Benefits of Smart Meters. . . . . . . .

Table 9: Cost Classification Appropriate for Smart Meter and MDMS Costs. . . . . . . .

Table 10: LADWP Standard Residential Rate and Electric Vehicle Rate March 2015 .

Table 11: Customer Adjustments. . . . . . . . . . . . . . . . . . . .

3
RAp®M



Smart Rate Design for a Smart Future

Acronyms

NEM

O & M

PBR

PTR

Net energy metering

Operations and maintenance

Performance-based regulation

Peak-time rebate

Public Utilities Regulatory Policies Act

Photovoltaic

Renewable energy certificate

Renewable portfolio standards

Real-time pricing

Supervisory control and data acquisition

Straight fixed/variable

Sacramento Municipal Uti l i ty Distr ict

Standard service offer

PURPA

PV

REC

RPS

RTP

SCADA

SFV

SM UD

SSO

T & D

T OU

VAR

VOST

Transmission and distribution

T imeof-use

Volt-ampere reactive

Value of solar tariff

AM I

CP

CPP

CRES

DER

D G

DR

EV

FIT

I DGP

IRP

k W

k p h

L ADWP

L M P

M D M S

NCP

NEISO

Advanced metering infrastructure

Coincident peak

Crit ical peak pric ing

Competitive retail electric service

Distributed energy resources

Distributed generation

Demand response

Electric vehicle

Feed-in tariff

Integrated distr ibution grid planning

Integrated resource planning

Ki lowatt

Ki lowat t -hour

Los Angeles Department of Water and Power

Locational marginal pricing

Meter data management system

Non-coincident peak

New England Independent System Operator

l

4
RAP"M



Smart Rate Design for a Smart Future

Executive Sulnnlary

Introduction

F
Rate design is  important

because the structure
of pr ices -  that  is ,  the

form and periodicity of
prices for the various
services offered by a

r e g u l a t e d  c o mp a n y  -
has a profound impact
on the choices made by
customers, utilities, a n d

other electric market
part ic ipants.

I

the itemized prices set forth in tariffs, it
is also the underlying theory and process
used to derive those prices. Rate design is
important because the stmctu re of prices
- that is, the form and periodicity of
prices for the various services offered by
a regulated company - has a profound
impact on the choices made by customers,
utilities and other electric market
participants. The structure of rate designs
and the prices set by these designs can
either encourage or discourage usage
at certain times of the day for example,
which in turn affects resource development
and utilization choices. It can also affect

the amount of electricity customers consume and their
attention to conservation. These choices then have indirect
consequences in terms of total costs and benefits to society
environmental and health impacts and the overall economy i

Despite its critical importance, rate design is poorly un-
derstood by the general public and often lacks transparency
The difference between a progressive and regressive design
can have a large effect - 15 percent by one estimate but
it could be more - on customer usage.2 Traditional rate
designs which charge a single rate per unit of consumption
(or worse lower [Hal rate as consumption increases) may not
serve consumers or society best. As advancements in tech-
nology and customer preferences evolve, the industry must
adapt to change or risk the fate of landline telephone com-
panies which have lost 60 percent of their access lines since
the advent of telecommunications competition

Rate design relies in strong measure upon the judicious
application of certain economic guidelines. The following

or most of its history the electric
util ity industry saw litt le change
in the economic and physical
operating characteristics of

the electric system. Though the system
provided reliable and low-cost service
little in terms of system status or customer
use was known in real or near real time.
For an industry in the information
age parts of the electric system can be
considered rather "unenlightened."

Current advancements in technology
will have marked impact on current
and future rate designs. First, end-users (i.e., customers)
are installing their own generation mostly in the form of
photovoltaic (pp) systems, and are connecting different
types of end-use appliances with increasing "intelligence"
built in; electric vehicles (EVe). too, are poised to grow
rapidly as a whole new class of end-use, just as storage
systems are poised to become economic. Second utilities are
deploying advanced metering and associated data systems,
sometimes referred to as advanced metering infrastructure
(AMI) or smart meters, and more sophisticated supervisory
control and data acquisition (SCADA) systems to monitor
system operations. To realize the full potential of these new
systems and end-uses, regulators, utilities thirdparty service
providers, and customers will need to utilize more advanced
rate designs than they have in the past.

Rate design is the regulatory term used to describe the
pricing structure reflected in customer bills and used by
electric utilities in the United States. Rate design is not only

1 raponline.org/document/download/id/6516. Appendix A
provides a calculation of how rate design can influence
consumption.

Weston E (2000). Charging for Distribution Utility Services:
Issues in Rate Design. Montpelier VT: The Regulatory
Assistance Project. Available at: http://www.raponline.org/
document/download/ id/412

3
2

Federal Communications Commission (2014 October).
Local Telephone Competition Report,available at: https://www.
lcc.gov/encyclopedia/localtelephone-competitionreports

Lazar ] .  (2013). Rate Design Where Advanced Metering
Infrastructure Has Not Been Fully Deployed. Montpelier VT:
The Regulatory Assistance Project. Available at: http:// .
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Principles for Modern Rate Design

e

l
3

e

e

Principle 1: A customer should be able
lo connect Lo the grid for no more than
the cost of connecting to the grid.
Princip le 2: Customers should pay
for grid services and power supply in
proportion to how much they use these
services and how much power they
consume.
Princip le 3: Customers who supply
power to the grid should be fairly
compensated for the full value of the
power they supply

These principles and priorities
should be reflected in smarter rates
designed to maximize the value of
technology innovations open up
new markets and accommodate the
distribution and diversification of
customer-sited generation resources.
This necessarily includes consider-
ation of what those future technol-
ogies and policies could look like
with a focus on metering and bill-
ing market structure, and pricing.
In particular rate design should pro-
vide a "price signal" to customers
utilities and other market partici-
pants to inform their consumption

and investment decisions regarding energy efficiency demand
response (DR). and DG, collectively referred to as distributed
energy resources (DER). Bidirectional, time-sensitive pric-
es that more accurately reflect costs most closely align
with the principles of modern rate design.

Challenges in Utility Rate Design

Over the last two decades, federal state and local
policymaker have implemented policies that have spurred
the development of customer-sited DG in particular
customer-sited PV systems. The policies range from federal
tax credits to state renewable portfolio standards Net energy
metering (NEM), and interconnection standards.5

As the costs of renewable and other DG technologies -
wind turbines, small hydro, biomass and others - have
decreased, the options available to customers to procure
these technologies have increased. In addition DG systems
are decentralized modular, and more flexible technologies
that are located close to the load they serve. Customers can
typically purchase or lease the DG from a third party, often

Lazar 2013 p. 10.4

5

elements of economically efficient
rate design that are necessary
to address current and coming
challenges in the electric industry
are based on those laid out in
James BonbrightS 1961 Principles of
Public Utility Rates, and in Garfield
and LovejoyS 1964 Public Utility
Economics. These principles require
that rates should :

• Be forward-looking and reflect
long-run marginal costs;

I Focus on the usage
components of service which
are the most cost- and price-
sensitive,

• Be simple and understandable
• Recover system costs in proportion to how much

electricity consumers use, and when they use it,
• Give consumers appropriate information and the

opportunity to respond by adjusting usage; and
• Where possible, be temporally and geographically

dynamic.*
Rates can be designed to meet (or, in the case of poor rate

design frustrate) public policy objectives to use electricity
more efficiently, meet environmental goals, and minimize
adverse social impacts, including public health among
others. They are also pivotal in providing utilities the
opportunity to recover their authorized revenue requirement.
Revenue adequacy is a core objective of rate design but the
more constructive design ideal for rates is forward-looking
so that future investment decisions by the utility and by
customers can be harmonized.

Based on these historical works and looking forward
to a world with high levels of energy efficiency distributed
generation (DG) and customer options for onsite backup
supply the following three fundamental principles should be
considered for modern rate design:

• Principle 1: A customer should be able to connect to
the grid for no more than the cost of connecting to
the grid.

• Pr inc ip le 2: Customers should pay for grid services
and power supply in proport ion to how much
they use these services and how much power they
consume.

• Principle 3: Customers who supply power lo the grid
should be fairly compensated for the full value of the
power they supply.

Steward D. 61 Doris, E. (2014 November). The Erect of
5latc Policy Suites on the Development of SolarMarveLs.NREL.
See also the Energy DepartmentS SunShot Initiative which
is a national effort to make solar energy costcompetitive
with traditional energy sources by the end of the decade.
Through SunShot the Energy Department supports private
companies, universities and national laboratories working to
drive down the cost of solar electricity to $0.06 per kilowatt
hour. Learn more at: http1// .energygov/sunshot.
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i

i

optimizes EVs` use of the grid requires that rates be designed

to provide an incentive for EV owners to charge their cars at

the right time. This requires time-sensitive pricing, a topic

this paper explores in detail.
Interfacing with microgrids will be another nearfuture

challenge for utilities. These may range from an individual

apartment building or office complex with onsite generation

to a municipal electric utility connected to an adjacent larger

utility These will depend on utilities lot some service and

compensation to utilities is important, however microgrids

will also provide services to utilities at times so the

compensation framework needs to be bidirectional.

Storage technologies such as Teslas new Powerwall

battery could be a game changer if they can be distributed in

communities interconnected with a smart grid and not be

price-prohibitive.8 Currently energy supply (generation) and

loads (end-uses) must be instantaneously kept in balance,

even as customers change their end-uses. But the presence

of significant storage on the system would allow generators

to generate when they can while allowing the storage

technology to provide additional energy or absorb additional

energy as loads change.

The presence of generation, storage, and smart control

technologies at customer premises offers the opportunity for

customers to provide a number of valuable functions to the

grid. These generally fall into a category termed "ancillary

services" and include voltage regulation, power factor

control frequency control and spinning reserves Where

system operators or third-party aggregators have the ability

to control end-use loads customer appliances can deliver

DR during high cost periods or when the grid is at or near

its operating capacity and may be at risk for system failures.

Rate design can either enable these values to be garnered or

erect barriers to them.

with seller or third-party financing. The increasing amounts

of DG are impacting the delivery method of energy and in

the future may gradually shift from an exclusively centralized

source of power such as coal, nuclear, or natural gas-fired

plants, to a mix of centralized and decentralized, smaller,

and customer-centric sources of energy Rate design must

efficiently and fairly incorporate DG contributions to the

grid, as well as fairly allocate the benefits and costs of their

use for DG customers, non-DG customers and for the grid.

Al low levels of installation of distributed renewables

(e.g.. under Five percent of customers) few if any physical

modifications are required to electric distribution systems.6

The scenario changes once solar output exceeds total load

on a given substation. This is being experienced in Hawaii,

which has the highest PV penetration of any state and where

more than ten percent of residential consumers have PV

systems installed. Installation rates are more than twenty

percent in many single-family residential neighborhoods. At

this level of solar saturation, changes to distribution systems

may be needed. Hawaii is serving as a laboratory as it adapts

to a high-renewable environment, and this paper explores

the various adaptations that this state and many other

jurisdictions are exploring and implementing.

in addition to increasing penetrations of distributed

renewables, other technologies that will increase in the near

future will need to be considered by utilities and regulators

as they navigate the changing electric system landscape. EVs

are a small part of the electricity load currently but growth

in the sector is likely for many reasons - lower battery costs

and emissions regulations that are pressuring the industry to

find zero-emissions transportation solutions.7 Because of the

presence of batteries in the vehicles and the ability to control

the timing of when they are charged, EV loads can be very

different from traditional loads. Encouraging behavior that

6 Hawaiian Electric Company with 1 1-percent PV saturation
is just now beginning to invest in distribution system
niodihcations to adapt to high levels of solar energy
See: Hawaiian Electric Company Distributed Generation
Interconnection Plan. (2014).

7

different time. The individual acts that comprise this series
may be referenced as respectively "charging," "holding"
and "discharging." Pomper, D. (201 1]une). Electric Storage:
Technologies and Regufadon. NRRI p 3. To this should be
added other forms of energy storage such as water heater
controls water system reservoir management, and air
conditioning thermal storage which may provide lower cost
means to shape loads to resources and resources to loads.

9

M] Bradley & Associates. (2013). Electric Vehicle Grid
Integration in the US, Europe and China. Montpelier VT:
The Regulatory Assistance Project. Available at: http:// .
raponline.org/document/download/id/6645

8

Spinning reserves refer to the availability of additional
generating resources that can be called upon within a very
short period of time. Different utilities and different utility
markets use varying response time frames to define spinning
reserve services, ranging from instantaneous lo up to an hour
or so.

"Storage" involves a series of acts: converting grid-
interconnected electricity to another form of energy holding
that other form of energy for future use, and then either
using it in the form stored (thermal or mechanical energy)
or converting it back to grid-interconnected electricity at a

7
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Rate Design in Theory and Practice

Balancing Stakeholder Interests
A variety of stakeholder interests are at play in the debate

over rate design and finding common ground is not easy

Regulators face the task of fairly balancing concerns among

utilities consumers and their advocates industry interests,

unregulated power plant owners and societal interests. The

regulator accepting the charge of "regulating in the public

interest" considers all of these values.

e Preventing anticompetitive or anti-innovation market
structures or behavior.

Many rate design alternatives have been suggested; most

recent studies emphasize the need for time-varying pricing

and for some form of DR pricing." At the same time

stakeholder currently face a legacy system al non-time-of-

use (TOU) rates that are either flat across all usage levels

or are designed with increasing or decreasing prices for

increasing amounts of consumption ("inclining block" and

"declining block" rates, respectively). They may also include

demand charges in addition to energy charges although

various types of TOU rates have been used.Reaflirmlng the Principles of
Rate Design in the Wake of Change

Evaluating and Allocating CostsGood rate design should work in concert with the indus-

tryS clean technologic innovations and institutional changes.

Accomplishing this requires the application of well-estab-

lished principles to inform the design of rates that promote

economic efficiency and equity 10 This will be critical in a

future characterized by significant customer-side resource in-

vestment and smart technology deployment. The advantages

for a state that embraces these efficiency and equity goals are

significant, especially in maintaining a states competitiveness

and promoting customer choice and ingenuity

Best practice rate design solutions should balance the

goals of:

• Assuring recovery of utility prudently incurred costs,
• Maintaining grid reliability,
• Assuring fairness to all customer classes and sub-

classes,

• Assisting the transition of the industry to a clean-
energy future,

• Setting economically efficient prices that are forward-
looking and lead to the optimum allocation of utility

and customer resources

Maximizing the value and effectiveness of new

technologies as they become available and are

deployed on, or alongside the electric system and

The design al rates begins with a functional evaluation

of the costs incurred by the utility to provide service to its

customers - customer costs, distribution costs and power

supply and transmission costs. A critical step is the allocation

of costs among different customer classes - residential,

commercial, industrial and others.12 These allocations

typically based on both marginal and embedded cost studies,

inform regulatory determinations of revenue responsibilities

among the customer classes.

Once the customer class revenue burdens are determined,

prices must be set to generate those revenues, in light of

expectations of demand for electricity The general principle

that the cost-causer should pay prices that cover the costs

he or she causes might also suggest that the nature of the

causation and the form of the price are critically related. And

indeed, price elements have traditionally been fashioned to

reflect the nature of the cost to be recovered: costs that vary

directly with energy usage are recovered in energy (kilowatt

hour [kwh]) charges costs that are driven by peak demands

(whether at the generation transmission, or distribution

level) are recovered in or time-varying kph charges and

customer-specific costs unrelated IO usage are recovered in

customer charges. Of course rate designs vary greatly across
customer classes and utilities generally - demand charges

ll See the bibliography for references to a number of current
publications on rate design.

12 For a discussion of how costs are typically assigned to
different rate classes see: Lazar j. (2011). Electricity
Regulation in the U5: A Guide. Montpelier VT: The Regulatory
Assistance Project. Available at: http:// .raponline.ory
document/download/id/645 Section 9.4.

10 These principles on the basis of which James Bonbright and
Alfred Kahn, among others framed their analyses of regula-
tion and the public good, are long embedded in regulatory
law and practice throughout the United States. See by way
of example the National Association of Regulatory Utility
Commissioners Resolution Adopting 'Principles to Guide the
Restructuring of the Electric Industry' adopted July 25 1996
NARUC Bulletin No. 321996 p 10.
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for instance are rarely imposed on low-usage customer

classes - but the basic architecture is well established and

ubiquitous. It has been possible only because the industry in

question is a monopoly

The logic of differentiated pricing based on the differing

natures of the underlying costs - specifically, their energy

capacity or customer-specific characteristics - can be

taken only so far. All industries are characterized by some

combination of variable and fixed (in the shop Mn) costs.

In competitive markets those costs are covered (or not) by

the sale of goods and services and the prices of those goods

and services represent the value of society resources that are

being put to their production - or which are saved if those

goods and services are not demanded. Economic efficiency

- the greatest good for the lowest total cost in the long term

- is served in this way Monopoly services, simply because

they are provided by monopolies, are not entitled to pricing

structures that are not sustainable in competitive markets -

that is that are adverse to economic efficiency in the long

run (within the constraints of other public policy objectives).

Basic Rate Designs

I
I
I.

Demand charges are commonly used to recover some

costs of generation, transmission, and distribution of large

commercial and industrial customers. Because traditional

demand charges are measured on the basis of the individual

customers peak, regardless of whether it coincides with the

peaks on any portion of the system, this approach inevitably

results in a mismatch between the costs incurred to serve

the customer and the prices charged if the customers peak is

non-coincident with the system peak. This means a customer

is charged the same rate whether they use power in times

of high demand (adding to system peak and utility costs) or

low demand (when utility costs are correspondingly lower).

Demand charges were implemented for commercial and

industrial customers in an era during which sophisticated

metering was prohibitively expensive. Today with smart

meters and AMI these metering costs are trivial. Movement

away from demand charges, toward more granular time-

varying energy rates, is appropriate.

A few rate analysts have recommended that demand

charges be extended from large commercial customers

(where these are nearly universal) to small commercial and

residential consumers." Some of these analysts suggest

this is an appropriate way to ensure that solar customers

contribute adequately to system capacity costs. This option

is inapt for most situations for several reasons. The only

distribution system component sized to individual customer

demands is the Final line transformer. The relatively small

portion of cost of service represented by the line transformer

required to serve solar customers amounts to only about $1/

kW/month. In addition the diversity of customer demand at

any given time of the day and the lack al understanding al

the potentially complex concept, suggest against this option.

Time-differentiated prices can more equitably recover

costs that are actually peak-oriented from all customers

including solar customers. However customer education is a

crucial part of this transition.

Energy charges are per-kWh charges for electricity

consumed. These can be arranged into inclining or declining

block rates, into seasonal charges and into time-varying

charges. This paper finds that time-varying (and, eventually

as technology enables customers to respond more

dynamic) energy charges are the best way to reflect costs to

consumers and to encourage efficient use of electricity

The simplest form of rate design is the flat rate which

is derived by simply dividing the revenue requirement

for a given class of customers by the kilowatt-hour sales

and charging a purely volumetric price. A very important

principle of rate design is to align the incremental price for

incremental consumption with long-run incremental costs,

including societal costs. Use of shop-run costs dispatch

modeling, or a non-renewable resource as the basis for

"incremental cost" is inappropriate and misleading to the

consumer and society because it fails to recognize the real

costs associated with plant investment and resource choices,

many of which have long-term consequences on the order of

half a century or more.

Customer charges are per-month fixed charges that

apply to each customer in a tariff class regardless of their

usage. This paper addresses these in great detail to focus

attention on those charges that actually change with the

number of customers. Although some utilities and regulators

use customer charges to recover distribution system costs,

this paper demonstrates that this is neither cost-based nor

economically efficient. High customer charges impose

unfair costs on small-use residential consumers, including

most low-income household and apartment residents. The

fixed charge for residential or commercial service should

not exceed the customer-specific costs attributable to an

incremental consumer.

13 See, e.g.: Hledik R. (2014). Rediscovering Residential
Demand Charges. Electricityjoumal 27(7) August-
September 2014 pp. 82-96.
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Table ES- I

Illustrative Residential Rate Design

Based On the Cost OfRate Element Illustrative Rate

$4.00/month

$ l/kVA/month

$.07/kWh

$.09A<Wh

s. 14/kWh

$.74A<Wh

Customer Charge

Transformer Charge

OffPeak Energy

Mid-Peak Energy

OnPeak Energy

Critical Peak Energy (or PTR)

Service Drop Billing and Collection Only

Final Line Transformer

Baseload Resources + Transmission and Distribution

Baseload + Intermediate Resources + T&D

Baseload Intermediate, and Peaking Resources + T&D

Demand Response Resources

Time-Varying Rates

ET

setting these as default rates for large groups of consumers.

Under the PTR concept, rather than charging customers a

high critical peak price customers are given a large credit on

their bills if they can reduce usage during a peak-time event.

PTR is distinguishable from a CPP in that it is a voluntary

program. just as in the case of TOU both CPP and PTR

require the use of an interval meter or a smart meter.

Real-time pricing (RTP) charges the customer the actual

prices being set in wholesale markets (for utilities that are not

vertically integrated) or short-run marginal generation costs

(for vertically integrated utilities) as they vary hour by hour.

Prior to the introduction of smart technologies, only the

largest customers would typically be on real-time rates. As

newer smart technologies take hold, some form of RTP may

expand to other customers who have smart appliances that

can monitor prices automatically, respond accordingly and

monetize the bcnelits.

Rates to Compensate DG

m

It is hard to envision an electric system future without

greater use of timedifferentiated pricing. Because the

underlying costs of providing electricity vary hourly and

seasonally, it is impossible for the customer to see to an

appropriate price signal without that signal also varying

over time. As smart technologies take hold the connection

between customer usage patterns and underlying costs will

become apparent. As this happens it is inevitable that time-

differentiated pricing will become more widespread.

TOU rates have been in use for some time in the United

States. These rates typically define a multihour time of the

day as an "on-peak" period during which prices are higher

than during "off-peak" hours. In most cases,

on-peak periods are limited to weekdays. TOU

rates are an improvement over flat or inclining

block rates because they offer some correlation

between the temporally changing costs of providing energy

and the customers actual consumption of energy However

they are usually not dynamic in the sense of capturing the

real underlying changes of costs from hour Lo hour, day

lo day or season to season. Concentrating peak-related
charges into as few hours as possible produces a better

customer response.
Critical peak pricing (CPP) and peak-time rebate

(PT R) are a variation on the TOU concept. Under CPR

prices during a limited number of specific "critical peak

periods" are set at much higher prices. The

customer is given some advance notice of

critical peak days, usually a day in advance.

CPP is designed to produce a response -- to get

customers to reduce loads during critical peak periods. The

CPP has been largely successful. To date, CPP rates have

been voluntary opt-in rate forms, but evidence supports

Several jurisdictions have adopted special pricing for

compensation of solar customers for the power supplied to

the grid by these systems.
Originating in Europe, feed-in tariffs (FIT)

pay a premium price for renewable energy

generally based on the cost of the resources
not the value of the output. The payments for

solar were typically higher than for wind, and the payment

for power from small systems was greater than for larger

systems. FITs were generally designed to be an infant-

industry incentive.

A value of solar tariff (VOST) is fundamentally

different from a FIT, compensating the solar provider on

the basis of the value provided, not the cost incurred. As

studied by Austin, Texas plus the states of Minnesota and

10
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from the DG, or net of cost savings resulting

from the DG. In the absence of a VOST or other

data NEM is appropriate as a proxy where PV

saturation is relatively low. It is unlikely that this will

overcompensate DG customers and likely that it will

still send sufficient price signals lo the customer in

make economic choices about whether to install DG.

Where PV saturation is low the impact on the utility

system and revenues would also be quite low.

The success of DG has, unfortunately, prompted the

proposal and implementation of rate designs in some states

that harm existing DG customers and present a formidable

barrier for customers contemplating investments in DG

resources."

RateDesigns That Discourage DG

E
l

l

i

l

Maine, a VOST will generally provide equal or greater

compensation to the solar producer than simple NEM

reflecting the combined high value of the energy and non-

energy benefits provided by solar.

Ne t energy metering (NEM) is an approach that

measures the customers net usage from the grid and charges

that usage at the standard tariff price for electricity In effect

NEM allows customers to exchange excess generation from

their solar (or other onsite) generators at times they do not

need it for power from generic grid resources (usually fossil

fuels) at other times

For utilities in which only a small percentage of consum-

ers have installed solar systems, a simple NEM option will

generally be easier to measure, more acceptable to consum-

ers, simpler ro administer, and will produce fewer signifi-

cant impacts on grid-dependent customers. Another option

is bidirectional pricing especially where solar penetration

is high. Bidirectional pricing, which would require a smart

meter, would allow the customer to pay the retail rate for

any power consumed and be compensated based on the

full value of the energy delivered to the grid.

Time-differentiated pricing for power flows in

each direction may likewise be appropriate. The

customer pays for power used on a TOU basis,
and is credited (either the retail TOU rate or a different

time-

differentiated VOST) for power fed to the utility

The three principles of modem rate design outlined earlier

suggest some other considerations for solar customers:

A minimum bill charges the customer a minimum

fixed charge, which entitles the customer to a minimum

amount of energy For example, a residential minimum Bil]

might charge $20 as a minimum charge, which entitles the

customer to receive their first 100 kph energy included

in the price. A flat or inclining block rate structure would

then be applied for additional usage. Minimum bills are not

typically considered good rate design; they have the effect

of reducing the value of energy efficiency conservation

and customer-sited DG, to the extent those efforts would

otherwise reduce consumption below the minimum

threshold. The key is to set the minimum bill at a level that

guarantees the utility a certain level of revenue it can count

on, while not penalizing the vast majority of customers. is

Even less desirable is straight fixed/variable (SFV)

design. Utilities in some parts of the United States are

seeking to sharply increase monthly hied charges, with

offsetting reductions to the per-unit price for electricity

This approach deviates from long-established rate design

principles holding that only customer-specific costs -

those that actually change with the number of customers
served _ properly belong in hied monthly fees. it also

deviates from accepted economic theory of pricing on

Only customer-specific costs should be applied to

the bill for the privilege of connecting to the grid and

accessing grid services.

The cost for use of the distribution grid should be

charged in relation to customer purchases of energy

Time-varying rates are appropriate in both directions

of the transaction in which a customer is consuming

and selling energy to the grid.
Some skeptics have portrayed PV as unfairly shifting

costs to other customers or of using the distribution

system in some way without paying for it. This is

a misapplication of rate design and cost recovery

principles and practice which have never charged

generators for use of the distribution system as

well as accepted cost allocation methods, which are

themselves dynamic in nature.
DG customers should be free from discrimination.

Any cost imposed on a DG customer should be

based on a real cost to the utility system resulting

14 Tong]. 8: Wellinghoff]. (2015, February 13). Why
Fixed Charges Are a False Fix to the Utility Industry Solar

Challenges. Utility Dive.

15 Lazar ]. (2014, November). Electric Utility Residential
Customer Charges and Minimum 8ifls: Alternative Approaches
for Recovering Basic Distribution Costs. Montpelier VT: The
Regulatory Assistance Project. Available at: hip:// .
raponline .org/document/download/id/736 l

11 RAp°°to



Smart Rate Design for a Smart Future

Rate Design Roadmap for
the 21st Century Utility
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Utilities face unprecedented changes in the way power is generated and delivered.
with the ramp-up in distributed generation, energy efficiency and demand response,
electric vehicles, smart appliances, and more, the industry must rethink its rate
structures to accommodate and encourage these innovations. Progressive
rate design can make the difference in cost-effectively meeting public
policy objectives-to use electricity more efficiently, meet
environmental goals, and minimize adverse social impacts-
while ensuring adequate revenue for utilities. of tsf" ,free y
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Failing to apply the principles for
modern rate design may lead to higher
usage and higher bills for customers.
Straight-fixed-variable rate designs with
large fixed customer charges discriminate
against low-usage customers and those with
distributed generation, potentially leading
customers to abandon the grid entirely.
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The Principles

21 A customer should be

able to connect to the

grid for no more than

the cost of connecting

to the grid.

Customers should pay

for grid services and

power supply in

proportion to how much

they use these services,

and how much power

they consume.

3

`
`

Customers that supply

power to the grid should

be fairly compensated

for the full value of the

power they supply.
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the basis of long-run marginal costs. The effect is to

sharply increase bills for most apartment dwellers urban

consumers highly efficient homes, and customers who

have DG systems installed, while benefitting larger homes

and suburban and rural customers. Also often impacted

are lowincome customers who tend to be low-use

€u$[0m€r$.16 Large-volume (often wealthier) customers
meanwhile see decreasing bills.

Some states such as New Mexico and Arizona"

are considering imposing new distribution system

cost surcharges on DG customers that utilities argue

reflect their use of the grid, even though there are no

demonstrated additional costs being incurred by the utility

as a result of DG output. A Wisconsin utilities commission

approved a similar fee for solar users last year.18

Exit fees are charges imposed on consumers who cease

taking utility service. In general these are applied only

to consumers departing the system on short notice and

for whom the utility has made significant investments lo

provide service. This may be customer-specilic distribution

system investments, or may be investments in power

supply intended to provide long-term service. As a general

rule exit fees are inappropriate rate design measures. The

risk for customer loss is an ordinary business risk, for

which the utility rate of return is the compensation.

In contrast to the approaches outlined previously, Figure 1

gives an overview of the appropriate rate designs for all

customer classes for both default and optional services.

Figure ES-I

Rate Design Options by Customer Class

TOU Rate
Fixed Time

Period
inclining

Block Rate

Typical
PreAMI Rate

Design

Market
Indexed Real
Time Pricing

TOU plus
Critical Peak

Pricing

Baseline-
Refenenced Real
Time Pricing

Residential Pilot Not

Available

Flat Energy

Charge

Optional if
AMI in place

Default

(if kwll-ollly

metering

in place)

Default
(if TOU

meters or
AMI in place)

Not

Available

Not

Available

Flat Energy

Charge

Optional if
AMI in place

Small
Commercial

020 kw
Demand

Default

( if TOU

meters in

place) n
Demand Charge

Optional
Not

Available
Not

Available

Default
(until AMI
installed)

Default
(after AMI
installed)

Medium
General
Service

20250 kw
Flat Energy

Charge

Demand Charge

Default Optional Optional
Not

Available

Not

AvailableFlat Energy

Charge

Large
General
Service

250-
2,00o kw

Demand Charge

Not

Available
Not

Available

Not

Available
Customer Must Choose

Between These Two Options

Extra Large
General
Service

>2000 kw
Flat Energy

Charge

Source: Adapted from RAP research for New England Demand ResponseInitiative (NEDRI) 2002

18 Content T. (2014 November 14). Regulators Agree to Increase

Fixed Charge on WE Energies Electric Bills.Milwaukee journal

Sentinel.

16 USFIA. (2014). Extracted by National Consumer Law Center.

17 In February an Arizona utility voted to impose a monthly
surcharge of about $50 for NEM customers (Warwick 2015).
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Enabling Smart Technology (MDMS) investments billing engine modifications, and

sophisticated rate studies are needed to develop advanced

pricing." Although smart meters can enable advanced

pricing mechanisms, given the relative price-variability

risks and economic rewards of different types of pricing,

the desired consumer rewards of lower bills are applicable

only to a subset of pricing options, primarily TOU, CPR

and RTP

Smart meters and the associated MDMS perform

multiple functions. The costs associated with smart grid

investments should be apportioned so that the costs are

shared by all aspects of utility service that benefit. Simply

stated, to justify deployment of smart meters and an

MDMS there should be an expected net savings to the

utility customers over the life of the investments. No single

category (energy capacity, or customer) should be assigned

costs that exceed that particular benefit.

Various technology enhancements can improve the

effectiveness of more complex rate designs by enabling

customers to respond to prices automatically Some
examples include smart thermostats gridintegrated water

heating, EV chargers and vehicle-to-grid applications.

Customers who have PV systems or other onsite grid-

interconnected generation or battery storage systems both

take power from the grid and deliver it to the grid. Keeping

track of these flows is necessary for accurate billing and

crediting of services provided to the grid when the value

of customer production is a priority Smart meters have this

capability and are needed when the rate design requires

knowing when power is f lowing and in which direction,

lo more accurately value the cost of customer use and the

value of customer production. Clearly if the customer is

consuming most of their power during offpeak periods,

and supplying power mostly during on-peak periods the

solar customer is providing significant value to the grid that

Utilities from Maine to California have deployed

smart grid upgrades or are beginning the transition to

a smarter grid." These upgrades promise to deliver an

entirely new level of information about system operations

and consumer behavior. in short, the information age

is coming to the electric industry" Computerizing the

traditional grid with AMl and advanced SCADA systems
will enable the development of new and dynamic rate

offerings. Meanwhile, smart home appliances that can

monitor pricing conditions and be made dispatchable by

system operators will assist customers in managing their

usage. Moreover these new technologies will aid system

operators in minimizing total system costs and increasing

system reliability l They will also help accommodate

customer-owned generation utility-scale renewable power,

energy storage (both customer- and utility-scale), EVs, and

microgrids.

Smart meters provide data acquisition, equipment

control, and communication capability between the

customer and the power grid." They are able to record

customer usage at a fine time scale and then communicate

that information back to the utility and to the customer.

This information can in turn be used to control end-

use appliances in response to price signals and system

conditions. When used by system controllers, they can

aid in reducing loads during times of system stress. When

employed by the customers or on their direct behalf, smart

meters can be used lo shift usage from onpeak to off-peak

periods, utilizing low operating cost renewable energy

Smart meter deployment is expected to reach 91 percent

of the United States by 2022.23 It is important to note,

however, that merely installing smart meters does not alone

facilitate advanced pricing. Meter data management system

19 We use the term "smart rid" broad to include both utilityg y y
grid-side and customer investments.

22 They also provide operational benefits like reduced meter
reading costs and outage detection.

23 Telefonica. (20l4]anuary). The Smart Meter Revolution:
Rewards a Smarter Future. Available at: https://m2m.telefonica.
com/multimedia-resources/the-smartmeter-revolution-to-
wards-a-smarterfuture

20 Determining whether AMI and smart grid are projected to
be costeffective before deployment is an important consid-
eration and one that is beyond the purview of this report.
A good discussion on smart grid benefits to costs can be
found in: Alvarez R (2014). Smart GridHype 51 Reality Wired
Group Publishing ch 49.

24 Lazar J. (2013). Rate DesignWhereAdvanced Metering
Infrastructure Has Not Been Fully Deployed. Montpelier, VT:
The Regulatory Assistance Project. Available at: http://www.
raponline.org/document/download/id/6516

21 PR Newswire. (2013 January 8). ComED Launches Smart
Home Showcase Contest. Available at: http://www.pmewswire.
comfnewsreleases/comedlaunches-smart-homeshowcase-
contest 186025412.html
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is not captured by simple Figure ES-2

monthly kph NEM.25

The introduction of

SCADA systems late in

the 20th century enabled

grid operators, for the

first time, to see how

their systems operate at a

more granular level and

in real or near real time.

The addition of smart

meters and other devices,

collectively referred to as

the smart grid, promises

to vault the level of

sophistication to an even

higher level and enable

more clearly defined rate

designs.

Smart technologies

enable distribution

optimization in many

ways and rate design

will play a key role in bringing customer end-uses into

utilities toolbox of solutions. In addition it will inform

the customer about opportunities to save money and to be

rewarded for providing value to the overall grid. Poor rate

design can impair this ability and prevent the true value of

smart technologies from being realized, clogging the gears

of this dynamic.

Implementing Smart Rates

market customers. Some utilities are considering making

these rates applicable to all residential consumers, either as

the default rate design with the ability for the customer to

opt out of the rate, or as a mandatory rate design. Tools to

protect customers during this transition may include dual

or shadow billing, in which customers still on traditional

rates are shown potential savings on their bills customer

guarantees of tariffs that provide them with the lowest bill,

"hold harmless" and first-year bill forgiveness programs
and continuation of low-income rates. The critical factor

in all of these is that it gives the individual customer the

opportunity to compare their bill based on a traditional rate

design and a more dynamic rate design.

Evidence shows that advanced pricing works best with

technology enhancement to enable automated response to

higher prices that can tie directly into timedifferentiated

prices. Over 200 timedifferentiated rate tests have been
conducted worldwide, with differing results. The consensus

of these pilot programs is that customers respond to

prices. Furthermore enabling technologies (in home

displays, smart phone applications smart thermostats and

"Smart rates" describe those rate designs that require

the type of data collection that smart meters provide,

and that are expected to produce significant peak load

reductions reduced and shifted energy consumption,

improved system reliability improved power quality, and

reduced emissions. These include TOU, PTR, CPR and
RTP (all with and without technology, such as inhome

displays).
The effectiveness of different TOU rate designs varies

considerably Figure ES-2 shows a comparison of pilot

program peak reduction results for a variety of smart rates.

CPP rates clearly show the greatest promise of delivering

strong peak reductions by customers.

Currently most utilities that have smart rates offer them

as optional services, especially for residential and mass

25 "Net energy metering" is a pricing scheme that "pays" for the

output of customer-sited generation at the same rate that the

customer pays for energy delivered from the electric system.
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regulators, and additions of electricity storage in some

locations. Recovering the costs of grid modifications

associated with DG is a topic of considerable controversy
in Hawaii where these modifications are more imminently

needed Hawaiian Electric has implemented a change

to require smart inverters, and the overall plan includes

installation of voltage regulators, upgrades to substations

upgrades to conductors, and implementation of DR. The

determination by the Hawaii Public Utility Commission on

the appropriate method for recovery of the associated costs

is pending.

Hawaii may be leading the nation in change, but dockets
have been convened in Arizona, Colorado California, New

Mexico and other states examining the appropriate way

to recover DG-related grid costs, including modifications

needed to adapt to high levels of solar. In general

regulators will weigh issues including the recovery of

existing incremental, stranded, and new generation costs,

as well as the role of the value al solar.

The outcome al these investigations will produce

different results state by state. In general, states looking

ahead at marginal costs will conclude that solar customers

are bringing great value to the system, whereas states

focused on embedded cost concepts will see stranded cost

issues. Adhering to the guidelines below, which follow from

the three principles of rate design outlined in this paper

should ensure that solar and other residential consumers

are treated equitably
• Customer Charges. Should not exceed the customer-

specific costs associated with an additional customer

such as the service drop, billing, and collection.
Energy Charges. Should generally be time-varying

and those time differentiations should apply both

to power delivered by the utility to customers, and

to power delivered to the utility from customer

generation. This assures that solar output is valued

appropriately, and high-cost periods are reflected in

the prices charged to customers using power at those

times. Until smart rates are applied universally it may

26 Traditional [lat rates force all customers lo a rate based on
the average costs assigned to the class to the detriment of

customers who use less onpeak and therefore have less
costly consumption patterns.

i

appliances) enhance price responsiveness. TOU and CPP

rates may also be more fair to customers than traditional

flat rates, because customers who contribute more to the

increased costs of peak usage are made to pay more, while

customers who use less of the expensive peak power have
the opportunity to save more."

By having rates that reflect system value, customers will

have the incentive to take action that over time will reduce

system costs, and thus benefit all ratepayers. Overall then

rates should be lower with time-differentiation and critical

peak pricing than they would be with traditional rates,

owing to reductions in system costs to serve peak demands.

In order for homes to respond to dynamic pricing, either

manual customer intervention or automated technology

needs to be deployed. Experience shows that automated

technology provides greater energy benefits by far. To

achieve this, either energy management systems or smart

appliances (or both) are required.

The TOU/CPP approach discussed previously is also

optimal for customers who own DER. A number of

compensation mechanisms have been considered by

regulators for distributed resources. They range from value-

togrid approaches using avoided costs to the establishment

of a system of distribution credits."
One such incentive is locational pricing which

provides incentives for DER that are located in areas

that reduce congestion. This can be beneficial lo the

distribution system, as critically sited DER can lead to

the postponement or avoidance of costly upgrades. The

pragmatic way to reflect locational values to residential

and small commercial consumers is through targeted

incentives for peak load management, as are typically

provided by energy efficiency suppliers and DR aggregators,

not necessarily through complex retail rate designs that

consumers may be unlikely to understand.

Separating out the existing cost analysis into its

constituent parts - energy demand, and ancillary services

- can also support smarter DR and DER investment. The
ancillary services needed in providing electricity service can

also promote DER investments that help the grids reliability

and resiliency

Hawaiian Electric Company has prepared a detailed
Distributed Generation Integration Plan, which may

be a postcard from the future for mainland utilities

preparing for a much higher uptake of solar PV Key

considerations in the overall plan include the correct

sizing of line transformers analysis of when upgrades
to circuit capacity are needed installation of voltage

27 Moskovitz D. (2001 September). Distributed Resource
Distribution Credit Pilot Programs: Revealing the Value to
Consumers and Vendors. Montpelier VT: The Regulatory
Assistance Project.
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viewed as a tool lo strengthen the grid and rate designs of

the future can encourage the utility-customer partnership

to ensure the efficiency and economy of the grid. Key will

be the temporal rates discussed previously but innovations

in terms of unbundling the customergenerated power to

provide ancillary services and providing credits to DER that

is strategically located to support the grid will be important

components.

This paper also explores other utility strategies to

encourage uptake of DER, including green pricing services

that allow customers to pay a premium on their bills to

support utilities investment in renewable energy and

design of rates that can compensate customers for ancillary

services that they provide the utility such as the use of

smart grid solutions to aid reliability.

Electric Vehicles
EVs are another emerging technology poised to play a

growing role in this future, and utilities can use rate design

Io send EV owners the optimal price signals. Even without

AMI deployment interval TOU meters to be read manually

can allow EVs to be separately metered. But a utility that

has AMI has many options for providing a rate for EV

owners that is appealing to the customer and remunerative

to the utility These can include a simple TOU rate, a multi-

period TOU rate with a super-off-peak period a critical

peak pricing rate, or a real-time price.

For public charging stations, a wide variety of pricing

schemes are used, from free charging to hourly parking

to TOU rates. in states that subject EV charging stations

to regulation for the resale of electricity charging stations

avoid regulation by charging for the parking space, often on

a timevarying basis and not charging for the electricity.

One of the great promises of EVs is that they will become

fully grid-integrated, providing a market for off-peak

power, a source for on-peak power and multiple ancillary

services." This requires a combination of sophisticated

l

ll
l

28 Lazar j. (2014 November). Electric Utility Residential
Customer Charges and Minimum Bills: Alternative Approaches
for Recovering Basic Distribution Costs. Montpelier, VT: The
Regulatory Assistance Project. Available at: http:// .
raponline.org/document/download/id/7361

29 Lazar,].]oyce]. and Baldwin X. (2008). Pfugln
Vehicles Wind Power, and the SmartGrid.Montpelier

VT: The Regulatory Assistance Project. Available
at: www raponline.org/docs/RAP_Lazar__PHEV-
WindAndSmartGrid_2007_l2_3 l .pd

be appropriate lo make timevarying rates mandatory

for solar customers but optional for small-use non-

solar customers (see discussion on this in Chapter vi).

• Minimum Bills. Where utilities have high numbers

of seasonal customers who only consume power

during the summer or winter, an annual minimum

bill may be an appropriate rate design to ensure

a minimum level of revenue from customers in

this category Otherwise, minimum bills are not a

particularly desirable rate design.28

• Demand or Connected Load Charges. Demand

charges are generally inappropriate for residential and

small commercial customers who share distribution

transformers with other consumers and where

implemented should not exceed the cost of the Final

transformer about $1/kW/month. They are never

appropriate for upstream distribution costs that can

be recovered in a TOU rate. The illustrative rate

designs eliminate demand charges entirely except for

the final line transformer, including the remaining

system capacity costs in TOU and CPP rates.

Optimal rate design choices may also differ according to

the level of the utility costs:

• Low-Cost Utilities (average revenue <$0. 10/

kph). May need to retain or institute inclining block

rates to ensure that the end~block of usage reflects

long-run marginal costs for clean power resources,

transmission, and distribution .

' Most (Average-Cost) Utilities (average revenue

$0.10 to $0.20/kWh). Conventional NEM (of the full

rate including volumetric charges for power supply

and distribution) is likely an appropriate strategy

although grid operators lose distribution revenues

their consumers gain all of the other benefits of

increased renewable generation, and taken as a

whole the value of solar energy added ro the system

is usually equal or greater in value than the retail

electricity price.

• High-Cost Utilities (average revenue > $0.20/kWh).

Utilities that have average residential prices in excess

of the long-run marginal cost of new clean-energy

resources ($0.10/1<Wh to $0.25/kWh) may need to

reflect distribution charges separately collected from all

customers receiving grid power, and crediting only a

power supply rate when solar power is fed to the grid.

As emerging technologies become more mainstream, rate

designs will need to adapt to changes in how customers

use electricity and how it impacts the grid. DG can be
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charging units in vehicles complex pricing, and a very

smart grid. Vehicle-to-gridpilot programs that make use

of these features are in the early stages.

Policies to Complement Smart
Rate Design

High recurring fixed charges

provide utilities with stable

revenues and address their

immediate concerns. In

doing so, they punish lower-

usage customers, discourage
efficiency improvements

and adoption of distributed

renewables, and over time can

lead to an unnecessary increase

in consumption or promote

customer grid defection.

Utilities Find themselves at a crossroads in which

they could embrace or shun rate designs that support a
smarter future. The smart future will see extensive use of

technology to help consumers manage their energy costs,

and utility pricing that enables these

savings to occur. A mix of central

generation DG, energy efficiency,

DR and customer response to time-

varying pricing will provide a rich

mix of reliable and environmentally

friendly sources to provide quality

service at reasonable costs. Consumers
will increasingly have smart homes

and appliances and utilities will use

AMI to collect key data from these

resources and respond accordingly

To achieve this smart future

regulators al various levels will have to

take many discrete actions including:

I

•

s

of control technologies in new major appliances such

as refrigerators water heaters, furnaces heat pumps,

and air conditioners dishwashers clothes washers,

and clothes dryers so that they can automatically

adjust to changing prices.

The "not-so-smart" future would involve movement

toward high recurring fixed charges. They provide

utilities with stable revenues and address their immediate
concerns. In doing so, they punish lower-usage customers

and discourage efficiency improvements and adoption

of distributed renewables, and over time can lead to an

unnecessary increase in consumption

or in the event distributed storage

technologies become more accessible,

promote customer grid defection. This

is to say, such rates are economically
inefficient and inequitable and are not

justified by any fundamental principle

of neoclassical economic theory.

They are in fact, nothing more than
a government-sanctioned exercise of

monopoly power. The adverse impacts

on electric consumers and public

policy goals for electricity regulation

include skewed incentives against

energy efficiency, customers looking to

go totally off the grid and higher bills for most low-income

households.

The first of the principles of electricity pricing set out

earlier in this paper notes that a customer should be able

to connect to the grid for no more than the cost of adding
that customer. The imposition of a fixed charge solely

for the privilege of being a customer is not common in

other economic sectors, from supermarkets to hotels and

airlines, that have similarly significant fixed costs to those

of utilities. Allowing utilities to impose high fixed monthly
charges is an exercise of monopoly power and impedes the

longstanding goal of universal service in the United States.

Utilities' concern about loss of revenue is fair but an SFV

model is probably the worst option available by which to

address it.

Utility cost recovery and revenue stability can be

addressed many different ways some desirable and some
less desirable. In addition to fixed charges three other

options - a higher allowed rate of return incentive

regulation and revenue decoupling - are discussed below.

In states where revenue regulation mechanisms have

not been deployed but utility revenues are erratic or

Utility regulators will need to adopt time-varying

and dynamic rate designs with consumer education

shadow-billing during a predeployment phase

a "hold harmless" provision for the first year of

implementation, and excellent customer support

throughout.

Some form of revenue regulation will be necessary to

ensure that utilities retain a reasonable opportunity to

earn a fair return on investment on used and useful

properly serving the public, and maintain access to

capital at reasonable prices.

Stale building energy codes will need Io require home
energy management systems in new homes (as most

already do for commercial buildings).

Customer-sited generation will include: smart

inverters, which will provide reliability and ancillary

services customer-sited batteries which will provide

service not only to the locations where they are

installed, but be available to grid operators for system

support and variable solar orientation to optimize

peak time production.

Federal appliance standards must require installation
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Good rate design addresses the
legit imate concerns of all  major
Interests, provides a framework

for stable regulat ion o f
uti l i t ies, and enables the

growth  of renewable  energy
and energy eff ic iency to meet

e lectr ic i ty  requirements.
1

l
i

energy efficiency to meet electricity
requirements.

Good rate design should be
accompanied by bill  s implif ication.
In many states the uti l i ty bil l  has
become a rather dense tangle of line
items that represent in many cases, a
long history of policy initiatives and
regulatory decisions. To the extent
that line items can be eliminated or
combined, consumer confusion is

likely to be reduced. Utilities should be required to display
the "effective" rate to customers including all surcharges
credits, and taxes so consumers can measure the value of
investing in energy efficiency or other measures that reduce
(or increase) their electricity consumption.

As customers utilize greater energy efficiency and deploy
more PV the reductions in their bills can have the effect of
allocating greater cost recovery responsibility to other
customers. This is often described as a cross-subsidy
This is an unfair characterization in fact, the system for
allocating costs among CLlSlOM€IS and customer classes
has always been a dynamic one that reflects the changing
characteristics of all customers over time. Still, this is an
important issue, and regulators will need to take care in
rate design to assure that all customers share in the benefits
that industry changes will bring and that no customer
group is left out of the mix. This includes customers who
may not be in a position to maximize smart grid usage,
such as renters. If the rate design for DG customers is
implemented according to the principles we have outlined,
then non~DG customers should see equitable prices for
energy delivered to their meters. By properly implemented,
we mean that DG customers are not unduly rewarded
for deploying DG, the collateral benefits of DG. such as
reduced line losses deferred and avoided distribution
investments health impacts and other non-energy benefits
are considered; and the potential for overall reductions in
the price of generation is accounted for.

Conclusion

I

declining owing to changes in usage,
the market will demand a higher
return on invested capital. Regulators
are effectively letting the capital
markets set a higher rate of return
for the util ity But either a higher
return on equity or a higher equity
ratio will increase the utility revenue
requirement. Thus, this laissez faire
approach certainly results in higher
costs [O consumers over time.

Incentive regulation or performance-based
ratemaking, is another way to address the revenue loss that
utilities experience if customer sales decline. If the regulator
sets the achievement of a defined level of sales reduction
from energy efficiency as a goal, and provides a financial
reward to the util ity for achieving that the regulator can
make up the lost earnings that the utility experiences. The
challenge in performance-based ratemaking is to set the
objectives for the utility to be achievable but challenging,
and to set the rewards to be ample but not excessive.

Revenue-based regulation or "decoupling" is widely
used throughout the United States to insulate gas and
electric utilities from revenue impacts attributable to sales
variations. The essence of revenue regulation is that the
utility regulator sets an allowed revenue level, and then
makes periodic small adjustment Lo rates to ensure that
allowed revenue is achieved independent of changes
in units (kw and kph) sold. One benefi t  of revenue
regulation is that the utility normally receives a "formula"
to reflect higher costs, such as a "revenue per customer"
allowance. These do tend to lead to very small annual
increases in revenues. Whether prices increase depends
on whether average consumption by customers is rising or
declining as the number of customers change. Critics worry
that these mechanisms result in annual increases and that
declining costs are not offset against rising costs but a well-
structured mechanism can address these concerns.

A welldesigned revenue regulation framework is the
best option to address utility revenue attrition that energy
efficiency or renewable energy deployment may cause .
There is no silver bullet to address the legitimate concerns
of all interests. The evidence however, demonstrates
that high fixed charges have the most adverse impacts on
consumers the environment, the economy and society
Good rate design addresses the legitimate concerns of all
major interests provides a framework for stable regulation
of utilities and enables the growth of renewable energy and

Rate design will be an important driver of util it ies
success in making the transition to a clean power system.
Util it ies, customers and third-party service providers will
need the tools to manage the grid as efficiently as possible.
Regulators will need to ensure that benefits and costs
are fairly allocated. Prices that are accurate and easy to
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Rate design will be a n
imp o r ta n t  driver of uti l i t ies'

success in making the
transit ion to a clean power
system. Smart rate designs

will need to address not
only  the  amount  consumed

but also when it Is consumed
and its Impact on costs and

other  customers.

l

understand can reward customers for
energy usage behavior that contributes
to the reduction, rather than increase,
of utility system costs.

Utility rate designs will have to
more appropriately reflect the costs
of electricity provided (or merely
delivered) by the utility and the benefits
that are provided to the utility system
by customers. As utilit ies and third-
party vendors develop and offer more
innovative technologies (such as smart
appliances that can respond to grid
pricing signals) pricing will need to become even more
geographically temporally and functionally granular and
precise. Smart rate designs will need to address not only
the amount consumed but also when it is consumed and
its impact on costs and other customers. In addition to
recognizing locational benefits in pricing, good rate design
recognizes the attributes that a customer can provide in
terms of energy, capacity and ancillary services.

A small number al uti l i t ies offer some kind of dynam-
ically priced rate to residential customers whether it is a
TOU rate or a peak-time rebate. However for policymakers
to move forward in the direction of TOU pricing on a larger
scale customer education wil l be important to empower
informed decisions about energy use.

For DG customers specifically, the price they pay or
receive for electricity they either consume or provide to the
grid respectively will matter greatly in terms of encouraging
or discouraging growth. Bidirectional rates with TOU
pricing may offer one of the best solutions for this segment
of the market. Under this rate design, the DG customer
pays the full retail rate for any power consumed just like
any other customer. This customer is then compensated
based on the same time periods, either using the retail rate
or on a value basis. That value can be based on an analysis

of the contribution of DG to the grid
and can be set independently by a state
public service commission.

Viewed as a quick fix to lost
revenues associated with customer
engagement in energy solutions util it ies
are increasingly proposing SFV rates
with high monthly Fixed charges. Yet
SFV is not a step forward, but a step
backward. It discourages innovation
and efficiency penalizes low-income
and apartment residents and results
in per-unit prices that fall far short of

total system long-run incremental costs. The argument
against SFV also follows clearly from the argument against
unavoidable, recurring charges generally: it is not juslihed
by fundamental economic principles.

Utilities have a long history of operating as monopolies
but technology means that both they and their regulators
must adapt. Utilit ies may find they need to view their
business differently Power sector transformation will need
to incorporate new tools to address this. Rate design will
be an important element. The role of regulation in this
power sector transformation will be to develop pathways
that lead to smarter solutions that optimize the value of
interconnection and twoway communication for the
customer and the grid. Many of these solutions will be
market-driven

The speed at which change takes place will vary from
jurisdiction to jurisdiction and will be influenced by what
customers want and the utility culture. Regulators will have
an important role to play in overseeing this transformation.
In doing so, they should strive to avoid expensive mistakes
based on defense of the legacy structure of the industry
Instead, regulators will need to focus on identifying costs
and benefits of alternative strategies and seek to maximize
the net value to customers and society

l
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i

I. Introduction

F
sometimes referred to as "advanced metering infrastructure"
(AMI) or "smart meters," and more sophisticated system
control and data acquisition (SCADA) systems that will
provide system operators a new, real-time understanding
of the state of the electric system, as well as the ability to
communicate with generators, substations transformers
meters and enduse appliances.

To realize the full potential of these new systems and end
uses regulators util it ies third-party service providers, and
customers will need to utilize more advanced rate designs.
Most important of these will be the more widespread use
of bidirectional t imesensitive prices that more accurately
reflect cost. At the same time regulators will need to take
care lo avoid potential pitfalls that would undermine the
value of these new technologies.

Basics of Rate Design

Rate design is the regulatory term used to describe the
pricing structure used by electric utilit ies in the United
States. It explicitly includes the itemized prices set forth
in tariffs and implicit ly includes the underlying theory
and process used to derive those prices. The structure of
prices-that is, the form and periodicity of prices for the
various services offered by a regulated company-has an
impact on the choices made by customers uti l i t ies and
other electr ic market partic ipants which in turn affect
resource development and utilization choices. These
choices then have indirect consequences in terms of total
costs to society; environmental and health impacts, and the
overall €CoHomy.2

1 Those interested in the emerging changes and the challenges
they present are invited to go directly to the sections
covering Rate Design Principles and Rate Design for Specific
Applications.

2

or most of its history, the electric utility industry
saw little change in the economic and physical
operating characteristics of the electric system.
Large central station generating plants connected

to high-voltage transmission delivered power to local
distribution grids for delivery to end users, mostly by
vertically integrated utilities that owned all of these
components. Though reliable and remarkably low~cost, the
historical electric system was and in many ways remains
a black box to both customers and to system operators.
Little in terms of the status of the system or customer use of
the system was known in real- or near real-time. in short
for an industry in the information age, parts of the electric
system can be considered rather "unenlightened."l

Today, the industry is facing a number of radical changes
that will change this unintelligent landscape. Information
systems are coming to the grid that will inform customers
and system operators about how the system really works
and how actions or failures to act can impact costs to
customers and to society Two categories of these changes
will both demand and allow a more sophisticated method
of pricing services to customers, a concept generally
referred to in the industry as "rate design."

First end users are installing their own generation
mostly in the form of photovoltaic (PV) systems, and are
connecting different types of end-use appliances with
increasing "intelligence" built in. Changes in customer usage
brought about by energy efficiency and demand reductions
in the face of price signals have allowed these phenomena
to be recognized as virtual energy resources. In addition, the
electric vehicle as a whole new class of end use is poised to
grow rapidly over the coming years just as energy storage
systems are poised to Finally become economical. Together
these and other emerging technologies will usher in an
entirely new system planning and operational dynamic.
These changes, all at or near the customers premises
will allow greater control of end-use loads and position
the customer to respond to prices and system operational
conditions in real-time or near real-time.

Second, utilities are deploying advanced metering,

Weston E (2000). Charging for Distribution Utility Services:
Issues in Rate Design. Montpelier VT: Regulatory Assistance
Project. Available at: http://www.raponline.org/document/
download/ id/412
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Core Rate Design Principles relies in strong measure upon the judicious application

of certain economic guidelines. The following elements

of economically efficient rate design necessary to address
current and coming challenges in the electric industry are

based on those laid out in James BonbrightS 1961 Principles
of Public Utility Rates, and in Garfield and LovejoyS Public

Utility Economics. These principles require that rates should:

• Be forward-looking and reflect long-run marginal

As one might expect, although rate design for electric

utility customers is of critical importance, it is poorly

understood by the general public and often lacks

transparency Yet because customer energy usage choices

are affected by the prices they pay, the difference between

a progressive and regressive rate design can increase

customer usage by as much as 15 percent.* Traditional

simplistic rate designs that charge a single rate per unit of

consumption or worse, charge a lower rare as consumption

increases, are still common in many Central and Southern

states.5 However, those traditional rate designs may not

be the preferred rate for consumers or be in the best
interest of the utilities that serve them or society Things

are changing, and the industry must adapt to change or

risk the fate of landline telephone companies, which have

lost 60 percent of their access lines since the advent of

telecommunications competition .

Rate design determines the prices consumers see and use

to guide their consumption and investment choices. Prices

affect how consumers use the electrical devices, appliances

and systems in our homes and factories. Electricity prices

also influence how consumers invest in new equipment and

the value consumers obtain from that equipment.

Most people who have ever tried their hands al designing

rates for regulated utilities invariably say that it is "more art

than science." Because of the shared nature of the system and

the need to spread cost recovery fairly among all customers,

the idea that rates should be set based on customer cost

causation is a foundational concept in rate design Analysts

who ask, in a causal sense, "why" costs are incurred often

reach different conclusions than those who measure in an

engineering sense, "how" costs are incurred. Rate design

costs,

• Focus on the usage components of service which are
the most cost- and pricesensitive;

Be simple and understandable;

• Recover system costs in proportion to how much
customers use and when they use it,

• Give consumers appropriate information and the
opportunity lo respond by adjusting usage, and

• Where possible, be temporally and geographically
dynamics'

Rate design signals public priorities about short-term
and long-term economics, including especially the type

and pace of future resource procurements Rates can

be designed to meet or, in the case of poor rate design,

frustrate public policy objectives to use electricity more

efficiently meet environmental goals, and minimize adverse

social impacts including public health.

Rates are also pivotal in providing utilities the

opportunity to recover their authorized revenue

requirement. Revenue adequacy is a core objective of rate

design, but the more constructive design ideal for rates is

forwardlooking, so that future investment decisions by the

utility and by customers can be harmonized.
Based on these traditional rate design concepts and

looking forward to a world with high levels of energy

efficiency distributed generation and customer options for

3 4 See Lazar. J. (2013). Rate Design Where AdvancedMetering
Infrastructure Has Not Been Fully Deployed. Montpelier VT:
The Regulatory Assistance Project. http://www.raponline.
org/document/download/id/6516. Appendix A provides a
calculation of how rate design can influence consumption.

5 Worse in that new generation transmission and distribution
resources accelerated by declining block rate designs cost
more than older resources. Also, utility capital cost forecasts
are rising as are environmental costs.

6 Lazar, 2013, p. 10

This is evidenced by the number of recent rate design
reports. See: Rocky Mountain Institute (RMI) ekab. (2014
August). Rate Design)r the Distribution Edge. Available at:
http: / / Lrmi.org/elab_rate_design#pricing_paper, RMI.
(2015 February 26). Why New Electricity Pricing Approaches
area Sheep in Wolfs Clothing [Blog posts. Available at: cUp://
blog.rmi.org/blog_2015_02_25_why_new_electric ity_pric-
ing_approaches_are_a_sheep_in_wolfs_clothing; and Tong
j., and Wellinghoff,]. (2015). Why fixed charges are a false
fix to the utility industry solar challenges. Utility Dive,
February 13 2015. Available at: http:// .uti li tydive.coM
news/long-andwellinghofbwhy-fixed-charges-are-a-false-ftx
tothe-uti li ty indW 364428/ .
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resources. This necessarily includes consideration of what

those future technologies and policies could look like,

with a focus on metering market structure and pricing.
In particular, consideration of how rates provide a "price

signal" to customers utilities and other market participants

to inform their consumption and investment decisions

regarding energy efficiency (EE), demand response (DR)

and distributed generation (DG). collectively referred to as

distributed energy resources (DER).7

7 Quite a bit of background is necessary to fully appreciate
the nuances of current practice and the path to future rate
designs. The reader is directed to the Guide to Appendices
at the end of this document for more in-depth treatment of
these issues.

on-site backup supply modern rate design should adhere

to three basic principles:

• Principle 1: A customer should be able to
connect to the grid for no more than the cost of

connecting to the grid.

• Principle 2: Customers should pay for grid
services and power supply in proportion to how
much they use these services, and how much
power they consume.

• Principle 3: Customers that supply power to the
grid should be fairly compensated for the full
value of the power they supply.

These principles and priorities should be reflected in

smarter rates designed to maximize the value of technology

innovations open up new markets and accommodate the

distribution and diversification of customer-sited generation

I
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I I. Current and Corning Challenges in Utility Rate Design

Customer-Sited Generation

O
vet the past two decades federal, stale
and local policymakers have implemented

policies that have spurred the development of

customer-sited DG, in particular, customer-

sited PV systems. The policies include federal tax credits

state renewable portfolio standards (RPS), net metering,

and interconnection $[andard5.8

As the costs of renewable and other DG technologies

have decreased the options available to customers to

procure these technologies have increased." In addition to

PV other technologies available to customers are typically

renewable and consist of wind turbines small hydro

biomass, efficient cogeneration, fuel cells, and battery

storage.'° PV has been deployed by large industrial
commercial residential and other customers. For large

commercial and industrial customers - any customers

utilizing large amounts of heat for processing -- combined
heat and power (CHP) projects are commonly used to

increase the efficiency of energy production by turning

waste heat from industrial or manufacturing processes

into electricity or, conversely turning waste heat from

electricity generation into process heat for industrial and

manufacturing uses.

All of these resources reduce the electric grids

environmental footprint and provide a hedge against

volatile fuel prices 11 In addition DG systems are

decentralized, modular, and more flexible technologies

that are located close to the load they serve. This reduces
loads on transmission and distribution lines, transformers,

and substations, which, in turn reduces losses on the

system extends the life of equipment reduces the risk of

equipment failure and power outages, and can if located at

strategic points on the system and at the right time defer

or avoid system equipment replacements and upgrades.

Customers can typically purchase or lease DG from a third

party, often with seller or third-party financing.

Increasing penetrations of distributed renewables,

especially PV. are changing the dialogue on how to fairly

compensate providers of these resources (DG customers)

and utilities for the services and benefits they each provide.

PV is by far the most common form of customer-sited

generation resource in terms of numbers of installations

and its adoption is already changing the relationship

between utilities and consumers. Rate design must

efficiently and fairly incorporate DG contributions to the

grid, as well as fairly allocate the benefits and costs of their

use for DG customers and for the grid.

At low levels of installation of distributed renewables

(under 5 percent of customers) few if any, physical

modifications are required to electric distribution systems.
Power produced by a PV customer either serves the

customers own load or that of neighbors served by the

8 Electricity Futures Study Hand MM.; Baldwin S. DeMeo
E. Reilly,].M.; Mai T. Arent D., Porro G. Meshes M.
Sandor D. eds. 4 vols. NREUTP-6A20-52409. Golden CO:
National Renewable Energy Laboratory http://www.nrel.gov/
analysis/re_futured.

10 US Department of Energy (DOE). (2007). The Potential
Benefits of Distributed Generation and Rate-Refated issues That
May impede Their Expansion. Available at: http://energygov/
sites/prod/liles/oeprod/DocumentsandMedia/1817_Re port_
Hnalpdf

11

9

Steward D. and E. Doris E. (2014 November). The Effect of
StatePolicy Suites on the Developmentof Solar Markets.National
Renewable Energy Laboratory (NREL) Technical Report
NREUTP 7A4062506. Available at: http:// .nrel.gov/
docs/fyl 5ostV62506.pdf. See also the Energy DepartmentS
SunShot Initiative, which is a national effort to make solar
energy costcompetitive with traditional energy sources
by the end of the decade. Through SunShot the Energy
Department supports private companies, universities and
national laboratories working to drive down the cost of solar
electricity to $0.06 per kilowatt-hour. Learn more at http://

gngt9gQv/5un5ho[

National Renewable Energy laboratory (2012). Renewable

There are other nonenergy benefits, such as reducing
manufacturing costs which is good for economic
development.
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same substation bus. At the distribution substation, all that
is observed is a lower overall load during the solar day
This is the situation in most of the United States. The low
penetration scenario changes once solar output exceeds
total load on a given substation. This is being experienced
in Hawaii, which has the highest PV penetration of any
state and where over 10 percent of residential consumers
have PV systems installed. in the single-family residential
sector, it is more than 20 percent in many neighborhoods.
At this level of solar saturation, changes to distribution
systems may be needed.

Solar penetration is measured in several ways: percent
of customers, installed capacity as a percentage of peak
demand, or installed capacity as a percentage of the
minimum daytime load. Figure 1 is a map of the island
of Oahu (Honolulu), showing which circuits have high
levels of solar saturation, over half of the residential circuits
have installed solar capacity in excess of 100 percent

Figure 1

Oahu PV Installations as Percent of
Minimum Daytime Load
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of the minimum daytime load. Therefore, it is possible
(depending on the consumption of the Cl.lslom€Is that
have the solar systems) for the customers local distribution
circuit to be delivering power upstream through the
substation, rather than the traditional downstream flow
of power from generation to transmission to distribution
circuits.

Once solar penetration reaches about 10 percent of
customers as it has in Hawaii, there may be specific costs
to the grid operator, such as additional voltage regulators,
that are attributable to high levels of solar penetration. This
does not necessarily mean that solar customers should pay
different or additional charges compared with non-solar
consumers because in most cases this solar penetration is
helping to avoid other offsetting generation, transmission
and distribution costs12

Hawaii is serving as a laboratory as it adapts to a
high-renewable environment, with a mix of geothermal

hydro, biomass, wind, and solar making up an
increasing percentage Of electricity supply The
primary util ity networks in the state recently
submitted two important studies to the state PUC
addressing both distribution" and generation 1*
planning. With the changes identified in these
plans Hawaiian Electric anticipates being able to
adapt and ensure a reliable future with 65 percent
renewable energy by 2030, and the state of Hawaii
has adopted a legislative standard of 100 percent
renewable electricity by 2045.

Adaptations that Hawaii is exploring and
implementing include upgrading distr ibution
system components such as higher capacity
line transformers increasing circuit capacity,
adding voltage regulation updating substation
equipment, and investing in flexible generation to
replace older units that must Mn continuously to
be available to provide service during key hours.

\

Sourc e: Ha wa i i a n  El e c tr i c  Co mp a n y

13 Hawaiian Electric Company. (2014 August 26). Distributed
Generation Integration Plan. Available at: http;//hles.hawaiL
gov/puc/4_Book%201 %20(transmittal%20ltr_DGIP_
Attachments%20A-1%20to%20A-5).pdf

14 Hawaiian Electric Company (2014 August 26). Power Supply
ImprovementPlan.Available al: http://files.hawaii.gov/puc/3_
Dkt%2020l 10206%2020140826%20HECO%20PSlP%20
Reportpdf

12 Also among two solar installations a solar installation with a
smart inverter that can provide ancillary services to the grid
may provide the grid with more value than a PV installation
with a standard inverter. For more detail on the benefits of
solar PV see: RMI. (2013). A Review of Solar PC Benefit 6' Cost
Studies, second edition. Available at: http:// .rmiorg
cms/Download.aspx?id= 10793&file=e Lab_DERBene f1tCost-
Deck_2nd_Editionértitle=A+Review+of+Solar+PV+Bene
fit+and+Cost+Studies
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Electric Vehicles their cars when power costs are low and distribution
system capacity is not congested. This requires time-
sensitive pricing a topic discussed in greater detail later in
this paper.

Microgrids

Definition
In the near future uti l i t ies wil l need to interface with

customer- or community-owned microgrids. These may
range from an individual apartment building or office
complex with on-site generation to a municipal electric
utility connected to an adjacent larger utility

Lawrence Berkeley National Laboratories (LBNL) has
defined a microgrid as "a localized grouping of electricity
sources and loads that normally operates connected
to and synchronous with the traditional centralized
grid (macrogrid), but can disconnect and function
autonomously as physical and/or economic conditions
dictate."l8 Large hotels and hospitals and an increasing
number of individual homes have had on-site emergency
generation for decades but generally fall short of the
definit ion of a microgrid due to lack of communication and
control technologies to interact in a bidirectional manner
with the grid. But technological progress will potentially
extend implementation of this microgrid concept to
thousands of customers on each major utility, and millions
nationwide.

Residential Microgrid
The visual representation in Figure 2 depicts an example

of a residential microgrid as envisioned by LBNL.

Electric vehicles (EVs) are a small pan of the electricity
load currently but growth in electric vehicles is likely
for many reasons. First the cost of batteries is declining,
and this cost has historically been a major banier to the
EV market. Second the evolution of the self-driving car
is likely to stimulate a greater market for simple vehicles
that can be remotely operated. EVs may be well-suited
for this market segment." Finally, emissions regulations
are pressuring the industry to find zero-emissions
transportation $g1 u[1On$I6

Electric vehicles such as the Nissan Leaf and Ford Focus
can travel three to four miles per ki lowatt-hour (kwh),
meaning that ten kph is functionally equal to one gallon
of gasoline. An electric vehicle that travels 10000 miles per
year (800 miles per month) w i l l  use 3,000 to 4000 kph
per year, about equal to the annual usage of a residential
electric water heater or central air conditioner.

Because of the presence of batteries in the vehicles and
the ability to control the timing of when they are charged
EV loads can be very different from traditional loads. If
the vehicle battery capacity is adequate for a days driving
(less than 80 miles for the vast majority of drivers) the
batteries can be charged at night or at other times when
power is plentiful and lower cost and impose litt le or
no incremental peak demand for the utility system. They
can even be controlled by smart transformers connected
to smart grid distribution automation systems so that in
aggregate, they impose the minimum load on the system
during pr imari ly  n ight- t ime charging hours." However,
encouraging that behavior means that rates should be
designed to provide an incentive for EV owners to charge

17 Hilshey A.D. (2012). Electric vehiclecharging:Transformer im
pacts and smart, decentralized solutions. University of Vermont
School al Engineering. Power and Energy Society General
Meeting, Institute of Electrical and Electronics Engineers
(IEEE) 2012. Available at: http:// .uvm.edW~prezaeV
Papers/1-1ilshey_GM2012 .pd

15 Lantry, L. (2015). The Car of the Future Will Be All Electric
and Self-Driving. EcoWatch. Available at: http://ecowatch.
com/2015/06/17/caroffuture-electric-selfdriving/

16 This section is primarily extracted from a larger publication
on electric vehicles, M] Bradley & Associates. (2013).
Electric Vehicle Grid Integration in the U5 Europe, and Giina.
Montpelier, VT: The Regulatory Assistance Project. Available
at: http://www.raponline.org/document/download/id/6645

18 Lawrence Berkeley National Laboratory (LBNL). About
Microgrids. Available at: https://building-microgridlbl.gov/
aboutmicrogrids
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Figure 2

Residential Microgrid Example"
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In the near future, whole
communities may be planned
around a microgrid concept,
with single- and multi-family
housing constructed with smart
meters and smart appliances.
These microgrids may utilize
DG (both individual- and
community-owned) and storage
technologies as shown in
Figure 3. Microgrids will depend
on utilities for some service
al appropriate rates, however,
microgrids will also provide
services to utilities at times and
so the compensation framework
needs to be symmetrical and
bidirectional.

Sou rec: Cleanskicsorg

19 University of California at Irvine. CyberPhysical Energy Systems (CPES). Available at: http://aicps.eng.uci.edu/research/CPES/
(2014).

28RAP°M



Smart Rate Design for a Smart Future

Table IStorage

Functional Attributes of Storage

Electric energy time shift

Electric supply capacity

Load following

Area regulation

Electric supply reserve capacity

i
Voltage support

Transmission support

Transmission congestion relief

Time-of-use energy cost management

Demand charge management

Electric service reliability

Electric service power quality

Enabling consumers to serve dedicated
loads with specific types of resources

Renewable energy time-shift

Renewables capacity firming

Wind generation grid Integration
(shortduration discharges)

Wind generation grid integration
(long-duration discharges)

Transmission and distribution
(T&D) upgrade deferral

Substation on-site power

Source: Pomper, NRRI 201 l

ration to the grid will be poorly utilized. If these customers

remain grid-connected their storage can be used not only

for their own benefit but also potentially for broader public

benefit. The existence of storage may also make those cus-

tomers loads available for demand-response programs.

The simplest energy storage technologies are thermal

and mechanical storage systems including:

• Electric water heaters controlled to operate during
low-cost hours and hold that hot water for later

usage or operated in a coordinated manner to

minimize their aggregate load at any point in time,

thus reducing system costs and increasing system

reliability,

• Ice storage systems to store "cold" to provide air
conditioning when needed, and

Storage technologies can be a game changer

if they are distributed in communities

interconnected with a smart grid and not

price prohibitive." Cheap and reliable

thermal or electricity storage alters the

existing electric grid paradigm by allowing

immediate balancing of the system without

needing to cycle power plants. In this sense,

DG customers with storage can provide peak

power anytime, as bubbles of renewable

supplies can be stored until a later, more

valuable time period. From a system operations

point of view, energy supply (generation) and

loads (end uses) must be instantaneously kept

in balance, even as customers change their

end uses. This is currently done primarily by

designating one or more generators to increase

or decrease output in response to changes in

load. The presence of significant storage on the

system would allow generators to generate when they can

while allowing the storage technology to provide additional

energy or absorb additional energy as loads change. Storage

is a multi-attribute resource that can serve this and many

other functions as outlined in Table 1.21

Storage allows customers with DG resources to go
off-grid if utility rate designs create an economic signal to

customers that it is cheaper lo completely disconnect from

the grid than it is to use the grid as a backup system."

Storage technologies are expected to be developed both at

utility scale and at the individual customer scale.

If significant numbers of customers install storage and

disconnect from the grid then this storage is not available
to the grid operator for optimal management for the benefit

of all electricity users. If this occurs an expensive augmen-

forms of energy storage, such as water heater controls water
system reservoir management, and air conditioning thermal
storage which may provide lowercost means to shape loads
to resources and resources to loads.

Pomper 2011 p. 9.21

22

20 "Storage" involves a series of acts: converting grid-
interconnected electricity to another form of energy
holding that other form of energy for future use and then
convening it back to grid-interconnected electricity at a
different time. The individual acts that comprise this series
may be referenced as respectively "charging," "holding"
and "discharging." See Pomper D. (2011,]une). Electric
Storage: Technologies and Regulation. National Resource
Regulatory Institute (NRRI) p. 3. Available at http://
www2.econ.iastate.edu/tesfatsVelectricity_storage_manual.
RGuttromson]uly20l 1.pdf. To this should be added other

Utility rate designs should not create an artificial incentive
for complete separation from the grid by smalluse
customers potentially triggering a spiral of customer grid
defection (e.g. see the discussion of straight Fixed/variable
pricing later in this paper and Appendix D).
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Pedestrian Crossing Signals:
Example of Widespread Grid Defection
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The earliest economic applications of solar with

storage were for remote applications, including

military and national park sites where extending grid

service was prohibitively expensive.

This has expanded in

recent years to low-level
uses of power where

even a short utility line

extension and billing

account exceed the cost

of a solar panel and

battery For example

tens of thousands of

pedestrian crossing

signals are being installed

in urban areas with this

technology despite being adjacent to grid electric

service. Low-wattage LED light bulbs, coupled with

cheaper solar panels, make it cost-effective to leave out

the cost of a grid connection.

The threshold size at which grid independence

makes sense is a function of two interacting costs:

the cost of a stand-alone system and the charges that

utilities make for grid service. If the fixed charges for

grid services rise, the number of applications where

grid independence is economical will rise.
Graphic from: wwwxwalh.com

• Mechanical storage systems that spin a flywheel

compress air or another vapor, or raise a weight when

power is cheap to provide end-use service power at a

later time.

Some other types of electricity storage technologies

are utility-pumped storage, chemical batteries, and

super capacitors. Unfortunately, these types of electricity

storage have over recent history been very expensive
ranging from $60/kWh to $860000/kWh of daily storage

capacity depending on the technology" However there

is excitement in the storage world that costs may soon be

driven down, given the partnership between Tesla cars

and Solar City to provide backup systems for PV owners.

Because they necessarily come with batteries EVs represent

a potential means of electricity storage for both customers

and for the grid as a whole. The limited driving range of

the current supply of EVs means they have limited capacity

to serve as whole-house backup systems however Toyota

already sells such a vehicle in Japan, spurred to market

after the tsunami of 201 l .24 In addition, the development

of cheaper battery technology for vehicles will likely be

transferred to stationary storage systems for customers and

utilities, the recent announcement by Tesla of the residential

"Powerwall" battery is an initial step in this direction."

In 2014 about one out of free household PV systems

in Germany was sold with a battery pack and that is

projected to be one in three in 2015.26 Costs are headed

down, with Bloomberg New Energy Finance predicting that

residential-scale battery storage costs will fall 57 percent by

2020. Lux Research sees the global market for PV systems

combined with battery storage growing from the current

$200 million a year to $2.8 billion in 2018.27
Although it is relatively inexpensive to install limited

storage to mitigate the afternoon and early-evening impact

on utility peak it is more expensive (though getting

cheaper) to install sufficient storage to enable complete

disconnection from the grid. Utility rates should be

wwwteslarati.com/teslapowerwall-homewillit-pay-oll/23

24 26 Deign]. (2015). German Energy Storage: Not for the
Fainthearted. Grcentech Media March 13 2015. Available al
http://www.grecn1echmedia.com/articles/read/germanener-
gystoragenot-for-the-fainthearted. "The cost of combined
PVandbattery systems runs from about €13000 Io €25000
($13800 to $26,600). Batteries make up about 30 percent of
the total bill."

27 GuevaraStone, L. (2014). Solar City and Tesla shine
spotlight on solar-battery systems. GrecnBiz January
16 2014. Available at: http:// .greenbiz.coM
blog/2014/01/16/solarcity-andtesla-shine-spotlight-solar
batterysystems.

Pomper 2011 pp. 1720

Carter M. (2012 June 5). Toyota Develops System that
Enables Electric Vehicles To Power Your Home. lnhabitat.
Available al: http://inhabitat.com/toyota-develops-system-
thatenableselectricvehicles-to-poweryour-homd

25 See Powerwall. Tesla Home Battery http://www.teslamotors.

com/powerwall. A 10 kph system will be for backup appli
cations will be available in the summer of 2015 for $3500.
It comes with a ten year warranty but installation and invert
er costs are additional. Such a system in Southern California,
under a timedifferentiated rate design is estimated to have a
fiveyear payback. Also see: Teslarati. (2015, May 2). A Tesla
PowerwallPowered Home:Will It Pay Ag? Available at: http://
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structured to encourage costeffective storage solutions

(e.g. through the use of time-varying rates).

Distributed Ancillary Services

loads, customer appliances can deliver demand response

during high-cost periods or when the grid is at or near its

operating capacity and may be at risk for system failures.

Demand response, in addition to being an economic

response by customers, becomes a form of spinning reserve

when placed at the disposal of system operators.The presence of generation, storage, and smart control

technologies at customer premises offers the opportunity

for customers to provide a number of valuable functions

to the grid. These generally fall into a category termed

"ancillary services" and include voltage regulation,

power factor control, frequency control and spinning

reserves." In addition where system operators or third-

party aggregators have the ability to control end-use

28 Spinning reserves refer to the availability of additional gener-
ating resources, which can be called upon within a very short
period of time. Different utilities and different utility markets
utilize varying response time frames to define spinning reserve

services ranging from instantaneous to up an hour or so.
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I I I. Rate Design to Enable "Snlart" Technology

Survey of Technology

T
to manually override these. The Nest, SilverPAC

Silverstat 7 Advanced and GE Nucleus are examples

of thermostats with that capability Good pricing can

be supplemented by good utility or regional wholesale

power market entity programs that offer curtailment

inducements based on grid value.

Grid-integrated water heating: Can automatically

increase hot water storage during low-cost periods

curtail water heating operation during high-cost

periods and also supply ancillary services to the

utility without the consumer even noticing that this

is happening. Great River Energy serving electric

cooperatives in Minnesota, is currently demonstrating

this potential."

Electric vehicle chargers: Can be programmed to

provide "economy" charges, allowing the customer to

lake advantage of low-cost energy when it is available.

Vehicle-to-grid applications: Can enable EV

batteries to flow power back to the grid during critical

hours essentially allowing the grid operator use of the

EV batteries and provide a means of compensation to

EV owners for supplying the energy" A pilot program

is underway in Maryland and Delaware to enable

vehicle-to-grid service.

he traditional electric utility is undergoing

fundamental change. Utilities from Maine to

California have deployed smart grid upgrades or

are beginning the transition to a smarter grid."

These upgrades promise to deliver an entirely new level

of information about system operations and consumer

behavior. in short, the information age is coming to the

electric industry 30 Computerizing the traditional grid

with AMl and advanced SCADA systems will enable

the development of new and dynamic rate offerings.

Meanwhile smart home appliances that can automatically

respond to prices or be dispatched by system operators

or thirdparty service providers will assist customers
in managing their usage and minimize total system

costs and increase system reliability" These new smart

technologies will also help accommodate customer-owned

generation, utility-scale renewable power energy storage

(both customer- and utility-scale) electric vehicles, and

microgrids.

Various technology enhancements can improve the

effectiveness of more complex rate designs, by enabling

customers to respond to prices automatically Some

examples include:

Smart MetersSmart thermostats: Can automatically change

healing and cooling settings in response to real-

time price changes while allowing the consumer
Smart meters provide data acquisition equipment

control and communication capability between the

Home Showcase Contest. Available at: http:// .pmewsMre.
conVnewsreleases/comedlaunchessmarthomeshowcase-
contest- 186025412.html

32 Podorson, D. (2014 September 9). Battery Killers: How Water
Heaters Have Evolved into GridScale Energystorage Devices. E

Source White Paper. Available at: http://www.esource.com/
ES-WP18/GIWHs

29 The term "smart grid" is used here broadly to include both
utility gridside and customer investments.

30 Determining whether AMI and smart grid are projected to
be costeffective before deployment is an important consid
eration and one that is beyond the purview of this report.
A good discussion on smart grid benefits and costs can be
found in Alvarez P (2014). Smart GridHype 6' Reality Wired
Group Publishing Chapters 49.

31 PR Newswire (2013 January 8). ComED LaunchesSmart
33 EV World. The V2G Revolution Gets a Textbook [Podcast] .

Available at: http:// .eworld.com/article.cfm?story
id=l675
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l

customer and the power grid plus outage detection and

reduced meter reading costs." Smart meters are able

to record customer usage at a fine timescale and then

communicate that information back to the utility and to

the customer. This information can in turn be used to

control end-use appliances in response to price signals and
system conditions. When used by system controllers, they

can aid in reducing loads during times of system stress

thereby reducing losses on the system and wear and tear

on equipment. This will help to avoid system failures and

outages. When employed by the customers or on their
direct behalf smart meters can be used to shift usage from

high-cost periods to periods when lower cost energy is
available.

Smart Meters for Distributed Generation

Keeping track of these flows is necessary for accurate billing

and crediting of services provided to the grid at different

times of the day when the value may be very different.

Smart meters have this capability and are needed when the

rate design requires knowing when power is flowing and
in which direction to more accurately value the cost of

customer use and the value of customer production. Figure

4 shows the kind of data that a smart meter can record for

a home with a PV system, the red shows the total on-site

consumption of electricity (including sporadic

4 kW spikes of an electric water heater), and the green

shows the production of PV power. Where the green

exceeds the red the customer is a net exporter lo the grid.

Clearly if the customer is consuming most of its power

during off-peak periods and supplying power mostly

during onpeak periods the solar customer is providing

significant value to the grid that is not captured by simple

monthly kph net energy metering (NEM).35

Customers with PV systems or other on-site grid-

interconnected generation or battery storage systems both

take power from the grid and deliver power to the grid.

Remote Disconnection and Reconnection: Challenge and Opportunity

I

I

Without smart meters, when utilities disconnect

service (move -out, or non-payment), they must send

a service person to the premises to lock out the meter.

This has a cost, normally recovered through a levy on the

individual consumer. Where disconnections are effected

for non-payment it often (depending on regulatory

commission rules) involves three site visits one to post

the notice of impending disconnection, one to effect

disconnection, and a third to reconnect. The second and

third site visits reduce the likelihood of disconnection

by providing an opportunity for the consumer to make

a payment at the site to avoid disconnection. with

smart meters the disconnection and reconnection can

be done remotely This has an economic benefit, but

raises a social equity concern. The challenge is to realize

the operational benefit of the remote disconnect and

reconnect while maintaining safeguards for vulnerable
populations.

Low-income advocates have a concern about lllls

capability, because disconnection can be done without

any site visit and customers with medical needs or

who have the ability to make a Held payment, are

disconnected. Some utilities with remote disconnect

capability have addressed this by having the site visit

performed by a (lower paid and more customer-

oriented) customer service agent who is better able

to judge an exception or accept field payment, rather

than by a (more technically trained) electrical worker.

This can provide lower costs and better service than

previous approaches, and avoid one or two site visits.

In any event with remote reconnection, it is possible

for a customer to phone in a payment, and have service

restored immediately Regulators are becoming aware of

both the promise and pitfalls of this remote capability.

In some foreign countries money transfer via prepaid

cellular phone systems enables immediate payment

even for consumers without credit cards or bank

accounts. Further, the charge for of disconnection and

reconnection to the consumer should be dramatically

reduced to reflect the reduced costs to the utility

34 They also provide operational benefits such as reduced meter
reading costs and outage detection.

35 "Net energy metering" is a pricing scheme that "pays" for the
output of customersited generation at the same rate that the
customer pays for energy delivered from the electric system.
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Figure 4
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Smart Homes and Buildings
Smart homes and buildings are structures in which

end uses such as heating, ventilation and air conditioning

(HVAC) water heaters and lighting systems are controlled

by intelligent networks to minimize cost. Smart building

end-use appliances may also respond automatically to

conditions within the building by providing lighting

or space conditioning only when people are present or

reducing load in response to price signals received from the

grid operator.

Smart Appliances

I

from its early 20th century condition until the introduction

of SCADA systems late in the century SCADA systems

enabled grid operators, for the hist time to see how their

systems operate at a more granular level and in real or near-

real time. The addition of smart meters and other devices

collectively referred to as the "smart grid" promises to vault

the level of sophistication to an even higher level. A key

element of any smart grid deployment is the information

system that collects data from smart meters and other

measurement and control devices and transmits it to the

utility It is also used to communicate back to the customer

and, increasingly directly to customer appliances and third

parties such as curtailment service providers.

A meter data management system (MDMS) enables the

utility to aggregate the data of individual customers usage

at the service transformer and circuit level, to identify

where demand response measures may be valuable where
distribution system upgrades are necessary, and where

specific loads such as electric water heaters and electric

36 Courtesy of Convergence Research; the customeridentifying

data has been removed to product the consumers privacy

Smart appliances include the building systems noted

above, as well as such other items as refrigerators, washers

and dryers, computers or any other appliance equipped to

communicate with smart grid control systems. Some smart

appliances will be programmed to act on their own, based
on information they can gamer from their interconnection

to an information system and customer preferences. Others

will be controlled by other systems such as home energy

management systems or demand response aggregator

controls, which gather that information and provide the

decision-making software."

SCADA and M eter  Data  M anagement Systems

From a system management and operations standpoint
much of the electric utility system remained unchanged

37 Master meter buildings are the scourge of "smart" since the

owner is not the user and so preferences can be ignored.

They represent an interesting challenge to create programs

to help overcome this gap which may include deploying

technology throughout the structure.
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Customer
Values

vehicles are affecting grid adequacy and efficiency This

improved information analytical capability will provide

feedback to enable more clearly defined rate designs that

are tied Io specific operational and cost-containment

goals and Io assist utilities, customers, and other service

providers to control end uses. Appropriate rate design

strategies are also needed for the recovery of the costs of

these new systems. Smart
Technologies

Dynamic Integrated Distribution
Systems: Putting All the Pieces Together

l

of solutions for

these issues. In

addition, good rate

design will inform

the customer about

opportunities to

save money and

to be rewarded for

providing value to

the overall grid.

Poor rate design can

impair this ability

and prevent the true value of smart technologies from being
realized clogging the gears of this dynamic.

If rates provide appropriate rewards for locational value

and ancillary services costs can be reduced. Pragmatically

rates to consumers need to be relatively simple to be

understood but rates to aggregators of demand response

and ancillary services can be more complex and temporally

and geographically granular.

Smart technologies enable distribution optimization in

many ways. At an operational level, system operators have

better situational awareness of the condition of the system

at all times and a greater ability to modify those conditions

to reduce costs and improve power quality and reliability

through strategies like conservation voltage reduction and

volt-VAR (volt-ampere reactive) optimization that save

energy and therefore money and I€SOl1IC€S.38 In the longer
term, smart technologies allow utilities to better assess

when and where to make system upgrades or to engage

in anticipatory maintenance or replacement of plants to

reduce costs and improve reliability. Rate design will play

a key role in bringing customer end uses into the toolbox
38 Energy savings were 2.5 percent in XcelS SmartGridCity

Demonstration Project. See Alvarez 2014 p. 134.
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I \'. Rate Design Principles and Solutions

Traditional Principles

T
he design of rates begins with a functional

evaluation of the costs incurred by the utility to

provide service to its customers. A foundational

notion of rate design is to charge customers in

relation to the costs incurred to serve them. A critical step is

the allocation of costs among different customer classes -

residential commercial industrial and others. Customer

cost allocations determine what piece of the utility revenue

requirement pie a specific class will be charged In reaching

a cost allocation determination, regulators usually will

consider different approaches (embedded cost vs. marginal

cost, single peak hour or multiple peak hours" etc.) and

review different cost of service studies. The end result is

often some blend of the different approaches that hopefully

match the overarching priorities of the state. Given the

judgment involved no single approach can be said to

be "correct", rate making is partly science and partly art.

Appendix A of this paper "Dividing the Pie" addresses

these ideas in more detail."

Rate design involves the definition, allocation and

recovery of customer costs, distribution costs power

supply and transmission costs, and other general costs

incurred by the utility to provide service to customers.

Customer Costs

residential consumers, this is the cost of a service drop

the portion of the meter cost directly related to billing for

usage plus the cost of periodic (monthly, bimonthly or

quarterly) billing and collection. Monthly billing is usually

desirable because with less frequent billing customer bills

become large and potentially unmanageable. However, the

size of the bills is driven by usage levels, not merely a cost

of connecting to the system, thus even the cost of billing

has a usage-related component which should be recovered

in volumetric prices.

AMI enables a wide array of functions unassociated with

metering or billing and collection. The role of AMI in peak

load reduction, energy efficiency system operations and

reliability and other functions of the utility clearly establish

that smart meter costs do not belong exclusively in the

category of customer-related costs. The incremental cost

of smart meters, above and beyond what would have to be

spent for older style meters should be recovered through

the same pricing mechanisms used to recover other costs

associated with those other functions, and a portion of the

net benefit that smart meters provides should be applied

to reduce customer-related costs. If regulators treat smart

meter costs in the same manner as traditional meters ..._

apportioning the costs on a per-customer basis _ they are

ignoring a cost-follows-benefit principle.

Other cost minimization strategies may be applied

to billing as well. Many banks brokerages, and other

businesses offer a discount to customers that choose

electronic billing and auto-payment options, the same

discounts may be extended to customers of utilities helping

to reduce the monthly billingrelated cost of electricity

services that is often reflected in customer charges.

39 Coincident peak (CP) is a measure of peak demand that can
be as narrow as the highest single hour (ICE) the average of
the four summer monthly peaks (CP) or the average of 12
monthly system peak hours (IZCP).

Rate design necessarily involves tying cost causation

to the type of price used to recover that cost. A simple

example would be the use of a per-kWh charge for fuel

costs, which reflects the fact that, as more kWhs are

consumed, more fuel is consumed. In the case of customer

costs the inquiry focuses on those costs that vary with the

number of customers served. This includes such costs as

metering billing and collection, and customer assistance.

These costs are always quite small typically amounting to

no more than $5 to $10 a month per residential consumer.

The fixed charge for residential or commercial service

should not exceed the customer-specific costs attributable

to an incremental consumer. For urban and suburban
40 Appendix A explores how the assumptions made in the

cost-allocation process can influence rate design decisions.
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DistributionCosts block rates - to reflect both util ity costs and societal costs
in the incremental price per kilowatt-hour.

Demand Charges
Demand charges are sometimes used to recover the non-

fuel costs of generation transmission and distribution of
large commercial and industrial customers. These demand
charges have typically been applied to the individual peak
demand of each consumer regardless of whether it occurs
during system peak periods."

Table 2

Typical Commercial Rate with a Demand Charge

Rate Element Illustrative Rate How Applied

Independent of usage

CustomerS highest 1-hour usage per month

All kph

$10/mo

$10/kW

$. l0 /kWh

Customer Charge

Demand Charge

Energy Charge

The basic d istr ibut ion infrastructure -  poles wires
and transformers, plus associated maintenance costs -
comprises approximately one-quarter of the revenue
requirement for the typical electr ic uti l i ty Although many
util it ies view these as "hied costs" in the long run all
costs are variable. Customer usage levels may change
dramatically over time and there may be operational
alternatives increasingly available such as on-site generation
and storage. With the experienced and anticipated
reduction in cost for these alternatives
the likelihood of their deployment
and use will only increase, making
possible the deferral or avoidance of
distr ibution infrastructure investment.
At the same time, as customer usage
grows within any portion of the
distribution system, upgrades and
expansions wil l be required result ing
in greater capital and operating costs.
Accordingly, it is important to recover distribution costs
on the basis of the end-use consumption and only where
DG penetration is very high, consider specific additional
investment in distribution facil it ies.

Flat Rates

l

I

it is generally agreed that demand or capacity-related
costs, to the extent they occur on a system, are primarily
associated with the system peak demand, not the individual
customer peak demand. Only very local components of
the distribution system (service drop, line transformer) are
sized to the individual customer load.

Because traditional demand charges are measured on
the basis of the individual customers peak regardless of
whether it coincides with the peaks on any portion of the
system this approach results in a mismatch between the
system coincident peak costs used to set prices and the
actual costs incurred at the time al the customers non-
coincident peak. While the revenue to be collected is
represented by the system coincident peak costs, the billing
units used to set the prices are the sum of all customers'
individual non-coincident peaks. This results in a lower
demand charge for everyone, but has the effect of requiring
customers who are not contributing proportionately to
the system peak to bear a greater share while those who
are contributing to the system peak bear a lesser share of

41 The alternative to using a renewable resource as the bench
mark would be to include conventional resources plus the
monetized cost of societal impacts; since this is unknowable
the prudent alternative is to use an emissions-free resource as
the benchmark.

The simplest form of rate design is the flat rate, which
is derived by simply dividing the revenue requirement for
a given class of customers by the kilowatt-hour sales, and
charges a purely volumetric price.

A very important principle of rate design is to align
the incremental price for incremental consumption with
long-run incremental costs, including societal costs. As
discussed earlier, this means that a price reflects the cost
of a new renewable energy resource (or a conventional
resource plus full environmental damage costs) plus the
transmission distr ibution and other uti l i ty services needed
to deliver that to a C0n5um@r.41 Use of short-run costs,
dispatch modeling, or a non-renewable resource as the
basis for "incremental cost" is inappropriate and misleading
to the consumer and society because it fails to recognize
the real costs associated with plant investment and resource
choices many of which have longterm consequences
on the order of a half-century or more. The issue of
whether societal costs are recovered in the utility revenue
requirement is immaterial to setting the incremental price
correctly to guide efficient consumer response This is one
reason many util ity regulators have implemented inclining

42 Individual peak demands measured in this manner are
typically referred to as non-coincident peaks.
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regions shows that where allowed to compete demand

response potential quickly bids down the prices for short-

duration capacity.

Principles for Rate Design in the
Wake of Change

l

revenue responsibility than would occur if demand charges

were based on usage during the system coincident peak.

A demand "ratchet" is a rate element that requires a

customer to pay a demand charge in every month that is

based on their highest usage during the year, often based

on summer peak demand. These provide stable revenues

to utilities, but discourage energy efficiency throughout the

year, since a significant part of the cost of service is fixed and

the savings from peak load reduction from energy efficiency

are not realized until the ratchet period has been completed.

This also has the effect of aggravating the mismatch between

on-peak costs and on-peak usage noted above.

Power SupplyCosts

I
i

Good rate design should work in concert with the
industry clean technological innovations and institutional

changes. Accomplishing this requires the application of

well-established principles to inform the design of rates that

promote economic efficiency equity, and utility revenue

recovery. This will be critical in a future characterized

by significant customer-side resource investment and

smart technology deployment. The advantages of a state

that embraces these efficiency equity and utility revenue

adequacy goals are significant especially in maintaining a

states competitiveness and promoting customer choice and

ingenuity Unleashing the potential of new technologies will

also require consideration of changing stakeholder interests

as the power sector evolves.

Best practice rate design solutions should balance the

goals of:

• Assuring recovery of prudently incurred utility costs,
• Maintaining grid reliability,
• Assuring fairness to all customer classes and sub-

classes,

' Assisting the transition of the industry to a clean
energy future,

• Setting economically efficient prices that are forward-
looking and lead to the optimum allocation of utility
and customer resources

• Maximizing the value and effectiveness of new
technologies as they become available and are

deployed on, or alongside, the electric system and

Preventing anticompetitive or anti-innovation market

structures or behavior.

Stakeholder Interests
Finding common ground on rate design among utilities,

consumer advocates environmental advocates and others

is not easy The interests are different the perspectives are
different, and even the perceived public policy goals are

viewed differently by different parties.

Power supply costs include the investment-related

capital costs of power plants and transmission costs

fuel and purchased power costs, and generation and

transmission operations and maintenance (O&M). In the

past many of these, such as capital costs and purchased

power demand charges were treated as demand-related

costs allocated to each customer class on a measure of

demand (typically class contribution to system coincident

peak average demand, or a combination of the two).

These may be reflected in individual customer demand

charges based on individual customer peak usage (not

necessarily coincident to the system peak) for large-use

(i.e. commercial and industrial) customers or, preferably

in timeof-use (TOU) energy charges.

Fuel and purchased power costs, most of which were

treated as energy-related costs, are typically allocated

among the classes on a measure of total energy consumed
(annual, seasonal, or time-varying). For electric utilities

as in other industries, capital costs, on the one hand,

and short-run incremental unit costs (e.g. fuel and

purchased power costs) on the other are substitutes. A

capitalintensive generating resource like wind solar, or

nuclear displaces fuel costs, typically gas or coal, a local
resource like a combustion turbine displaces the need for

transmission.

Likewise a market mechanism that pays customers to

reduce demand during high price periods or when the

system is under stress displaces the need for generation,

transmission, and distribution to meet short-term peaking

requirements. In restructured and competitive wholesale

power markets however, the power supply costs discussed

above in this section are nearly all recovered on a time-

varying energy basis. A small portion may be recovered in
capacity payments, but experience in the PjM and ISO-NE

Utility Interests

Utilities tend to see costs associated with generating plant

transmission, distribution, and customer billing as "fixed
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Consumer Interests
Consumers and their advocates come in many varieties.

Slate consumer advocates may sometimes have different
perspectives from low-income advocates. State consumer

HowDid High Fixed Charges Work Out
for the Landline Phone Companies?4*
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advocates are generally focused on minimizing the utility
revenue requirement and minimizing util ity rate increases
for all customers. They tend to favor a flat rate, and the
plethora of bill riders utilized by some utilities is anathema
to them." Nonprofit  consumer advocates mostly (but not

43 A case can be made that utility shareholders are only affected

during the period between the reduction in sales to solar

customers and the implementation of new rates after the

utility next rate case or potentially through a decoupling

mechanism depending on how it is structured.

Data from Federal Communications Commission44

45

costs" and generally seek a reliable method for assuring
their recovery Recently, a number of utilities have sought to
recover these costs through fixed charges or demand charges,
asserting that "fixed costs" should be recovered through
Taxed charges." The use of high fixed charges is one avenue
being pursued to provide revenue stability to the utility in
dependent of sales volumes and independent of whether the
customer deploys energy efficiency or distributed generation.

Utilities seeking high fixed charges argue that the per-
customer responsibility for distribution service is fully
independent of sales volumes to the customer because all
customers must use the distribution network and should
share equally in distribution system costs. In this view,
when solar customers reduce their usage of grid-supplied
power, their responsibility for distribution cost recovery is
undiminished. They perceive that if solar customers do not
pay these costs, then the burden falls either on other electric
consumers (after a rate case or decoupling adjustment) or
on utility shareholders." From the perspective of other
customers, this is no different than the earnings effect from
customers who reduce their usage through conservation
energy efficiency, or departure from the system. On growing
systems in the South and West, most of these reductions in
cost recovery are offset by overall growth in the number of
customers served by the utility

That said, no rate design can get around the basic
constraint that the costs of service can only be allocated
among existing customers and across their collective usage,
unless the regulator finds that a portion of these costs
should be disallowed from the revenue requirement. In
low- or negative-growth states this can create a schism
between consumers pursuing efficiency and renewable
energy sources and consumers who obtain all of their
power from the grid. The issues surrounding the use of
high fixed charges may have more to do with the adverse
impact on low-use customers (who are often lower-
income or live in urban areas or in apartments) and anti-
competitive effects on competing generating resources (e.g. ,
customer-owned DG). than recovery of costs by the utility.

Later on in this paper (see "Utility-Defensive Rate
Design Principles"), as well as in Appendix D, we discuss
why the use of high fixed charges may be a problematic
strategy in the long run compared with alternatives.
Both the telephone and cable television markets have
imposed higher fixed charges. Both have seen significant
customer and revenue attrition as customers have moved [O
competitive and volumetric alternatives. Similar results may
be expected for electric utilities that employ this approach.

Although in some states consumer bills look more like

longrunning scorecards for regulatory battles between the

utility and ratepayer advocate showing special charges for

utility victories and special credits for ratepayer advocate

victories. See for example a residential bill from any of the

large utilities in California. As a result the consumer is often

left with a clouded understanding of the prices being charged

for energy and a reduced ability to respond appropriately

3 9
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and gas rates by defining housing types and climate zones
and setting differential baselines, some water utilities allow
customers with large families or medical needs to apply for
a higher baseline allowance and this approach could be
applied to electricity"

Large industrial energy user advocates often prefer rate
designs with higher fixed charges and low volumetric
energy rates because this minimizes their bills given their
high-volume 24/7 usage. Many often seek "economic
development" discounts. They engage in DR where
profitable and seek to opt out of utility energy efficiency
programs. This group also tends to voice concerns about
the costs of RPS.

Solar Interests

l

i

l

The solar industry now employs more people than
the coal or nuclear industry in the United States and is
not a trivial interest.*8 Falling costs for PV have resulted
in a surge of customer-sited PV systems. This industry is
growing and regulators will be forced to grapple with the
impact of solar installations on the utilities they regulate
and the customers they are charged with protecting. With
respect to rate design, regulators should assure that solar
technology is fairly treated while addressing the concerns
of utilities and other customers.

The customer-sited solar industry has an interest in
ensuring that their access to customers is unrestricted and
that those customers get the maximum economic value
from an investment in solar energy Industry representatives
see pricing that recovers production or distribution costs
in fixed charges as anti-competitive behavior and an
unacceptable deployment of monopoly pricing power
that utility regulation was created to prevent. This group
favors traditional net metering, low customer charges and
inclining block rate designs that align the end block of
rates with the long-run societal cost of power (including
environmental, risk, and other costs). They also favor feed-
in tariffs (FlTs), RPS with solar carve-outs, and value of
solar tariffs (VOSTs). Current research into the actual value

always) havea pro-environment perspective. Low-income
advocates may perceive their clients to be "havenots"
in the drive for distributed energy and smart technology
who are adversely impacted when households with more
disposable income choose to invest in solar energy or
smart appliances. Their focus is on affordability for the
most vulnerable populations. Occasionally, interest groups
representing large-use residential consumers form and
they typically have a very different perspective than other
consumer advocates.

Rate design that favors energy efficiency and renewable
energy helps to minimize the overall utility revenue
requirement but may also result in higher per-kWh prices
as distribution costs are spread across lower sales levels.
Most consumer advocates will favor rate design with low
fixed charges, to ensure universal service and protect low-
use customers.

Low-income advocates have generally also favored
rate designs with low fixed charges and inclining blocks,
recognizing that the majority of lowincome consumers will
benefit. They raise skepticism about default or mandatory
TOU pricing," because some lowincome families have
little ability to shift consumption. However, they are also
concerned about high-use low-income households. Part of
the challenge is that the construction of these households
and their appliances is generally less efficient. That has
been and can continue to be addressed through energy-
efhciency programs and in some states through discounted
rates for low-income consumers. Part of the problem is
that reaching all lowincome households through energy
efficiency and weatherization will take years to accomplish
given the funding available and the large number of homes
in need.

Further the needs of large families often multi-
generational sharing dwellings due to the high cost of
housing are more challenging to address within rate design
except by designing rates to favor high-use consumers or
by designating a customized customer baseline within an
inclining block rate design. California does this for electric

47 Brown].M. (2014). Hundreds request more water amid
Santa Cruz rationing.SantaCruz Sentinel May 17 2014.
Available at: http://www.santacruzsentine1.conVgenera1
news/20140517/hundredsrequestmorewater-amidsanta
Cruzrationing

46 "Default" TOU pricing refers to the introduction of TOU
rates for a customer class and automatically putting all
customers in the class on the new rate but allowing them to
opt out. This is as opposed to offering the rate on an optin
basis which requires action on the part of the customer to
begin using TOU rates.

48 Korosek, K. (2015). In U.S, there are twice as many solar
workers as coal miners. Fortune January 16 2015. Available
at: http://fortune.com/2015/01/16/solarjobsreport-2014/
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of solar to customers who deploy it, as well as the value to

other customers tends to support the conclusion that the

value of solar equals or exceeds the "payment" to customers

realized through NEM.*9

However solar vendors that focus on the utility-scale

solar installation market may see things a little differently.

They may benefit from actions that discourage rooftop

solar installation in favor of central station solar facilities.
To the extent that the grid has limited flexibility to accept

variable power their interests are harmed when penetration

of rooftop solar begins to affect the operation of the grid.

As long as the system has constraints on the overall level of

intermittent resources, distributed solar and central station

solar interests will potentially be in competition with one

another.

include all environmental impacts of the electric system

including carbon dioxide and criteria pollution emissions,

and also other impacts such as fuel cost risk, fuel supply

risk the value of a diversified portfolio of resources, the

economic development value of stimulating new resource

development, efficient utilization of natural and societal

resources health impacts health costs, and other factors.

The regulator accepting the charge of "regulating in the

public interest" considers all of these values. They may in

some instances be legally constrained from monetizing all

of these in resource procurement decisions, but even then,

the presence of societal interests should be identified and

recognized so that legislatures and courts are aware of the

constraints they have imposed and the increased costs that

are incurred or benefits that are not realized when these

values are not monetized.

Resource Value Characteristics
Unregulated Power Plant Owner Interests

Independent power plant (APP) owners with coal or

nuclear resources are threatened by the deployment of

competing generation resources, whether they are central-

station renewable or distributed renewables. The presence

of these resources depresses power prices in the middle of

the day5° and, depending on whether theirs is the marginal
generating unit at the time, may displace the utility own

generation. This tends to make the market favor flexible

resources such as gas turbines, that can ramp up sharply

in the afternoon when the solar day ends. ImPs also have

a negative view of energy efficiency and DR, as these

resources tend to reduce prices in both the wholesale

energy and capacity markets." Conversely, unregulated

owners of flexible generation may welcome the deployment

of variable renewable energy resources, especially if the

flexibility of their plants is valued and monetized.

Societal Interests

Societal interests encompass the interests of all of the

market participants including those identif ied above, plus

all nonmarket participants and interests. Society as a whole
values overall economic efficiency Societal interests also

A good illustration of the different values of system

resources may be found in a 2012 decision of the Vermont

Public Service Board.

Figure 5 shows the multitude of measurable values of

energy efficiency These are separated into those that are

typically reflected in the utility revenue requirement and

those that are not, while highlighting those that vary in

the short run: energy, line losses and avoided reserves.

Relatively few regulators consider risk (fuel supply risk and

fuel cost risk), or difficult-to-quantify non-energy benefits

(DTQNEB) in the conservation program valuation process

and most do not consider avoided water sewer natural gas,

propane or hearing oil savings. All of these are important
elements of the total value stream that electricity efficiency

investments help procure.

in the context of this graphic, consumer interests

reflected in utility tariff rates are in the lower portion of

the graph. Utility interests in the short run, will focus

only on those items that vary in the short run, owners of

unregulated generating units may share that short-run

interest. Societal interests include the entire range. Rooftop

of the night can lead to negative prices.l
9 49 See for example MinnesotanS VOST methodology al http://

mn.gov/commerce/energy/businesses/energyleginitiatives/
value-ofsolartariffmethodology%20.jsp or Maines al http://
www.synapseenergycom/project/value-distributed-so-
larmaine

51 Litvak, A. (2014). FirstEnergy says demand response
putting power plants out of business. Pittsburgh PostGazette
November 25, 2014. Available at: http://powersource.post
gazelle.com/powersource/policypowersource/2014/11/25/
FirstEnergysays-demandresponse-puttingpowerplants-out-
ofbusiness/stories/20141 1250013

50 Power prices from competitive generation can also be affect-
ed at night. For example high winds blowing in the middle
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Figure 5

Benefits of Energy Efficiency,
Separated By Type of Benefit

Updated Externality and NEB Values $/Mwh

solar installers will want to embrace the entire

range, while central-station solar developers will

want to consider the entire group of costs at the

top of the graphic -those that are not included

in the utility revenue requirement as values of

their product. However, they may not consider

distribution costs for the utility as their product

does not displace these.
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Accepted market practice is to charge consuming

customers for use of the distribution system rather

than generators. High~voltage transmission rates

are sometimes borne by generators seeking to sell

their product to a specific utility at a specific point

of delivery

Rate design for solar customers should

adhere to the following refinements within the

three basic principles of rate design discussed

previously:

• Principle 1: A customer should be able
to connect to the grid for no more than

the cost of connecting to the grid. Only

customer-specific costs should be applied

to the bill for the privilege of connecting to

the grid and accessing grid services.

c The only truly customer-specific

costs, which vary with the number of

customers on a typical urban/suburban

electric grid, are service drops, meters

and billing services. The grid itself does not change

with the number of customers connected to it.

• If a customer is already connected to the grid and
then invests in a PV system then a one-time cost-

based fee may be appropriate to process the net

metering and interconnection agreement and to

inspect the installation if required. The rationale for

this principle is discussed at length in Appendix D.i

i

•

Time-varying rates are appropriate in both

directions. Utility time-differentiated rate designs

should treat DG customers in a symmetrical

manner. If DG produces "valuable daytime power,"

the customers installing DG should reap that

benefit through higher remuneration and likewise,

if DG customers require "valuable ramping period"

power, DG customers should pay higher bills for

that at the same rate charged to other users at that

time. Smart meters with bidirectional capability

enable the utility to offer time-differentiated TOU

and critical peak pricing (CPP) rates to their

customer base. DG and non-DG customers who

subscribe to those types of rates will be paying a

more cost-based rate and therefore there is less

chance for inappropriate apportionment among

customers. It may also be appropriate to require

Principle 2: Customers should pay for grid
services and power supply in proportion to how
much they use these services, how much power
they consume, and when they consume this
power. Nearly all utility services should be priced
volumetrically but may vary by time of day, season of
year, and by voltage level (customers only pay for the
portions of the distribution system that serves them) .
- The cost for use of the distribution grid should

be charged in relation to customer purchases
of energy and not for customer-generated
energy delivered to the grid. Customer-owned
generation should be treated in the same manner
as other generators who supply energy to the grid.
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i

no different than the recovery of newly installed

distribution facilities that temporarily represent

excess capacity or reductions in revenues associated

with customers who reduce usage through energy

efficiency, conservation, or by terminating service

altogether. In all these cases, traditional cost

allocation methodologies, based as they are on

customer usage at any given point in time, reflect

the dynamic nature of the electric system and of

its utilization by customers and have always been

considered "fair" at any such point in time.

Some participants in the regulatory process have

portrayed PV as unfairly shifting costs to other customers
or of utilizing the system in some way without paying

for it. This is a misapplication of rate design and cost

recovery principles and practice which have never charged

generators for use of the distribution system as well as

accepted cost allocation methods that are themselves

dynamic in nature. It also mischaracterizes how and when

DG customers use the distribution system incorrectly

equating injection of energy into the system with deliveries

taken from the system. in truth at any given point in

time only those customers who are taking energy from the

distribution system are using that system. When injecting

energy into the system DG customers are not using the

distribution system any more than a remote central-station

generator is using the system - that is not at all. In fact,

when energy is injected into the distribution system at the

customers location energy losses in that system actually go

down and the net effect is a negative cost - i.e., a benefit

- from the presence of the DG.

• Principle 3: Customers that supply power
to the grid should be fairly compensated for

the full value of the power they supply. Prices

paid, or amounts credited for customer generation

must consider avoided production transmission

distribution environmental benefits, losses reserves

fuel cost and fuel supply risk and other avoided costs
that their power supply may provide to the public

For some utilities, this will be more than the retail

rate and for others it will be less.

DG customers should be free from
discrimination. Most state statutes have

provisions prohibiting discrimination among

and within classifications of customers. DG

that DG customers be on a TOU rate so that what

they pay for energy and what they receive in

compensation more accurately reflects the utility

true costs.
The presence of high levels of solar on a utility

system may dramatically suppress the on-peak

period prices that affect most utility systems during

afternoon hours. If  the timevarying pricing is

changed to reflect this, the net effect is that non-

solar customers receive lower afternoon prices

as a result of solar customer investments while
solar customers receive less in the form of avoided

payments to the utility When pricing solar on a

"value" basis, some of the benefits from the price

reductions should continue to flow to the solar

producers in recognition of the fact that it is their

continued presence that creates this value for all

customers.
The PV customer should pay for power supply

and distribution service at non-discriminatory

rates for all power received from the grid.

When PV customers are drawing power from

the grid they should pay for power supply and

distribution service, and any other generation costs,

Ar the same price as non-PV customers. Until TOU

rates are universal a good temporary approach

would be to place all solar customers on a TOU

rate that has the same Fixed charges applied lo

non-TOU customers. This would ensure that solar

customers pay the lull costs of power supply and

grid services they receive.

The only component of the distribution system that

is sized to the individual demands of the individual

customer is the final line transformer. Although

these need to be sized to the maximum level of

usage (in either direction) for a DG customer this

is a very small component of the total distribution

system cost. DG customers seldom require more
capacity to feed power to the system than they

require lot their night-time consumption.

Recovery of distribution costs as customer

usage profiles change. At the distribution level,

the overwhelming majority of utility regulators

have allowed distribution costs no longer being

paid by consumers who generate power on-site to

be recovered from remaining (and new) sales. As a

practical matter, recovery of these costs across the

reduced usage caused by distributed generation is

customers should be accorded the same protection.

Fixed or other non-economically based charges

should not be imposed on DG customers. Any cost
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over lime. As smart technologies lake hold, the connection

between customer usage patterns and underlying costs

will become apparent. As this happens it is inevitable

that timedifferentiated pricing will become more

widespread. A number of time-differentiated rates have

already been utilized by utilities and are outlined below.

Their importance as part of a best practices approach to

rate design is discussed in the following pages (see "Best-

Practice Rate Design Solutions").

Time-of-Use Rates

imposed on a DG customer should be based on

a real cost to the utility system resulting from the

DG net of cost savings resulting from the DG. just

as customers who install efficient LED lighting in

their homes to reduce their bills are not charged

individually for the energy they do not consume,

neither should solar customers who displace their

purchases with solar generation .

NEM is a reasonable proxy for the value of

solar in the absence of better information.

Solar power delivered to the grid at the distribution

level is a superior product with higher value

than generic "grid power" due to locational and

environmental characteristics. These benefits

must be considered in determining the proper

lair compensation to the PV customer supplying

power to the grid. In the absence of a VOST or of

data on the various values of solar, it is appropriate

to continue the use of NEM as a proxy for those

values. It is unlikely that this will overcompensate

DG customers and likely that it will still send

sufficient price signals to the customer to make

economic choices about whether Lo install DG or

not.

Current and Emerging Rate Design Proposals

Many alternatives have been suggested for future rate

design applications from sources as divergent as the Edison

Electric Institute and the Rocky Mountain Institute. Most

recent rate design studies emphasize the need for time-

varying pricing and for some form of demand-response

pricing. At the same time, stakeholders currently face a
legacy system of non-TOU rates that are either flat across all

usage levels or are designed with increasing or decreasing

prices for increasing amounts of consumption ("inclining

block rates" and "declining block rates" respectively) They

may also include demand charges in addition to energy

charges (typically for commercial and industrial users

and in rare instances for high-use residential customers)

although various types of TOU rates have been used.

Traditional Rate Designs

TOU rates have been in use for some time in the United

States. These rates typically define a multi-hour time of the

day as "onpeak" period, during which prices are higher

than during "off-peak" hours. In most cases, on-peak

periods are limited to weekdays. Some TOU rates also

include a "shoulder" rate for usage occurring between on-

peak and off-peak periods. In some cases they are limited

to summer or winter periods and are not applied during

spring and fall periods when overall loads on the system are

not as high. TOU rates require the use of a more advanced

meter (i.e. an "interval" meter that can report usage for

specific periods of time) than is typical for non-TOU

customers. TodayS advanced smart meters can also provide

this function al yet a more temporally granular level.

TOU rates are common and often required for

commercial and industrial customers of all sizes. For
residential customers, they are in most cases optional if

they are offered at all.

TOU rates are an improvement over flat or inclining

block rates because they offer some correlation between

the temporally changing costs of providing energy and the

customers actual consumption of energy However, they

are usually not dynamic in the sense of capturing the real

underlying changes of costs from hour to hour, day to day

or season to season. If the high-cost hours cover too much

of the day however, customers may not be able to adjust

their usage to adapt. Concentrating peak-related charges
into as few hours as possible produces a better customer

response and actually tracks closer to underlying increased

costs which are themselves, concentrated into relatively

few hours of the day and year.

Time-Differentiatod Pricing
Critical Peak Pricing and PeakTime Rebate

Critical peak pricing (CPP) and its common variant
peaktime rebate (PTR) are a more dynamic variation

on the TOU concept. Under CPR prices during specific

"critical peak periods" are set at much higher prices.

It is hard to envision an electric system future without

greater utilization of time-differentiated pricing. Because

the underlying costs of providing electricity vary hourly

and seasonally, it is impossible for the customer to see an

appropriate price signal without that signal also varying
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Table 3

CPP and PTR Rate Illustrations

PeakTime RebatesCritical Peak Pricing

CPP uses pricing lo set the
consumer price for consumption
during critical peak events.

PRT uses customer rewards
(discounts) for curtailing usage during
critical peak events.

The baseline rate is lower and

customer is charges a very high
price for usage in these events.

The baseline rate is higher than for
CPP but the customer receives a credit

for reducing usage in these events. i

iI
Illustrative Rate Customer Charge:
$5.00/mo

Illustrative Rate Customer
Charge: $5.00/mo

OffPeak Usage: $.08/kWh

On-Peak Usage: $.15/kWh

Critical Usage: $.75A<Wh

OffPeak Usage: $.09/kWh

OnPeak Usage: $. 17/kWh

Critical Usage: -$.75/kWh

not vertically integrated) or short-run marginal generation
costs (for vertically integrated utilities) as they vary hour
by hour.5° Prior to the introduction of smart technologies,
only the largest customers would typically be on RTR
as it usually requires either a trained oftendedicated
employee or a third-party service provider to constantly
monitor prices and manage load in order for the customer
to take advantage of this type of pricing. As newer smart
technologies take hold some form of RTP may expand
to other customers who have smart appliances that can
monitor prices automatically, respond accordingly, and
monetize the benefits.

Typically, under CPR the customer agrees to
pay the high price during a short (e.g., three-
hour) period on a few declared "critical peak
days" of the year. There is usually a maximum
number of days (and total hours) that can
be declared as critical .-_ often three or four
hours per day ten to 12 days per year, or
less than 1 percent of the hours of the year.
Those days may also be limited to the on-peak
season usually summer or winter depending
on when the utility experiences its overall
system peak. The customer is given some
advance notice of critical peak days, usually a
day in advance. CPP is designed to produce a
response __ to get customers to reduce loads
during critical peak periods. The CPP has been
largely successful. To date CPP rates have
been voluntary opt-in rate forms, but evidence
supports setting these as default rates for large
groups of consumers.

A closely related variant to CPP is the PTR. Under the
PTR concept, rather than charging customers an elevated
critical peak price customers are given a large credit on
their bills if they can reduce usage during a peak-time
event. This requires the identification and quantification
of what the customers usage would have been (i.e., a
baseline) in the absence of the usage reduction. PTR
is distinguishable from a CPP in that it is a voluntary
program. Failure to participate does not result in any
penalty but the customer pays a slightly higher rate to
which credits are applied." Table 3 compares the two
approaches.

just as in the case of TOU, CPP and PTR both require
the use of an interval meter or a smart meter. F e e d - In  T a r i f fs  a n d  Va lu e  o f  So la r  T a r i f fs

Several jurisdictions have adopted special pricing for
compensation of solar customers for the power supplied to
the grid by these systems.

Real-T ime Pric ing
Real-time pricing (RTP) charges the customer the actual

prices being set in wholesale markets (for utilities that are

Program. Available at: http://energy gov/oe/downloads/
interimreport-customer-acceptance-retentionand-response
timebased-rates-consumer

56 New jersey has a pure RTP for their largest customers (i.e.
hourly price based on integrated average of the past hour
zonal LMP in P]Ms spot market). This is different than other
applications of RTR which are predicated on system lambda
or LMP out of unit commitment algorithms that are run a
dayahead.

55 A recent US DOE study reports that average peak demand

reductions for customers taking service on critical peak
pricing (CPP) rates were almost twice the size (21 percent)
than they were for customers participating in critical peak
rebate (CPR) programs (11 percent). However, when
automated controls were provided, peak demand reductions
were about the same (30 percent lot CPP and 29 percent
for CPR). See: US DOE. (2015). Interim Report on Customer
Acceptance Retention, and Response to TimeBased Rates from
the Consumer Behavior Studies. Smart Grid Investment Grant

4 5
RAP"M



Smart Rate Design for a Smart Future

Table 4 Value of Solar Tariff

Feed-In-Tariff for Gainesville, Florida

Category 20year
Fixed Rate

Capacity
(DC peak kilowatts)

Mounting
Configuration

Class 1 $0.21/kWh 10 kW or less
10 kW or less

Rooftop or over pavement
Ground mount

Class 211 $0. 18A<Wh >10 kw to 300 kW
>10 kW LO 25 kW

Rooftop or over pavement

Ground mount

Class 3*** $0.15A<Wh >25 kW to 1000 kW Ground mount

1

**
For projects approved and installed in 2013.

Minimum capacity requirements do not apply for Class 2 projects a
Cfass 1 system is already installed on the parcel.

° ' *  GR U did not accept Class 3 projects in 2013. Sou ice: Gainesville
Regional Utility_

F eed - In  T a r i f f s

i

I

Originating in Europe feed-in tariffs (FITS) paid a
premium price for renewable energy generally based on
the cost of the resources not the value of the output. The
payments for solar were typically higher than for wind and
the payments for power from small systems were greater
than for larger systems FITs were generally designed to be
an infantindustry incentive, providing a large and stable
payment to support the decision to invest and often were
more generous in the early years to reward early adoption.
Often, the FlT prices were set for the life of the resource or
some extended period of time.

An example is the FIT adopted by the municipal uti l i ty
for Gainesville, Florida, which applied to facilities built
through 2013 and provided these customers with long-
term contracts for the purchase of the output from the solar
DG as shown in Table 4.

F igure  6

Austin Energy Residential Rate Block and VOST (2o15)
so.20

_ Winter Summer

$0.15

$0.l 0

so.0s

A VOST is fundamentally different from
a FIT compensating the solar provider on
the basis of the value provided not the cost
incurred. Studies conducted by the city of
Austin and the states of Minnesota and
Maine, showed that a VOST will generally
provide equal or greater compensation
to the solar producer than simple net
metering, reflecting the combined high
value al the energy and non-energy benefits
provided by solar.

The VOST concept was pioneered by
the municipal ut i l i ty in Austin Texas
which established a VOST as a way to
compensate solar producers for energy
that was more valuable than the average

of utility resources that were reflected in rates. Simple net
energy metering would have given the solar customers too
little compensation given the value of their power. Since
that time Austin has raised its retail prices and reduced
the VOST. Figure 6 compares the rate blocks of the current
Austin Energy residential tariff to the VOST in effect today
Small-use customers receive more benefit from the VOST
than they would from a net energy metering rate.

As discussed later in this report more recent VOST
studies have shown significantly higher values than Austin
has adopted. These generally consider a broader range
of costs than the narrower group included in the Austin
VOST.

For utilities where only a small percentage of consumers
have installed solar systems a simple net energy metering
option will generally be easier to measure more acceptable
to consumers, and simpler to administer and will produce

fewer significant impacts on grid-dependent
customers. If solar penetration is high, the
additional costs to install smart meters capable
of bidirectional measurement may be justified
and time-differentiated pricing for power flows
in each direction may be appropriate. The
customer pays for power used on a TOU basis
and is credited (either the retail TOU rate or
a different time-differentiated VOS rate) for
power fed to the uti l i ty

'

s0.oo
ems 500 VOST501 . 1000 >1500\001 .

o w
1501 .
1,500

Source: Austin Energy
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Utility-Defensive Rate Design Proposals solar customers. As stated in a recent article, "The industry
and its fossil-fuel supporters are waging a determined
campaign to stop a home-solar insurgency that is rattling
the boardrooms of the country government-regulated
electric monopolies."°0 Meanwhile, states such as New York
are looking to reform their utility business models to be
more in line with customer preferences and choices.°1 The
uncertainty created by some of these proposals could cause
a disruption in clean energy investment. If implemented,
these proposals may drastically curtail deployment of
customer-sited DG.

High Fixed Charge Rates
The expansion of energy-efhciency programs and

customer generation coupled with a weak economy,
increasingly stringent building and appliance codes and
standards, and fuel switching has led to flat or declining
electricity sales°2 in some parts of the United States" and a
serious challenge to the traditional electric utility business
model that ties profitability to electricity throughput.°*
Utilities have sought to shore up their revenues by
imposing minimum fees or new fees to replace declining
sales. l

Recent growth in DG has been very rapid. Installed
solar capacity in the United States increased 30 percent in
2014 and residential installations surpassed l gigawatt.57
The relative success of DG has raised concerns in electric
utility boardrooms and has caught the attention of
the Edison Electric Institute." This success has led to
the proposal and implementation of rate designs that
undermine the economics for existing DG customers and
present a formidable barrier for customers contemplating
investments in DG resources." These proposals may
impair the value that DG brings to the grid and to society
as a whole. Renewable solar and wind businesses that
have relied on federal lax credits, slate RPS directives, and
NEM have a lot at stake and are reacting ro preserve their
business model. A primary goal of these policies was to
help transform the market in order to allow volume sales
to reduce the unit costs and, as has been noted above
prices have declined significantly over the past decade The
policies have been successful, and this success presents new
challenges to utility regulation.

Some utilities have proposed rate designs that are
intended to assure recovery of embedded system costs from

62 US Energy information Administration. (2015 April).
Electric Power Monthly Available at: http:// .eia.gov/
electricity/monthly/update/archive/april2015/

57 Doom]. (2015). U.S Solarjumps 30% as Residential Installs
Exceed 1 Gigawatt. BloombergBusiness March 10 2015.
Available at: http://www.bloomberg.com/news/articles/2015-
03- 10/u-ssolarjumps30asresidential-installsexceed 1
gigawatti738dw27. "GTM Research expects solar demand
this year will grow 31 percent to about 8.1 gigawatt."

58 Kind P (2013). DisruptiveChallenges:Financial Implications
and Strategic Responses to a Changing Retail ElectricBusiness.

FEI January 2013. Available at: http://www.eei.org/ourissues/
finance/documents/disruptivechallenges.pdf

59 Tong and Wellinghoff 2015.

63 Faruqui A. (2012). The Future ofDemand Growth: HowFive
Forces Are Creating a New Normaf Presentation before the
Goldman Sachs nth Annual Power and Utility Conference,
August 14 2012. Available at; http:// .brattle.coW
system/publications/pdfs/000/004/431/o riginal/The_FL1ture_
of_Demand_Growth_Faruqui_Aug_ 14_2012_Goldman_
Sachs.pdf?l 378772105. One counter to this perspective
states that the future of the electric sector is decarbonized
transport and industry and therefore electricity sales will
grow significantly over the next 40 years.60 Warwick j. (2015). Utilities wage campaign against rooftop

solar Washington Post March 7 2015. Available al: http://
www.washingtonpost.com/nationaVhealthscience/
utilitiessensingthreatputsqueeze-on-booming-solar-
roof-industry/2015/03/07/2d9 l6f88c1c9-11e4ad5c-
3b8ce89f1 b89_storyhtml

64 See Kind 2013 and Craver T. (2013). Raising Our
Game: Distributed energy resources present opportunities
and challenges for the electric utility industry Electric

Perspectives EEl September/October 2013. Available at:
http://www.edison.com/content/dam/eix/documenLs/our-
perspective/2013-09-Ol -RAlSEGAME.pdf61 See New York Public Service Commission "Reforming the

Energy Vision" at http://www3.dps.ny.gov/W/PSCWeb.nsf/
AlVCC4F2EFA3A23551585257DEA007DCFE2 .
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Figure 7

US Electricity Sales, 1985-2014
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that approximately 1.5 percent of consump-

lloI1 would have an incentive to increase

usage to the level of the minimum bill, and

over 98 percent of consumption would have a

higher incentive to constrain usage.
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Minimum Bills

for

set

Straight Fixed/Variable Rates

Utilities in some pans of the United

States are seeking changes to rate design that
sharply increase monthly Fixed charges with

offsetting reductions to the per-unit price

for electricity High fixed charges as part of

a straight fixed variable (SFV) design can

stabilize utility revenues in the near term

and are easy to administer. This approach

however deviates from longestablished rate

design principles holding that only customer-

specific costs - those that actually change

with the number of customers served - properly belong in

fixed monthly fees. It also deviates from accepted economic

theory of pricing on the basis of long-run marginal costs.

The effect of this type of rate design is to sharply increase

bills for all lowuse customers - which includes most

apartment dwellers, urban consumers, highly efficient

homes and customers with DG systems installed - while

benefitting larger homes and suburban and rural customers.

A common objection to this kind of rate is that it

discourages conservation and DG by decreasing customer

savings and increasing paybacks in customer investments

and that it results in bill increases lot low-volume

(sometimes low-income) customers while decreasing bills

for large-volume (often wealthier) customers.

Because they lower the energy rate component of the

Figure 8

Annual kph Use Per Household By Income Strata
i
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A minimum bill charges the customer a minimum

fixed charge, which entitles the customer Lo a minimum

amount of energy For example a residential minimum bill

might charge $20 as a minimum charge, which entitles the

customer to receive its first 100 kph energy included in

the price. The customer charge is usually included in the

minimum bill charge. Because some customers may have

total usage below the minimum energy threshold prices

energy above the minimum will be reduced slightly Io off

the additional revenue collected from those customers.

Minimum bills are not typically considered good rate

design, because they have an effective "zero price" for

very small levels of usage. They are better than Straight

FixedNariable rates (discussed next), which can impose

up to S50 or more as a hied charge and impose sharply

lower per-unit prices. To the extent energy efficiency

conservation and customer-sited DG would reduce

consumption below the minimum threshold minimum

bills have the effect of reducing their value. Customers

considering any of these options would tend to reduce the

magnitude of their effort as usage falls into the minimum-
bill range because no further savings could be achieved.

The key is to set the minimum bill at a level that guar-

antees the utility a certain level of revenue it can count on,

while not penalizing the vast majority of customers. Those

most likely to be harmed with a minimum bill include sea-

sonal households or households that are energy efficient and

rely heavily on DG as their major source of energy At the

$20 per month minimum bill hypothetical, it is estimated

sisooo ss0o0o s1scco >-Sloocoo
s49999 s14.999 s99999

Source: john How at National Consumer LawCenter 2014
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including any demand or other unavoidable charges.

Exit Fees

customers tariff SFV rates discourage conservation and DG

by decreasing customer savings associated with reduced

consumption, thereby increasing payback periods in

customer investments. SFV rates adversely impact those

who have already invested efficiency and DG and may

dissuade those who are considering such investments from

deploying energy efficiency and DG.

Later in this paper as well as in Appendix D we discuss

how the future is better served by reflecting costs that are not

customer-specific - including nearly all distribution system

costs - in usage-based (preferably time-varying) rates.

Exit fees are charges imposed on consumers who cease

taking utility service. In general, these are applied only

to consumers departing the system on short notice, and

for whom the utility has made significant investments to

provide service. This may be customer-specific distribution

system investments, or may be investments in power

supply intended to provide long-term service.

As a general rule exit fees are inappropriate rate

design measures. The risk of customer loss is an ordinary

business risk, for which the utility rate of return is the

compensation. In addition, overall growth in customers

and customer usage may more than offset the losses from

defecting customers enabling utilities to redeploy resources

freed up by conservation and DG to serve new customers

or increased use by other existing customers.

Where specific costs are attributable to specific customers

(for example building a substation to serve an industrial

facility) it may be appropriate to impose a charge based on

the unamortized investment if the customer did not pay the

costs of the facilities expansion as a connection charge at the

time service was initiated. However these costs are typically

addressed in special contracts between the utility and the

customer and not through a general exit fee tariff.

Best-Practice Rate Design Solutions

Overview: Rate Design That Meets the Needs of
Utilities and Consumers

Distribution System Cost Surcharges

Some states such as New Mexico, are considering
imposing new fees on DG customers that utilities argue

reflect their use of the grid. Arizona and Wisconsin have

already imposed new fees on DG customers even though

there may be no demonstrated additional costs being

incurred by the utility as a result of DG output.°5 These
new fee-based rate designs can adversely impact customers
who have made investments predicated upon the stability

of a historic rate design, as well as dissuade other customers

from deploying DG. in some states surcharges applicable

only to new solar customers are being considered. How

these provisions are applied makes a difference in the
impact they will have on new and existing customers.

If there is a grand fathering provision for existing solar

installations they will discourage new solar installations

but not penalize customers who made investments based

on expected savings.

On the other hand commissions in Idaho, Louisiana,

and Utah have rejected fixed charges on solar customers"

while California has statutorily limited fixed charges to no
more than $10 per month for all residential consumers

Figure 9 gives an overview of the appropriate rate

designs for all customer classes for both default and

optional services.°7

66 Tracy R. (2013 July 8). Utilities Dealt Blow Over Solar-
Power Systems. Wall Strcetjoumal. Available al: http://www.
wsj.com/articles/SB1000142412788732450740457859412
2250075566 and Trabish H. (2014). Utah regulators turn
down Rocky Mountain PowerS bid for solar bill charge.
September 3 2014. Available at: http://www.utilitydive.com/
news/utah-regulatorsturn-downrocky-mountain-powers
bid-forsolar-bill-charge/304455/

65 In Wisconsin, the commission did not examine utility costs
for DG customers but instead determined that a fixed
charge "more appropriately aligned costs." Likewise the
Arizona Corporation Commission granted an interim fixed
charge increase for DG customers until the utility next
rate case without examining specific costs, rationalizing
that such a move was necessary to address the "cost-shift"
from DG customers lo nonDG customers. See WI PSC.
(2014, December). Final Decision. Docket No. 5UR-107.
Available al: http://psc.wi.gov/apps40/dockets/default.aspx;
and AZCC. (2013 December 3). Final Decision. Docket No.
E01345A-330248. Available at: http://images.edocket.azcc.
gov/docketpdf/0000149849 .pd f

67 This is an update of a matrix developed in 2003 for the New
England Demand Response Initiative, reflecting changing
costs of smart grid capabilities and increased value of time-
differentiation due to the high levels of variable renewable
generation available today See http://www.raponline.org/
document/download/id/687.
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Figure 9

Rate Design Options by Customer Class

lnelining
Block Rate

TOU Rate
Fixed Time

Period

Typical
PreAMI Rate

DesignI
TOU plus

Critical Peak
Pricing

Baseline
Referenced Real

Time Pricing

Market
Indexed Real
Time Pricing

Residential Not
Available

Flat Energy
Charge

Optional if
AMI in place

Default
(if kph-only

metering
in place)

Default
(if TOU

M€l€ls or
AMI in place)

Pilot
Not

Available
Not

Available

Flat Energy
Charge

Optional if
AMI in place

Small
Commercial

020  kw
Demand

Default
(if TOU

meters in
place)

Demand Charge

Optional
Not

Available
Not

Available

Default
(until AMI
installed)

Default
(after AMI
installed)

Medium
General
Service

20-250 kw
Flat Energy

Charge

Demand Charge

Default Optional Optional
Not

Available
Not

AvailableFlat Energy
Charge

Large
General
Service

250
2,000 kw

Demand Charge
Not

Available
Not

Available
Not

Available
Customer Must Choose

Between These Two Options

Extra Large
General
Service

>2000 kw
Flat Energy

Charge

Source:Adaptedfmm RAP reseurchjur New England Demand Response lniualwe (NEDRI) 2002

Table 5

Illustrative Residential Rate Design

Illustrative Rate

$4.00/month

Rate Element Based On The Cost Of

Customer Charge Service Drop Billing, and
Collection OnlyI.
Final Line Transformer $1/kVA/mont1

$.07A<Wh

Transformer
Charge

OffPeak Energy Baseload Resources
+ transmission and
distribution

$.09A<WhMidPeak Energy Baseload + Intermediate
Resources + T&D I

s. 14/kWhOnPeak Energy Baseload, Intermediate and
Peaking Resources + T&D

e.§:
z

s. 74A<WhDemand Response
Resources

Critical Peak
Energy (or PTR)

For residential consumers the general rate design

reflected in Table 5 will serve the needs of both utilities

and consumers providing incentives for efficiency

compensation for services received, and a pathway to

a future that is less dependent on fossil generation.

Differences will be appropriate for very low-cost utilities

and very high-cost utilities. The issue of whether CPP or
PTR is most appropriate to reflect needle-peak costs is

discussed below (see "Time-Sensitive Pricing").

In the simplest of terms, this rate design recovers

customer-specific costs such as billing and collection in

a fixed monthly charge and combines power supply and

distribution costs into a TOU rate framework. This enables
fair recovery of costs from small and large customers,

and from customers whose peak demands may occur
at different times from one another, and at different

times from the system peak. It also provides reasonable

compensation to DG customers who supply power to the
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Figure 10grid at certain times, and receive power from the grid at

other limes.

70
Usage Levels and Customer Coincident

and Non-Coincident Peak DemandGeneral Rate Design Structure
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high diversity meaning different customers use power

at different times of the day This is particularly true

for multi-family customers where the utility never

actually sees the sum of the individual customer

demand on a coincident basis even at the transformer

level. Small consumers "share" most of the capacity

costs on a utility system. Figure 10 shows how small-

use customers have lower contribution to the system

coincident peak (CP). even though (relative to kph

usage) they have higher non-coincident peak (NCP)

demands ..._ which is what demand charges typically

are applied to.

Customer understanding of demand charges is poor

among large commercial consumers currently exposed

to them and there is reason to believe that customer

understanding would be very poor among residential

and small commercial consumers. While a daily as-

used demand charge for standby service is likely to be

well-understood by an industrial CHP customer this

sophistication does not extend to residential or small

Demand Charges

Demand charges are usually based on the customers

metered peak usage over a short period of time (e.g. 15

minutes or an hour) regardless of whether that usage

coincides with the generation peak, transmission system

peak, distribution system peak or the customers circuit

peak. In addition demand charges are often "ratcheted,"

which means that the customer pays a monthly demand

charge based on the maximum metered peak over a longer

than one-month period - usually a year.

Demand charges were implemented for commercial and

industrial customers in an era where sophisticated TOU

metering was prohibitively expensive. Today, with smart
meters and AMI these costs are tribal.

Although demand charges once served the useful

function of providing a simple price signal to customers

that their peak usage caused longterm costs for capacity

to be incurred to meet peak demand even when those

resources lay idle most of the time, they may not be

appropriate in the presence of current market conditions

smart technologies, and other regulatory policies.6**

Progress with demand response and the development of

robust wholesale energy markets allows utilities to meet

short-term peak needs with short-term resources obviating

the need for demand charges. Given these conditions it

is more appropriate to utilize more temporally granular

timedifferentiated rates in lieu of demand charges. AMI

provides an opportunity to move away from the rather

crude allocation of cost responsibility afforded by demand

charges, and toward a cost recovery framework that is more

focused on the costs that utilities and society incur to meet

the daily and hourly needs of the system.

A few rate analysts have recommended that demand
charges be extended from large commercial customers

(where they are nearly universal) to small commercial

and residential consumers." Some argue that this is an

appropriate way to ensure that solar customers contribute

adequately to system capacity costs. This option is inapt for

most situations for several reasons:

68 For example, daily "asused" demand charges for combined
heat and power standby rates may be appropriate. For a
discussion of this, see.Selecky j., et. al. (2014). Standby
Rates for Combined Heat and Power Systems. Montpelier Vt:
Regulatory Assistance Project. Available at: www.raponline.
org/document/download/id/7020

69 See e.g. Hledik R. (2014). Rediscovering Residential
Demand Charges. Electricity journal 27(7) AugustSeptember
2014 pp.  82-96.

•

The only component of the distribution system that

is sized to the demand of the individual consumer is

the line transformer, and this is a small portion of the

total cost of service.
Residential and small commercial consumers have

70 Presentation of William Marcus of]BS Energy to the Wester
Conference of Public Service Commissioners 2015.
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price more appropriately recovers this cost of providing
short-duration peaking capacity from the consumers
using that capacity without penalizing other consumers
whose demand may occur at other hours when high-cost
resources are not needed.

Illustrative rate designs for vertically integrated systems
are shown in the next section.

Pricing for Restructured Utilit ies
In general pricing for restructured uti l i t ies would be

similar to that for vertically integrated util it ies except that
the power supply charges will be separately stated, or even
separately billed.

•

First and foremost the monthly fixed charges should
not exceed the customer-specific costs incurred.
Second, demand charges should be used sparingly
and only be applied to recover the cost of customer-
specific capacity typically line transformers, primarily
for customers having dedicated transformers.
Third, most distribution costs should be reflected on
a TOU/CPP or TOU/PTR basis, to reflect recovery of
basic distribution infrastructure costs across all hours,
and to reflect recovery of long-run marginal capacity
costs to "upside" that system to meet requirements
during on-peak and critical-peak hours.
Default energy service should have the same time
periods and rate differentiation as distribution
charges, this avoids customer confusion .
Consumers desiring a nondifferentiated price may be
able to con[Iac[ with a competitive energy supplier lo
accept the risk of high costs during some periods and
bundle the cost of risk management into a contracted
p r i c e . "
Considerable education is needed IO assist customers
in the transition to default TOU and CPP/PTR pricing.
As discussed, a period of shadow billing before the

71 Manitoba Hydro for example imposes a residential

customer charge of $7.28 on residential consumers with
200 amp and smaller panels but $14.56 on consumers
with larger electrical panels. Burbank Water and Power
(California) implemented a similar approach in 2015.

l

l

l

lil

72 Or some restructured states may offer standard service offer
(SSO) customers both a time differentiated and fixed default
rate. In this case, competitive retail electric service (CRES)
providers will have a marketbased price to compete against
for both SSO rate types. This approach should exert some
market discipline on CRES.

commercial users.
• Solar customers may actually contribute power to

the grid during peak periods, reducing capacity costs
for the system, imposing a non-coincident demand
charge would be unfair in that situation. To the
contrary, a time-varying NEM tariff automatically
credits solar customers for this benefit and a properly
designed VOST should do the same.

• The same time periods should apply to both power
supply and distribution pricing. There may be periods
on weekends when residential distribution circuits
are congested even though power supply is not, and
asking customers to keep track of two different time-
varying rates is likely to be confusing.

• Timevarying prices can more equitably recover actual
peak-oriented costs from all customers, including
solar customers. Considerable education is needed to
assist customers in the transition to default TOU and
CPP/PTR pricing. As discussed a period of shadow
billing before the rate taxes effect may be an important
element of this education.

A monthly fixed charge based on a transformer rental
charge may be appropriate particularly on rural systems
where Most transformers serve a single customer. Some
utilities already apply this as a "facilities" charge, on the
order of $1/kW-month based either on the customer
panel size the measured demand, or the actual size of the
installed line transformer." Our il lustrative rate designs
include this element, in part to focus attention on how
small a demand charge applied to a residential customer
should be to recover only customer-specific capacity costs.

Demand charges imposed on non-coincident peak
demands are not appropriate for cost recovery of any
system costs upstream of the line transformer and
coincidence should be tied to utilization al specific parts
of the systems where costs are incurred - that is, at the
generation, transmission distribution, or even circuit
level - which do not necessarily incur peak usage at the
same time. For utilities in restructured markets (where
uti l i t ies primari ly own distr ibution but not transmission
or generation), demand response pricing will be used to
provide short-duration capacity at specific points along the
distribution system, not to signal investment in generation,
transmission, and distribution systems. Even for vertically
integrated utilities the presence of more robust wholesale
markets means that these shortterm needs can be
procured on a short-term basis rather than on a long-term
"build and own" basis. A critical peak or real-time energy

l5 2
RAP"M



Smart Rate Design for a Smart Future

Table 6

Cost Recovery in a TOU Rate Design

PeakOn-PeakOIL-PeakCustomer Mid-Peak

Generation

rate taxes take effect may be

an important element of this

education.

Illustrative rate designs for

restructured systems are shown in the

next section.
Bascload

intermediate
Peaking

Transmission

Time-Sensitive Pricing:
A General Purpose Tool
TOU Energy Charges
Combined with CPP Generation-Related

Reliability-Related
Economy Energy Related

Distribution

?

Substations
Circuits
Line Transformers

Meters

Billing and Collection
Quarterly Costs
Monthly Costs

Demand Response

that price, applied Lo the consumption that does

occur served by resources built for longer periods of

service. But that price would generate revenue that

would contribute lo cost recovery for production,

transmission and distribution costs for kilowatt-hours
that flow as well.

Table 6 provides rough guidance as to what costs are
reflected in each element of this type of rate design.

Illustrative rate schedules for different classes of

consumers reflecting this guidance are shown in Table 7.

in these rate schedules the only demand charges imposed

are for customers with dedicated transformers all other
costs are reflected in the TCU energy prices. A CPP rate is

demonstrated in combination with TOU prices but not a

PTR option. This reflects a judgment that the effectiveness

of CPP is demonstrably superior even though customer

acceptance is higher for PTR. The advantage of PTR is

that it offer s a no-risk option to introduce customers to

There are a number of time-varying

elements of cost in the generation and

delivery of energy Defined narrowly

this would only include recognition

that, because the order in which

generation is utilized is based on a

system of economic dispatch, on-

peak power generation will always

be the generation with highest short-

run marginal cost - that is the least

efficient power plant with highest fuel

costs per kph at that point in lime.

The challenge is to set prices that

are sufficiently targeted to produce

the desired result, without causing too much customer

confusion. The more than 100 pilots using time-varying

pricing provide clear guidance on this point."

In terms of customer understanding and behavioral

response, experience shows that the most effective rate

structure is a two- or three-period TOU price, coupled with

either a CPP element or a PTR element. This rate design

should recover a portion of generation transmission, and

distribution costs in each of the three major time periods

with the recovery of those costs concentrated into the on-

peak periods.

Consistent with Garfield and LovejoyS guidance as
introduced earlier a model TOU rate would ensure that:

Every kilowatt-hour sold should make some

contribution to system capacity-related costs.

• Peak-period and mid-peak-period kilowatt-hours
should recover a larger share of system capacity-
related costs than off-peak kilowatt-hours.

• The price for the critical peak hours should be based
on the cost of operating a demand response program

for those hours, because it is less expensive to induce

customers to curtail usage for short periods than to

build resources for those rare circumstances. But

73 See Faruqui A. et al. (2012). TimeVarying and Dynamic
Rate Design Montpelier VT: Regulatory Assistance Project.
Available at: http://www.raponlineorg/documentfdownload/
id/5l 3l
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Table 7
Illustrative Rates Reflecting Rate Design Principles

Vertically-Integrated Systems

Secondary Voltage Classes

Unit Residential
Medium

Commercial
Small

Commercial

Transmission
Large Primary Voltage Voltage

Commercial Industr ial Industr ial

$10.00$/Month $4.00 $25.00 $100.00$50.00 $200.00Customer Charge

Off-peak
Mid-Peak
On-Peak
Critical Peak

$0.070

$0.090

$0.140

$0.740

$/kwh
$/kwh

$/kwh
$/kwh

$0.07

$0.09

$0.14

$0.74

$0.07

$0.09

$0.14

$0.74

$0.070

$0.090

$0.140

$0.740

$0.06

$0.08

$0.13

$0.70

$0.05

$0.07

$0.12

$0.65

Restructured Systems

Secondary Voltage Classes

Uni! Residential
Small

Commercial
Large

Commercial
Medium

Commercial

Transmission
Voltage

Industr ial
Primary Voltage

Industr ialDistribution Charges

$10.00S/Month $50.00$4.00 $25.00 $100.00 $200.00Customer Charge

OffPeak
Mid-Peak
On-Peak
Critical Peak

$/kwh
S/kwh
$/kwh
$/kwh

$0.040

$0.050

$0.060

$0.240

$0.04

$0.05

$0.06

$0.24

$0.03

$0.04

$0.05

$0.20

$0.04

$0.05

$0.06

$0.24

$0.04

$0.05

$0.06

$0.24

$0.02

$0.03

$0.04

$0.15

Default Power
Supply Charges

OffPeak
Mid-Peak
On-Peak

Critical Peak

$/kwh
$/kwh
S/kwh
$/kwh

$0.03

$0.04

$0.08

$0.50

$0.03

$0.04

$0.08

$0.50

$0.03

$0.04

$0.08

$0.50

$0.03

$0.04

$0.08

$0.50

$0.03

$0.04

$0.08

$0.50

$0.03

$0.04

$0.08

$0.50

dynamic pricing and gain their attention and interest.

The disadvantage of PTR is that a utility with a

problematic system peak has less ability to measure

and hence rely on customer participation as a means of

curtailing load during a critical peak event. With CPR those

that use high volumes of electricity during peak periods

pay the cost of that usage. This does not occur with PTR,

where the cost is spread among all customers if the PTR

response is inadequate to curb the rise in peak demand to

the extent the utility was seeking. However, the regulator

may reasonably prioritize customer acceptance over
economic efficiency

The illustrative rate designs below would yield

approximately the revenue level of the average electric

utility in the United States today All of the rates essentially

reflect the same costs. All classes served at secondary

voltage have separate demand charges assessed for recovery

of line transformers, the only system component sized
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with consideration of individual customer demands. All

shared capacity costs are reflected in the TOU rates, so

that customers share these costs in proportion to their

usage. The larger customers may have very different usage

patterns, and benefit (or be harmed) by the TOU rate

design, so the average revenue for each class would not
be the same, even where the underlying prices may be the

same.

on traditional billing, but are shown through their

monthly bills what they could save.

Customer guarantee:Each customer could be

served on the tariff that provides them with the

lowest annual bill during the transition period. If

the complex rate results in a higher annual bill, the

customer is automatically charged on the basis of the
lover-cost rate.

"Hold harmless" and first-year bill forgiveness

programs: These provide important consumer

protections during a pricing transition.

Multi-year data: The development and deployment

of more sophisticated bill comparison software

incorporating multi-year individual customer

interval data could inform a customer whether their

subscription into a certain rate design offered by a

competitive retail electricity supplier (CRES) would

lead to higher bills than the TOU default rate and

what steps they can take to come out ahead. These
could include specific energyefficiency measures or

peak reduction control technology

Best practices:Utility timedifferentiated pilot
programs that have worked well provide key

lessons.76

Low-income rate programs: This option

can provide an important safety net for at-risk

populations.

• Deploy targeted energy-efficiency and demand-

l
l

An Opt-Out Regime and Customer Education

TOU pricing is a more economically efficient way to

charge customers for their electricity use than a fixed

average rate since it tracks more closely to the changing

cost of electricity during the day and the on-peak cost of

congestion on the transmission and distribution system.

Utility rate experiments have allowed customers to

choose whether to participate in the rate pilots ("opt in")

and in those cases where customers had to "opt out" or

are forced to be on a rate there are typically customer

protections at the end of the experiment.
From a customer enrollment perspective, however,

"default TOU rate offerings are likely to lead to enrollment
levels that are 3 to 5 times higher than opt-in TOU rates."7*

The SMUD SGIG-funded project provides empirical

evidence that supports offering of time-varying rates

to residential customers under default environments."

Overall, rates should be lower with time differentiation

and CPP because customers would not have to pay a risk

premium for the flat rate. lligher participation rates should

lead to decreasing system costs that benefit all customers.

The transition to a default TOU and CPP/PTR pricing
regime will require extensive customer education.

Consideration should be given to the following options:

• Dual or shadow billing: Some customers stay

response programs:Customers who would be worse

off under TOU or CPP rates, especially lowincome

customers should be targeted for energy efficiency

and demand response programs that can mitigate the

impact of those rates or possibly move them from the

"worse off" Lo the "better off" category

gov/files/SMUD_SmanPricingOptionPilotEvaluationFinalCom-
bol 1_5_20l4.pdf

)
I

74 See Faruqui A. Hledik R. and Lessem N. (2014 August).
Smart by Default. Public UtilitiesFortnightly Available at: http://
www.fortnightlycom/fortnightly/2014/08/smart-default;
and US DOE 2015 which states: "Opt-out enrollment rates
were about 3.5 times higher than they were for optin, and
retention rates for both were about the same. While demand
reductions for optin customers were generally higher, one
utility found optout enrollment approaches to be more cost
effective than comparable opt-in offers due to significantly
higher aggregate benefits and lower marketing costs."

75 George S. et al. (2014). MUD SmartPricingOptions Final
Evaluation p. 4. Prepared by Nexam for Sacramento Municipal
Utility District (SMUD). Available at: https:// tsmangrid.

76 See: US DOE 2015 US DOE. (2014 September).
Experiencesfrom the Consumer BehaviorStudies on Engaging
Customers.Smart Grid Investment Grant Program. Available
at http:// nenerggov/siteMproWHled20l4/11/fl9/
SGCustEngagementSept2014.pdl; Lundin B. (2014).
Utilities now have a smart grid customer education model.
SmartGrid News January 8 2014. Available al: http://
www.smartgridnews.com/story/utilitiesnow-have-smart
grid-customer-education-modeV2014-01-08, and PEPCO.
(2013 March 19). AMI Implementation Customer Education
Plan Phase II. Available at: https://www.smartgrid.gov/sites/
default/files/Pepco_Plan__Phase_11.pdf.
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\'. Rate Design for Specific Applications

Rate Design That Enables Smart
Technologies

S
mart technologies need smart rate design in order

lo take advantage of their functionality Smart

meters allow utilities to manage diverse power

flows. Smart meters and associated MDMS and

SCADA provide the opportunity to achieve multiple
benefits, including energy and demand savings and

operational benefits. The common elements of utility
operating benefits afforded by smart technologies are

outlined in Table 8 below.

Table 8

77Common Elements of Utility Operating Benefits of Smart Meters

Smart meter deployment is expected to reach 91 percent

of the United States by 2022.78 It is important to note,

however that merely installing smart meters does not alone

facilitate advanced pricing MDMS investments, billing

engine modifications, and sophisticated rate studies are
needed to develop advanced pricing."

Smart meters can enable advanced pricing mechanisms

but given the relative price-variability risks and economic

rewards of different types of pricing the desired consumer

rewards of lower bills are applicable only to a subset of
pricing options. Figure ll shows this risk-reward tradeoff

and where smart meters become relevant and useful.

Note that in some restructured

states with retail competition and

smart meters metering and billing

services can (or must) be provided

by a competitive provider.

Apportionment and
Recovery of Smart Grid Costs

I

1T

Reduced manual meter reading cost

Reduced problem investigations

Improved meter accuracy

Reduced meter testing

Elimination of lock rings

Reduced need for use of estimated bills

Reduced theft

Improved read-tobill time

time-varying pricing for energy cost savings

Demand-response enablement

Identification of stressed transformers Improve

Improved billto~pay time

Reduced uncollectible bills

Improved 3ccoul1[jng

Call center cost reductions

Improved asset utilization

Outage reporting

Improved outage management

Reduction in lost outage sales

Dynamic pricing for peak load control

Reduced line losses

d cost allocation accuracy

Smart meters, and the support

systems necessary for them to

realize their full potential, are a
costly investment. These costs have

been justified by the full spectrum
of benefits described above, many

of which are related to energy
savings peak load management

and distribution cost controls

not just the billing of consumers._

78 Telefonica. (2014]anuary). The Smart Meter Revolution:
Towards a smarter future. Available at: https://m2m.telefoni-
ca.com/multimediaresources/the-smart-meterrevolutionto
wards-a-smarter-future.

77 King. C. (2010 October 14). Making the BusinessCase for
smart Meters [Presentation]. Smart Grid Newsletter Webinar
p. 10. Available al: http;//assets.Ftercemarketsnetlpublic/
smartgridnews/eMeter_Oct_ 14_2010_Biz_Case_Rev3_ 1 _.
pd

79 Lazar 2013.
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Figure 11

Conceptual Representation of the Risk-Reward Tradeoff in Time-VaryingRates***'
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Therefore, these additional costs of smart meters should

not be recovered in Fixed monthly charges. Traditionally, in

utility cost analysis, "meters" were considered a customer

related cost, allocated based on the number of customers

in each class because each customer typically required one

meter. Those costs were typically reflected in rates as part of

the monthly customer charge.

When those meters only performed the function of

providing input to the billing system, this made sense

however, smart meters are very different. Because of all

Table 9

Cost Classification Appropriate for Smart Meter and MDMS Costs

Smart Meter and MDMS Fadlitatcs Classification Basis

of the nonbilling functions that smart meters provide a

portion of the cost of smart meters and the associated data
collection and data management system should be treated

as energy costs, peak load management costs, distribution
system reliability costs or other types of costs, not just

as customer-related costs. Smart meter functions related
to capacity reliability, or other aspects of the electric

system should be recovered in the same manner as other

investments made for those purposes.

Charges associated with connection and disconnection
of customers are usually separately

billed. Accordingly the costs of
smart meters allocated to these

functions should not be included in
monthly fixed charges, but should

recovered through separately billed

fees. Table 9 reflects the appropriate

classification of costs associated with

some of lll€ more important smart

ID

Time-Differentiated Pricing (TOU)

Dynamic Pricing (CPP) Demand Response

Bidirectional Measurement

distribution Optimization

Remote Disconnection and Reconnection

Energy and Demand

Demand

Energy

Capacity and Energy

Separately Billed, as Applicable
80 Adapted from Faruqui et al. 2012.
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ramp-up in a net of benefits r ider. A number of regulatory
examples are instructive:

9

l

Duke Energy Ohio Smart Grid Audit and Assessment/
Ohio PUC: calculated $383 mill ion in net present
value operational benehls over a 20-year period.82
Duke Energy Ohio agreed to reflect a total of $56
million in operational benefits for the years 2012
through 2015 in their existing net of benefits smart
grid rider,83 and to account for all benefits in the next
rate (ja5€.84
California Public Uti l i t ies Commission (CPUC) /
Southern California Edison: $1.4246/month in smart
operational benefits with each smart meter that the
util ity puts into service. The Southern California
Edison Co. was required to credit $1 .4246 of the
operational benefit per month beginning eight months
after the smart meter is reflected in rate base.85
Oklahoma Corporat ion Commission/Oklahoma Gas
and Electric: Immediate deduction of operational
savings from the revenue requirement when smart
grid systems went into service.8°

Sma r t  Ra t e s  f o r  Sma r t  T e c h n o l o g i e s
The term "smart rates" is used here to describe those

rate designs that require the type of data collection
that smart meters provide and which are expected to
produce significant peak load reductions, reduced energy
consumption, improved system reliabil ity, improved power

r quality and reduced emissions. These include:
• TOU (w ith  and w ithout technology such as in-home

meter and MDMS functions.
Smart meters and the associated MDMS perform

multiple functions. The costs associated with smart grid
investments should be apportioned so that all aspects of
utility service that benefit share in the costs. Simply stated
to justify deployment of smart meters and an MDMS, there
should be an expected net savings to the utility customers
over the life of the investments. No single category (energy
capacity, customer) should be assigned costs that exceed
that particular benefit. These multiple benefits should
mean that the customer billing function is at least no more
costly than before deployment of the new systems and in
fact, given the expected savings in the billing and customer
service costs should reflect a net savings in the long run.
At the time of smart meter installation, the monthly fixed
charge for billing and collection functions should therefore
be reduced, to reflect the multiple anticipated benefits of
a smart meter implementation. This could take place in a
general rate case or during the smart grid ramp-up in a net
of benefits rider that would reduce not only the monthly
customer charge, but also the capacity and energy-related
charges to reflect the total benefits net of incremental costs.

To date three separate approaches have been used for
smart grid cost recovery They are special purpose riders,
riders with limits based on expected economic benefits,
and traditional rate case treatment, which is subject to a
prudence review.81 The risk to consumers is greater with
special purpose riders without limits and less when the
utility is required to file a rate case. In a net of benefits ride
approach the smart grid investment risk is shared between
customers and util ity shareholders by putting the util ity
at risk to actually achieve the promised cost savings. In all
cases smart grid costs should be apportioned so there is
a net savings to the customer billing energy and capacity
classification to reflect the multiple benefits of a smart
grid implementation, in essence - rates and bil ls should
decline as a result of smart grid deployment. This can
take place in a general rate case or during the smart grid

displays),
• PTR (w ith  and w ithout technology),
• CPP (with and without technology), and
• RTP (w ith  and w ithout technology).
Aside from the TOUoriented rate designs, payment and

credits based on specific services, such as the provision to
voltage regulation spinning reserves, frequency control or
other ancillary services will need to be provided.

gov/files/Duke_Energy_Ohio_Smart_Grid_Audit_

Assessment_20l 104.pdf

83 Settlement Hled in Duke Energy Ohio Case No. 10-2326-GB
RDR.

81 Alvarez R (2012). Maximizing Customer Benefits:
Performance measurement and action steps for smart grid
investments. Public UtilitiesFortnightly January 2012 p. 33.
Available at: http://www.fortnightly.com/fortnightly/2012/01/
maximizingcustomer-benefits

84 Ibid.

85 CPUC Decision No. 0809-039 (September 18 2008) pp.
3738.

82 The MetaVu Duke Energy Ohio audit report includes
26 separate operational benefit categories. See Metavu.
(2011]une 30). Duke Energy Ohio Smart Grid Audit and
Assessment p. 72. Available at: https://www.smartgrid.

86 Alvarez, 2014, p. 258.
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Figure 12
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The effectiveness of different TOU rate designs varies

considerably Figure 12 shows a comparison of pilot

program peak reduction results for a variety of smart rates.

CPP rates clearly show the greatest promise of delivering

strong peak reductions by customers.

Looking Ahead: Smart Houses, Smart
Appliances, and Smart Pricing

years and consecutive

events."8*' Furthermore

enabling technologies

(in-home displays

Smartphone applications

smart thermostats, and

appliances) enhance price

responsiveness. TOU

and CPP rates may also

be fairer [O customers

than traditional flat rates

because customers who

contribute more to the

increased costs of peak

usage are made to pay

m0re.89
By having rates that

reflect system value ,

customers can and will

take action that over

the population and over

time will reduce system

costs, and in so doing reduce costs and thus rates for

everyone. Overall then rates should be lower with time

differentiation and critical peak pricing. Utility rates include

both an operating expense provision and a risk element in

the rate of return to enable the utility to purchase high-

cost energy as needed during extreme periods. Because
customers are directly bearing this risk at the time it is

experienced the base rates for non-critical periods will

logically decline slightly
A demonstration of the power of rate design in

influencing customer behavior is depicted in Figure 13

which shows results of 30 different pilot programs. The

impacts on reductions in peak demand are grouped by rate

type and whether customers have enabling technology

Evidence shows that advanced pricing works best with

technology enhancement to enable automated response to

higher prices that can tie directly into time-differentiated
prices. Over 200 time-differentiated rate tests have been

conducted worldwide with differing results. The consensus

of these pilot programs is that customers respond to prices.
The modified consumption patterns "persist across several

8987 Faruqui et al. 2012. Traditional flat rates force all customers to a rate based on
the average costs assigned to the class, to the detriment of
customers who use less onpeak and therefore have less
costly consumption patterns.

88 Saner Sergio S. (2014, August 6). Dynamic Pricing:

Transitioning fromExperiments to Full Scale Deployments
[Presentation. The Brattle Group, p. 6. Available

at: http:// .nga.org/files/live/sites/NGA/files/
pd f/2014/1408M ichRetreatDynamicPricing_Sergici .pd f
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Figure 13

Q0Impact of Enabling Technologies on Customer Price Response
50%

l
l

Increase in response due to enablulg technology

Response to price only
40%

Average increase in response = 90%

Notes: Chart shows only treatments testing price and technology side by side.
Technology included automation (Ag. smart thermostats)
and/or information (Ag inhome displays).
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Pricing Signals for

Smart Appliances
Figure 14 reflects

the multitude of smart
appliances in a smart home.

In order to fulfill their

smart functions most of

these appliances must be

integrated into an energy

management system
which responds to the

dynamic pricing signal of

the underlying rate design

or connects to a customer

preferences profile.

A number of technology

companies are developing

products that interface
with a utility smart grid

deployment. General

Electric, for example has

developed smart appliances

that communicate with

their smart thermostat

to manage appliance
electricity usage based on

real-time utility pricing. 90 Sergic i  2014. p. 4.

9 ] Source: SmanerUtilitycom
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Figure 15

Comparison of Results with and without Technology Enhancement"
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Energy Management Systems and Dynamic Pricing Value of DER Pricing
In order for homes lo respond to dynamic pricing either

manual customer intervention or automated technology

needs to be deployed. As reflected in Figure 15, experience

shows that automated technology provides greater energy

benefits by far. To achieve this, energy management

systems smart appliances or both are required.

Rate Design for Customers w i th
Distributed Energy Resources (DER)

Historically customers were not given any price signal

about the value DER provides the electric system. DG,

energy efficiency, and DER were largely ignored by utilities

and regulators. This changed in the late 19705 with the

passage of the Public Utilities Regulatory Policies Act

(PURPA), which provided for mandatory purchase of power
from customer-sited generation" or what we now call an

FiT. It also changed with early efforts to increase end-use
energy efficiency and bring it within the realm of system

planning processes through the concept of integrated

resource planning (IP).

Today energy efficiency and demand response are rec-

ognized as important resources on the electric grid and

The term DER includes energy efficiency distributed

generation, and demand response. Realization of the

potential benefits of DER requires TOU/CPP (or PTR) rate
design.

92 Faruqui et al. 2012, p. 32.

93 Through payments for DG at the utility avoided generation
cost a precursor to the FIT.
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customer-sited DG is on an accelerated course [O become an

important generating resource. DER enables the displace-

ment of generation, transmission, and distribution costs on

a cost-effective basis. To take advantage of this, appropriate

rate design and planning processes will need to be in place.

DER Compensation Framework
A number of compensation mechanisms have been

considered by regulators for distributed resources. They

range from value to grid approaches using avoided costs

to the establishment of a system of distribution credits.94

What value the distributed resource provides to the grid

is determined using avoided cost calculations that can be

made systemwide or preferably are location specific. While

the former uses an average rate for DER the latter is based

on loca1ion-specihc costs and projected growth rates.

Locational Value of DE R

i

Providing incentives or preferential pricing for DER

located in areas of congestion can be beneficial to the

distribution system Critically sited and timely DER

can lead to the postponement or avoidance of costly

upgrades. A distribution utility would have to make known

preferential locations to prospective DER developers and

provide some form of incentive9°
Some of the earliest energy-efficiency programs

operated by electric utilities were directed at locations with

impending reliability problems due to distribution system

cor1straints.°7 "Hot spots" on the distribution system stem
from congestion linked to overloading of the distribution

infrastructure. Locational marginal pricing (LMP) provides

a mechanism for revealing the cost of supplying the next

unit (e.g. megawatt) of load at a specific location or node

in order lo send a price signal for avoiding or eliminating

congestion. It takes into account bid prices for generation,

the flow of power within the transmission system, and

power transfer constraints.98 LMP is a tool targeted

primarily at organized hourly or daily wholesale markets

although its underlying framework is applicable at the

retail level. However, retail customers are not typically in a

position to respond to a dynamic LMP regime An approach

tailored to the retail market is required to implement the

concepts of LMP at that level.

The pragmatic way to reflect locational values to

residential and small commercial consumers is through

targeted incentives for peak load management as are

typically provided by energy-efficiency suppliers and

demand response aggregators not necessarily through

complex retail rate designs that consumers may be

Postage stamp rates are a form of cost averaging among

customers in the same rate class that is taken for granted

by many rate analysts. Urban and multifamily customers

require less investment in distribution facilities per customer

or per kilowatt-hour than suburban and rural customers, but

nearly all utilities charge all residential customers the same

rates and do not distinguish on that basis." Customers with

overhead distribution service are cheaper to serve (but have

more outages) than customers with underground service. But

with nearly all utilities both pay the same rates. Customers

with low usage may use only their ratable share of existing

low-cost resources, and not require the more expensive new

resources that drive many rate increases.

97 Tacoma Power 1979 and Snohomish Public Utility District
1983-84 both concentrated energy efficiency on electrically
heated homes located on stressed distribution substations.

94 Moskovitz D. (2001 September). DistributedResource
Distribution Credit Pilot Programs: Revealing the Value to Con
sumers and Vendors. Montpelier, VT: Regulatory Assistance
Project. Available at: http:// .raponline.org/docs/RAP_
Moskovitz_DistributedResoL1rceDistributionCreditPilotPro-
grams_2001_09.pdl

95 Commonwealth Edison and NV Energy are notable

exceptions with lower rates for multi-family consumers.

98 Arsuaga R (2002). Primer on LMP Available at: http:// .
elp.com/articles/print/volume-80/issue-12/powerpointers/
primer-on-lmp.html. A nodal price in an LMP system is the
incremental increase in total system cost associated with
supplying the next increment of load at a specific location
or bus. in a constrained system the next increment of load
at a given bus is typically supplied by adjusting the output
of more than one generator each contributing to the load
in a ratio dictated by the physical attributes of each system
and the location of the bus relative to other elements in the
system. Typically the output of some generators must be
decreased when the output of other generators is increased
to prevent the flow on constrained lines from exceeding the
constraint

96 The State of Vermont for example designates specific areas
for Efficiency Vermont to target with peak load reduction
measures each year. See https://www.eff1ciencyvermont.com/
About-Us/Energy-Efficiency-lnitiatives/Geographic-Targeting.
See also Greentech Media. (2014 July 21). Con Ed Looks to
Batteries, Microgrids and Efficiency to Delay $1B Substation
Build. Available at: http://breakingenergycom/2014/07/21/
con-edlooks-to-batteries-microgrids-andefficiency-to-delay-
lb-substation-build
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and should be compensated for providing that value.

Recovery Strategies for DG Grid Adaptation
Costs

unlikely to understand. Candidate zones are those that

are approaching the maximum capacity of the affected

part of the grid with low to moderate growth rates over

the medium to long term." When DER is placed in a

congested area or otherwise desirable location with respect

to the grid, a pricing approach based on the utility avoided

costs provides compensation to the DER customer. In this

manner DER that is tactically located and more valuable

to the utility will receive greater compensation than DER

that is built simply to serve a customers generating load.

One way to compensate the customer is through the use

of a distribution rate credit, which pays a premium (above

the generally applicable rate) for distributed resources

that locale in an area targeted for nearterm distribution

upgrades and which accommodate postponement or

avoidance of the upgrade. The same is true for other DER

resources such as demand response and energy efficiency

All of these scenarios offer opportunities for better

association of costs with prices. The question for regulators

may be more a matter of customer acceptance than one

of theory because customers located physically close to

one another but served on different distribution circuits

would see different pricing and programmatic incentives.

In addition regulators would want to consider whether

the costs associated with any form of location pricing,

especially where whole new rate classes are created is

worth the benefits to the affected customers.

l

lOther Benefits of DER

Separating out the existing cost analysis into its

constituent parts - energy demand, and ancillary services

- can also support smarter demand response and DER

investment. Providing a market for DERprovided ancillary

services will support DER investments that help the grids

reliability and resiliency For example, Germany (and a

current proposal in Hawaii) requires smart solar inverters

to perform certain functions, such as power ramping and

volt/VAR control which lead to more grid stability and

improved power quality DER with smart inverters are more

expensive, but more valuable than DER with older inverters

Recovering the costs of grid modihcalions associated

with DG is a topic of considerable controversy Even

without a need for grid modification, in the absence of a

revenue restoration mechanism such as decoupling (see

"Revenue Regulation and Decoupling"), solar installations

operated with NEM reduce utility revenues and may

result in reallocation of non-generation costs to remaining

consumers if growth on the system does not absorb these

costs. With very high levels of renewable energy additional

distribution system and generation costs will likely be

incurred to integrate more distributed and intermittent

resources. Utilities and consumer advocates may seek to

recover these costs during the hours that DG customers

are net consumers from the grid. However whether this

is appropriate depends on the associated benefits that DG

provides to all non-DG customers.

In Hawaii, where these modifications are more

imminently needed, Hawaiian Electric has proposed a

significant revision in compensation to solar generators

as part of a proposal to raise the cap on allowed levels

of solar installation. The Hawaiian Electric proposal in

the short run includes lower compensation to new solar

producers for power fed lo the grid and in the long run

includes higher monthly fixed charges to recover grid costs.

The reaction has been hostile from affected interests -

consumers and the solar industry alike. The Hawaii PUC

Chairman reached an agreement vo with Hawaiian Electric

to resume rapid approval of solar connections but without

approval of the lower compensation for power fed to the

grid, consideration of higher fixed charges was retracted by

the utility in the context of a pending merger application.

This work in Hawaii may be a postcard from the future

for mainland utilities. The overall plan to adapt to high

levels of DG in Hawaii, motivated in large measure by

a determination to dramatically reduce the amount of

fuel oil required by the Hawaiian economy,101 includes

connection [Press released. Available at: http://puc.hawaii.
gov/wp-content/uploads/2015/03/NewRelease.20150227.pdf

I

99 See Shirley, W (2001). Distribution System Cost Methodologies
for Distributed Resources. Montpelier VT: Regulatory Assis
tance Project. Available at: http:// .raponline.org/docs/
RAP_Shirley_DistributionCostMethodologiesforDistributed-
Generation_2001_09.pdf

101 For more detail on the Hawaii Clean Energy Initiative see:
http://www.hawaiicleanenergyinitiative.org/about-thehawaii-

clean-energy-initiative/.
100 Hawaii PUC. (2015 February 27). PUC Chair and HECO

President Sign Agreement to Address Residential PV Inter-
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•

the following examples of grid modifications, beginning
adjacent to the consumer premises and working upstream:

•  L ine  t ransformer: Line transformers must be sized
to handle the maximum flow in either direction.
Where multiple residential or small business
consumers share a transformer, the transformers are
normally sized based on the estimated coincident
peak usage or DG generation of the customers served
by that transformer. This is significantly less than
the sum of the individual customer peaks because
different consumers use power at different hours.
However, if all of these customers have solar systems
installed, it is more likely that they will be exporting
simultaneously and it is possible that the transformer
may need to be sized to their coincident export
peak, which can be larger than the consumption
peak for which transformers have historically been
sized. A customer-specific transformer charge is one
approach for allocating and recovering the costs of
such a resized transformer, a simple TOU tariff for
all delivery service is another. Our basic rate design
provides for direct recovery of line transformer costs
from the customers using them, so a solar customer
that requires an augmented line transformer capacity
will bear this cost directly

• Circuit capacity: Until installed solar significantly
exceeds the circuit capacity upgrades to circuit
capacity will not be required. Even when the solar
systems are producing their maximum output as
long as some of that generation is consumed on
site at some of the generating locations the circuit
capacity will not be exceeded by exported power.
However, if installed solar rises to exceed the sum of
the circuit capacity plus the amount consumed on site
during periods of peak generation circuit upgrades
of conductors may be required. Nevertheless even
Hawaiian Electric, depicted above, has estimated
that installed solar can safely reach 250 percent of
the minimum daytime load without requir ing major
circuit modifications if smart inverters are required.

• Smart inverters: Hawaii is requiring that new
inverters be capable of "riding through" system
disturbances, avoiding a situation where a failure of
a resource on one part of the system results in other
resources tripping off- l ine, compounding a minor
outage. Requiring new inverters to also include the
ability to provide voltage and frequency support
to the grid may be cost-effective and should be

considered. If they are required compensation lo
the owner for the value of these services needs Lo be
addressed.
Voltage regulation: High levels of solar penetration
result in power being injected into the distribution
circuits at different points at different times of the
day If power flows downstream from the substations
to loads during non-solar hours and upstream
to substations from distributed generators during
the solar day, it may be necessary to install voltage
regulators at additional points along the distribution
circuit. While not prohibitive in cost, these can add
up across an entire electric utility service territory.
At the same time, these devices enable avoidance
of central station generation transmission, and
distribution substation upgrades, which are far more
expensive, so all consumers generally benefit.
Substations: If and when an individual circuit is
generating more power from distributed generation
than the consumers on the circuit are using, power
will f low to the low-voltage bus of the distribution
substation. In urban and suburban areas, where
multiple circuits connect at the bus, excess power
will simply flow to the other circuits on that bus. The
substation itself will only experience a lower level of
demand for power supplied from the transmission
side of the substation. If [lows exceed the demand al
a l l  c ircu its  combined -  something that might occur
when 20 percent or more of the consumers served by
a substation have PV installations - then the power
will f low "backward" through the substation, meaning
what is normally a step-down function becomes a
step-up function. Substations may need additional
voltage regulators installed or, in an extreme case,
a replacement multi-tap station transformer to
accommodate reverse flows. New station transformers
deliver line loss reductions and other benefits that
may fully offset the incremental costs.
Generation: On most uti l i ty systems in the United
States, many utilities are interconnected in large
networks with tens of thousands of megawatts
of interconnected generating units dispatched to
meet demand in an economic fashion. Simply by
retiring older, less-flexible steam generation adding
more f lexible newer generation and implementing
cost-effective energy efficiency programs demand-
response programs, time-varying prices and greater
inter-regional cooperation, most regions can adapt

6 4
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• Recovery of new generation costs: If new flexible

generation must be added to serve the more variable

usage of solar customers (zero during the solar day,

unchanged, i.e., traditional consumption at night),

should these costs be recovered from all customers or

only from solar customers?

The outcome of these investigations will produce

different results state by state. In general states looking

ahead at marginal costs will recognize that solar customers
are bringing great value to the system and will enjoy lower

costs over the long run, while states focused on embedded

cost concepts will see stranded cost issues but experience

higher costs over the long run.

Following the guidelines below should ensure that solar

and other residential consumers are treated equitably:
•

their power supply to a highrenewables future.102 On

island systems, like Hawaii, this is more challenging

and deployment of electricity storage may be an

important component of this transition.

• Demand response: Most regions of the United States

have begun implementing demand response programs

to reduce loads during extreme circumstances.

More innovative programs like grid-integrated

water heating and storage air conditioning may be

cost effective ways to add flexibility to better enable

adaptation to a high-renewables future.103

Hawaii may be leading the nation in change, but dockets

have been convened in Arizona, Colorado California New

Mexico, and other states examining the appropriate way

to recover grid costs from DG customers including the

cost of grid modifications needed to adapt to high levels of

solar. in general regulators will be faced with the following

issues:

• Value of solar: Should the value of solar energy

including avoided generation transmission,
distribution fuel cost risk fuel supply risk,

environmental benefits and other factors be

considered?
• Recovery of existing distribution costs: Should

existing distribution costs be recovered volumetrically

or through some sort of fixed charge or demand
charge?

• Recovery of incremental distribution costs: I f

grid modifications are incurred to adapt to increased

penetration of customer-sited DG, will these costs be

recovered directly from the DG customers or spread

to all distribution customers?

• Recovery of stranded generation costs: If

demand for gridsupplied power decreases, will solar

customers bear a share of cost recovery for generating

resources that are retired? Will non-DG (grid-

dependent) customers bear these costs?l°*

Customer charges: Should not exceed the customer-
specihc costs associated with an additional customer,

such as the service drop billing, and collection.

Energy charges: Should generally be time-varying

and those time differentiations should apply both

to power delivered by the utility to customers and

to power delivered to the utility from customer

generation. This assures that solar output is valued

appropriately, and high-cost periods are reflected in

the prices charged to customers using power at those

times. It may be appropriate to make timevarying

rates mandatory for solar customers but optional for

small-use non-solar customers.
Minimum bills: Where utilities have high numbers

of seasonal customers who only consume power
during the summer or winter, an annual minimum

bill may be an appropriate rate design to ensure

a minimum level of revenue from customers in

this category However minimum bills are not a

particularly desirable rate design as a rule.105
Demand or connected load charges: Demand

charges are only relevant for recovery of the relatively

Assistance Project. Available at: http:// .raponline.org
document/download/id/7'527

102 See Lazar]. (2014). Teaching the "Duck" to Fly Montpelier
VT: Regulatory Assistance Project. Available at: http:// .
raponline.org/documenI/download/id/6977

104 This is normally a question for vertically integrated utilities
and not for restructured utilities where the generation is
supplied separately by unregulated suppliers.

103 See Cowart R. (2003). Dimensions of Demand Response.
Montpelier, VT: Regulatory Assistance Project. Available
at: http:// .raponline.org/docs/RAP_Cowan_
NEDRIOverview_2003_11.pdf and Taylor, B. and Taylor,
C. (201 S). Demand Response: Managing Electric Power Peak
Load Shortages with Market Mechanisms. Beijing: Regulatory

105 See Lazar ]. (2015). Electric Utility Residential Customer
Chargesand Minimum Bills. Montpelier VT: Regulatory
Assistance Project. Available at: http:// .raponline.org
document/download/id/7361
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grid. DG can be viewed as a tool to strengthen the

grid and rate designs of the future can encourage

the utility-customer partnership to ensure the

efficiency and economy of the grid. Key will be the

temporal rates discussed above; but also innovations

in terms of unbundling customer-generated power

to provide ancillary services. Providing credits to

DER strategically located to support the grid will be

important. Rate designs of the future can incorporate

these win-win strategies to the benefit of all

stakeholders.

Rate Design for Electric Vehicles

EV Pricing without AMI
Many electric utilities offer TOU pricing to customers

without fully deploying AMI. They typically install interval

TOU meters that can be read manually, and some offer

special pricing lo EV customers. An example is the Los

Angeles Department of Water and Power (LADWP) whose

standard residential rate and EV rate are shown in Table 10.
The EV rate is separately metered, and discounted from

the optional TOU rate by excluding the customer charge

($8.00/month) and discounting the otherwise-applicable
energy rates.

EVs with AMI

small capacity costs of line transformers that are

sized to the demand of individual customers. They

are never appropriate for upstream distribution costs

that can be recovered in a TOU rate. The illustrative

rate designs apply demand charges only for line

transformers, recovering all other capacity-related

costs instead in TOU and CPP rates.

• Low-cost utilities (average revenue <$.l0/kWh):
May need to retain or institute inclining block
rates to ensure that the endblock of usage reflects
long-run marginal costs for clean power resources
transmission, and distribution.

• Most (average-cost) utilities (average revenue

$.10 - $.20/kWh): Conventional net metering (of

the full rate, including volumetric charges for power

supply and distribution) is likely an appropriate

strategy, while grid operators lose distribution

revenues, their consumers gain all of the other

benefits of increased renewable generation, and,

taken as a whole the value of solar energy added to

the system is equal or greater in value than the retail

electricity price.

• High-cost utilities (average revenue > $.20/kWh):

Utilities with average residential prices in excess of the

long-run marginal cost of new clean energy resources

($.10/kWh to $.25/kWh) may need to reflect

distribution charges separately For example, these

rare high-cost utilities may need to apply distribution

charges to all customers for the power they receive

from the grid then crediting only a power supply

rate when solar power is fed to the grid. As emerging

technologies become more mainstream rate designs

will need to adapt to changes in how customers use

electricity and how these technologies impact the

A utility with AMI has many options for providing a

rate for EV owners that is appealing to the customer and

remunerative to the utility These can include a simple

TOU rate, a multi-period TOU rate with a super-off-peak

period a critical peak pricing rate, or a real-time price.

Each of these is discussed in Appendix B ("Rate Design for

Vertically Integrated Utilities"). A relatively unique option

Table I o

LADWP Standard Residential Rate and Electric Vehicle Rate March, 2015

Summer Winter

Optional TOU Rate

Summer Winter

Electric Vehicle Rate

Summer

HighPeak

Low-Peak

Base

$8.00 $8.00

$0.246 $0.149

$0.166 s0.149

$0.131 $0.135

Customer Charge

First 350 kph

Next 700 kph

Over 1,150 kph

Minimum Bill:

None

$0.146

$0.175

$0.175

$10.00

None

$0.146

$0.175

$0.216

$10.00

High Peak

Low-Peak

Base

Minimum Bill

Winter

None None

$0.220 $0.141

so. 141 $0. 141

so. 107 $0. 107

$10.00 $10.00

Source: LDS Angeles Department of Water and Power
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grid-operator controlled charging, would allow the EV

owner to request an "economy charge" by a defined time

(7 am, for example) and then the grid operator would

ensure the vehicle was charged by the time required

by taking advantage of the communication technology

in the vehicles charge controller and using the lowest-

cost available hours during the charge window. The grid

operator can thus spread the charging load among a

diversity of EVs and vary the battery charging rate from

minute to minute to supply voltage support and frequency

regulation ancillary services to the utility, further reducing

the cost of service to charge EVs.

Public Charging Stations and
Time-Differentiated Pricing

charging stations impose time-varying rates per kph
for EV charging, corresponding lo wholesale market
or utility TOU prices

To ensure that EV charging station operators are able to

implement time-varying prices regulators and legislators

need to consider whether the public interest is served by

imposing regulation on EV charging,10° or whether that will
discourage the availability al EV charging stations and thus

suppress the EV market. Implicit in this consideration is

whether the free market will function appropriately so that

price regulation is not needed.
Regulators will need to determine if the public benefit

al providing an infant industry subsidy to EV charging

is consistent with the public interest. This consideration

goes well beyond the electric utility pricing realm into

broad areas of energy security environmental policy, and

economic development.

Vehicle-to-Grid and Full System Integration of
EV (Maryland/PJM RTO Pilot)

l

EV owners sometimes need lo charge during the day,
or when they are away from home. To do so, they need

lo be able lo take advantage of public charging stations.

The pricing schemes for public charging and workplace

charging vary widely from, and include the following:

• Free charging: Some utilities, public agencies and

retailers offer free public charging. For the utilities

and agencies, this is an overt effort to stimulate EV

sales and reward EV owners. For retailers it may be

a sales tool: By offering free EV charging, the retailer

can attract a presumably upper-income consumer to

spend an hour in their business - with an implicit

assumption that the expected increased sales will

more than offset the electricity cost.

• Hourly parking: In states where the regulation of
electricity prices precludes the resale of electricity
for vehicle charging, owners of EV charging stations
commonly avoid regulation by charging hourly for
parking, and charging nothing for the electricity The
hourly pricing can be time-differentiated to reflect
both power supply costs and consumer demand lot
charging.

Some owners of EVTime-differentiated pricing:

One of the great promises al EVs is that they will become

fully grid-integrated providing a market for off-peak

power a source for on-peak power, and multiple ancillary

services.107 This requires a combination of sophisticated

charging units in vehicles, complex pricing and a very

smart 8nd.108 Commonly called Vehicle-to-Grid (VZG)

experiments to demonstrate this concept are underway

in Maryland and Delaware through a partnership among

Honda, the University of Delaware, and Delmarva Power.10°
There are many questions being addressed, including the

impact of utility use of vehicle batteries on battery life,

compensation mechanisms for both energy storage and

ancillary services as vehicles move from service territory

to service territory and methods to ensure that EV owners

always have the energy they need to reach their planned

destinations. While smart charging offers imminent benefits

to the grid VZG technologies will require more time to
develop.

106 Regulators can pay attention to how all customers are
affected by vehicle charging and if costs for vehicle
charging are spread to all customers it should be because all
customers are likely to benefit sooner or later

III

108 Ibid.

109 See University of Delaware. (2014). UD, Honda partner
on vehicle-to-grid technology [Press released. Available
at: http://www.udel.edu/udaily/20l 4/dec/hondadela-
ware-v2g1205] 3.html107 For a discussion of this potential see Lazar J. ]once ].

and Baldwin X. (2007). Plug-In Vehicles, Wind Power, and
the Smart Grid. Available at: http:// araponline.org/docs/
RAP_Lazar_PHEVWindAndSmartGrid_2007_l 2_3l .pd
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Green Pricing

l

l

l

Green pricing is an optional utility rate or service
that allows customers to support a greater level of utility

company investment in renewable energy technologies.

Participating customers typically pay a premium on their

electric bills to cover the incremental cost of the additional

renewable energy.110 The funds gathered from green pricing

programs are either used to develop renewable energy

projects or to support existing projects by purchasing

renewable energy certificates (REc5).111 Approximately 850

utilities - including investor-owned, municipal utilities,

and cooperatives - offer a green pricing option.112
In restructured states, a number of Competitive Retail

Electricity Suppliers (CRES) offer green products such as

100 percent wind. Interestingly, these products are very

competitive with other supply options with mixed fuel

sources.

Because green power customers are paying a premium

for a resource that does not rely on fossil fuels, they should

be exempt from any fuel adjustment mechanisms that

recover varying costs for these fuels. Few regulators have

addressed this important issue.113

Customer-Provided Ancillary Services

recognized values that they bring to the system. Such

compensation can provide additional revenue streams

to these resources and make them more costeffective

for customers to deploy or utilize. It could also lead to a

rebalancing of the grid investment portfolio in favor of

decentralized solutions.

This is especially true in the case of ancillary services.

in smart grid technology an ancillary service supports

the transmission of electricity from its generation site to

the customer, may be reliability based and may include

load regulation, spinning reserves nonspinning reserves

replacement reserves and voltage support among other

functions. 114

For example, a smart grids built-in communications

infrastructure could enable the system operator to manage

water heaters and distributed resources to provide reactive

power voltage support and other ancillary services under

some circumstances. The system operator would need

to have operational control over DER in order to provide

these services.115 For this to happen with PV systems,

the deployment of smart inverters would be required."°
Germany requires solar inverters to perform certain

functions such as power ramping and volt/VAR control,

which leads to more grid stability. EPR] is developing

standards that set key functionalities for smart inverters to

allow them to communicate with the grids

Pragmatically, it makes little sense to offer rates to

residential and small commercial consumers that are so

detailed that they include separate charges (or credits)

Providing rates with time-varying energy, capacity, and

ancillary service components could allow DG, energy

efficiency, and DR programs to be compensated for newly

Electric Power Ancillary Services, p. 1. Available at: http://
www.consultkirbycom/files/con426_Ancillary_Services.pdf

l 10 For a list of Green Pricing Programs by state see: http://
apps3.eere.energygov/greenpower/markets/pricing.
shtml?page=1 .

115 Schwartz L. and Shaffer P (2011). Is It smart ifhk Not
Clean? Smart Grid Consumer Energy Efficiency,and Distributed
Generation Part Two. Montpelier VT: Regulatory Assistance
Project p. 9. Available at: http:// . raponline.orydocY
RAP_Schwartz_SmartGrid_lsltSmart_PartTwo_2011_03.pdf

1 ll Ibid. RECs also known as renewable energy credits green
certificates, green tags, or tradable renewable certificates
represent the environmental attributes of the power
produced from renewable energy projects and are sold
separate from the associated commodity electricity

112 Ibid.

113 For more information on green pricing see the Center for
Resource Solutions: http:// .resource-solutions.org/
progs_bce.html.

I 16 IEEE 1547 is the accepted engineering standard for
distributed generation that interconnects to the grid. It was
develop with an eye toward maintaining system safely and
integrity but not with an eye toward maximizing the value
of DG to the system. For example inverters meeting the
IEEE 1547 standard are designed to separate the DG from
load in the event the grid becomes unstable or unavailable
rather than continuing to supply energy to the customer and
disconnecting from the grid altogether.

l 17 IEEE 1547.8 the latest update to the standard is expected to
allow inverter manufacturers to provide smart grid features.

114 FERC defines ancillary services as those necessary to
support the transmission of electric power from seller
to purchaser given the obligations of control areas and
transmitting utilities within those control areas to maintain
reliable operations of the interconnected transmission
system." See Hirst E. and Kirby, B. (1996 February).
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function allowing the customer to disengage participation

when energy requirements are high such as during a

house party These types of flexible arrangements greatly

improve customer satisfaction and participation rates, and

have been shown to have a very small impact on program

performance. 1 is

118 Ecofys water heater and space conditioning pilot for

Bonneville Power Administration 2012.

for ancillary services. However, aggregators of demand

response that can also provide ancillary services should be

well-positioned to deal with detailed tariffs.

Most programs that reward customers for allowing grid-

interactive control of loads for ancillary services are priced

on a "virtual" rather than "measured" basis providing

a fixed monthly bill credit in exchange for allowing the

utility or demand-response aggregator a defined level of

control over the air conditioner water heater thermostat

or other controlled load. Many provide an "override"

I.
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\'|. Other Issues in Rate Design

Alternative Futures:
Smart and Not-So-Smart

I
i

The Smart Future:
Customers and Technology Unleashed

T

homes (as most already do for commercial buildings).
Requiring that new customer-sited generation include
smart inverters responding to provide reliability and
ancillary services; enabling customer-sited batteries
to not only provide service to the locations where
they are installed but to also be available to grid
operators for system support, and incorporating
solar orientation standards to optimize peak time
production.
Adopting appliance standards to require installation
of control technologies in new major appliances such
as refrigerators, water heaters furnaces, heat pumps
air conditioners dishwashers, clothes washers and
clothes dryers, so that they can automatically respond
to changing prices.

Not-So-Smart Future

he smart future will see extensive use of
technology to help consumers manage their
energy costs and utility pricing that enables these
savings to occur. A mix of central generation

DG, energy efficiency DR, and customer response to time-
varying pric ing wil l  provide a r ich mix of reliable f lexible
and environmentally benign sources to provide quality
service at reasonable costs.

Consumers will increasingly have smart homes, as
shown in Figure 14 (page 60) with smart appliances water
heaters, thermostats and in many cases, electric vehicles.
These will receive information f.rom the utility or grid
operator on current conditions and prices, and respond
intell igently to optimize comfort and service and minimize
energy bills.

Uti l i t ies wil l  use AMI for two-way communication,
learning of conditions at individual nodes on the
generation, transmission and distribution system, and
then dispatching a mix of supply resources and demand
management to optimize costs, emissions and reliability

To achieve this smart future regulators at various levels
will have to take many discrete actions, including:

•

•

•

A number of electric utilities have proposed SFV rate
designs in which all costs claimed to be "fixed costs" are
recovered in a fixed monthly charge and only those costs
that are considered "variable" are recovered on a per-
kilowatt-hour basis. While most have focused only on
distribution costs, a few have gone further, proposing that
the recovery of costs related to generation and transmission
investment be included in monthly fixed charges.

Bligh fixed charges provide utilities with stable revenues
and address their immediate concerns but in doing
so, they punish lower-usage customers and discourage
efficiency improvements and adoption of distributed
renewables. Over time these charges can lead to an
unnecessary increase in consumption or in the event that
distributed storage technologies become more affordable,
promote customer grid defection. The adverse impacts on
electric consumers and public policy goals for electricity
regulation include:

• Energy efficiency: A higher fixed charge results in a
lower per-kWh rate, which leads to disproportionate
savings for larger dwellings and undermines
customers' incentives to invest in efficiency
improvements. For example, if a high-efficiency air

Adopting time-varying and dynamic rate designs, with
consumer education shadow bil l ing during a pre-
deployment phase, a "hold harmless" provision the
first year of implementation and excellent customer
support throughout.
Implementing some form of revenue regulation to
ensure that utilities retain a reasonable opportunity to
earn a fair return on investment on used and useful
property serving the public and maintain access to
capital at reasonable prices without erecting barriers
to economic innovation.
Implementing new state building energy codes to
require home energy management systems in new

7 0
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•

conditioner will pay for itself in five years at 10 cents
per kph that payback period doubles if the per-kWh
rate drops to 5 cents per kph due to implementation
of a high fixed charge.
Competitive impact on renewables development:

A lower per kph charge cuts into the potential

savings from PV investments. Customers who do

invest in PV are more likely to respond to a higher

fixed charge (with which storage capacity would

become more cost-competitive) by going totally

off the grid, causing the utility to lose a customer

permanently when it would be more efficient for both

the customer and the grid for that customer to remain

connected.

Low-income households: An analysis prepared

by the National Consumer Law Center shows that

typical households below 150 percent of the federal

poverty level use between 3 percent and 9 percent less

electricity than the average of all households.119 With

a fixed rate design, most lowincome customers bills

will rise despite their lower usage.

Apartment and urban dwellers: As noted above

smaller units bills rise under a higher fixed charge

while larger dwellings bills go down. This is the

case despite the fact that residents of multi-family

buildings tend, on a household basis, to have lower

usage and that it is actually cheaper to serve them.

• Small-use residential consumers: These customers

are "less peaky" than higher-usage customers and will

generally benefit from time-varying pricing. While

small-use customers have higher non-coincident peak

relative lo usage, their coincident peak is generally

lower primarily due to lower air-conditioning

usagg 21

The first of the principles of electricity pricing set out

earlier notes that a customer should be able to connect to

the grid for no more than the cost of adding that customer.

The imposition of a Fixed charge solely for the privilege of

being a customer is not common in other economic sectors

from supermarkets to the travel industry that have similarly

significant Fixed costs to those of utilities. Allowing utilities

to impose high fixed monthly charges is an exercise of

monopoly power and impedes the longstanding goal

of universal service in the United States. And the utility

argument that fixed costs should be recovered via fixed

charges is flawed with regard to both economic and

accounting principles.

Utilities concern about loss of revenue is fair, but an

SFV model is probably the worst option available by which

to address it. Alternatives include revenue regulation, or

"decoupling" now adopted in more than half of US states,

performance-based regulation, weather normalization,

reserve accounts, demand charges and connected load

charges.

The regulatory and economic argument against SFV is

explored in greater detail in Appendix D.Figure 16

120Electricity Usage and Household Income: US Addressing Revenue Erosion
I 6,000

14,000

12000

A central theme from utilities is their concern over the

decline in recovery of costs from customers who improve

their energy efficiency or install their own generation

- primarily PV Improved efficiency reduces energy

consumption and, therefore utility sales across the board,

while customer generation displaces utility-supplied energy.

Most states have implemented NEM tariffs, which allow
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119 There are exceptions to this low usage rate, typically
associated with poorly insulated buildings and less efficient
appliances and HVAC systems. Lowincome weatherization
and appliance rebate programs are helpful in this regard.

o
<$25,M0 >:§l00,000 120 Adapted from john How at al National Consumer Law

Center 2014.
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utility exposed lo earnings variations due to changes in
customer usage may require a higher rate of return or
equity ratio. Corwersely a utility with any sort of revenue
stabilization mechanism (a fuel adjustment clause or a
decoupling mechanism as examples) would need a lower
equity capitalization ratio, reducing the overall rate of
return (but not the return on shareholder equity) and in
turn, educing the overall revenue requirement.

Either a higher return on equity or a higher equity ratio
will increase the utility revenue requirement and ultimately
lead to higher rates for customers. Thus this laissez-faire
approach certainly results in higher costs to consumers
over time .

Incentive Regulation:
An "lncentivize Management" Approach

the DG customer to offset bills at the full retail rate. These
implicitly assign a premium value to new renewable energy
that is equal to the volumetric distribution price avoided
by the NEM customer. Because those rates collect not just
the incremental cost of generating energy delivered to the
customer, but the costs of delivering that energy over the
distribution and transmission systems crediting customers
with the full retail rate lot the energy they produce causes a
reduction in revenues that were designed to recover those
costs. The rate design concepts discussed above do not
address that issue. Rather, the rate designs discussed above
locus on a fair and equitable allocation of costs based on
the causation of those costs. Other solutions however,
are available and this is a separate issue from revenue
requirements.

Utility cost recovery and revenue stability can be
addressed in many different ways some desirable and
some less desirable. Fixed charges, a higher allowed rate of
return incentive regulation, and revenue decoupling are
four different approaches, all of which can serve to address
the earnings volatility from sales variations. Fixed charges
were previously discussed. The other approaches are
discussed below.

Cost of Capital:
A "L e t  t h e  Ca p i t a l  M a r k e t s  Do  i t "  Ap p r o a c h

In states where revenue regulation mechanisms have not
been deployed regulators are effectively letting the capital
markets set a higher rate of return for the utility This leads to
higher costs. The utility-allowed return on equity and equity
capitalization ratio are the way that utilities are rewarded
for taking the risks associated with serving customers at
regulated prices. The return on equity is the percentage of
shareholder profit allowed on the utility plant investment,
while the equity capitalization ratio is the percentage of
capital in the business that is derived from shareholders (as
opposed to bondholders, who get a fixed return).

If the utility enterprise is subject to earnings variations
that are a part of the business then the business is arguably
riskier than a utility without such earnings variations. A

Incentive regulation, or performance-based ratemaking
(peR). is a large topic well beyond the scope of this rate
design report. it is addressed in great detail in several other
RAP publications.122 However, PBR is one way to address
the revenue loss that utilities experience if customer sales
decline. If the regulator sets the achievement of a defined
level of sales reduction from energy efficiency as a goal
and provides a financial reward Io the utility for achieving
that, the regulator can make up the lost earnings that the
utility experiences. Similarly, if the regulator sets a specific
goal for deployment of renewable generation and provides
a financial reward to the utility for achieving that, the
regulator can provide for recovery of lost earnings that the
utility experiences.

The challenge in PBR is to set the objectives for the
utility to be achievable but challenging and to set the
rewards to be ample but not excessive. This is complex,
but can address some or all of the lost revenue challenge
for utilit ies if properly developed and monitored and
can change the utility culture toward performance that is
more in line with public policy goals. PBR does require
signiHcanl effort on the part of regulators lo implement
and monitor and can impose additional expenses on
stakeholders involved in utility rate cases.

122 See Lazar, ]. (2014). Performance-Based Regulation for EU
Distribution System Operators. Brussels: Regulatory Assistance
Project. Available at: www.raponline.org/document/down-
load/id/7332; and Weston et al. (2000). Performance Based

Regulation for Distribution Utilities. Montpelier VT: Regulatory
Assistance Project. Available at: http:// .raponline.ory
docs/RAP_PerformanceBasedRegulationforDistributionUtili
ties_2000_l2 .pd
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123

Revenue Regulation and Decouplings
A "Passive Auto-Pilot" Approach

I
i
I

I

involve.

Revenue regulation has critics, primarily slate utility

consumer advocates and some low-income advocates
Their concern is that these mechanisms result in annual

increases, and that declining costs in some areas are not

offset against rising costs in other areas, as occurs in a

general rate case. A well-structured mechanism can address

these concerns. It should be noted also that the alternatives

to revenue regulation, such as SW may have even more

serious adverse impacts on these constituencies.

A well-designed revenue regulation framework is the

best option to address utility revenue attrition that energy

efficiency or renewable energy deployment may cause, for

the following reasons:

• The rates can remain volumetric preserving

incentives for efficient use of energy and lot deployment of

renewable resources,

• Customer bills remain very predictable, and linked to
usage so customers can control the size of their bills

• Small-use customers are not disproportionately
affected as they are with high fixed charges

Utilities regulators, and interveners avoid the cost of

annual rate cases,

• If actual revenues exceed authorized revenues,
customers can see a rate decreases

• The framework provides transparency for customers
to know what the level of revenues are without

decoupling utilities who do not seek rate increases for

long stretches may not be filing because their earnings

are higher than authorized; and

• A periodic general rate case review of all costs and
revenues ensures that any imbalance between costs
and revenues does not persist. A three- to five-year

periodic review is typical.

There is no silver bullet to address the legitimate

concerns of all interests. The evidence, however is that

high fixed charges have the most adverse impacts on

consumers the environment the economy and society
Good rate design addresses the legitimate concerns of all

major interests provides a framework for stable regulation

Revenue-based regulation, or "decoupling" is widely

used throughout the United States to insulate gas and

electric utilities from revenue impacts due to sales

variations. The essence of revenue regulation is that the

utility regulator sets an allowed revenue level, and then

makes periodic small adjustment to rates to ensure that

allowed revenue is achieved independent of changes

in units (kw and kph) sold Revenue regulation does
not assure a given profit level, only the allowed revenue

recovery

Because revenue regulation removes utility managementS

incentive to increase sales, most of the electric revenue

regulation mechanisms in the United States were

established to facilitate more active utility involvement

in energy-efhciency programs that by their nature are

intended to reduce sales. The success of those programs in

California Oregon Washington and other states is widely

attributed to the removal of the shareholder earnings

impact of lower sales.124

The essence of revenue regulation is that changes in sales

volumes do not result in changes in revenue. This does not

always mean a rate increase, because sales sometimes rise

above the levels anticipated in general rate proceedings. For

example in a year with a hotter summer or colder winter,

the utility would reduce rates. In the context of DG and EV

this means that the "excess revenues" from additional sales
to electric vehicles may offset the "lost revenues" due to

solar or energy conservation investments.
One benefit of revenue regulation is that the utility

normally receives a "formula" to reflect higher costs such

as a "revenue per customer" allowance. These do tend to

lead to very small annual increases in revenues. Whether

prices rise depends on whether average consumption by

customers is rising or declining as the number of customers

change. The use of a revenue per customer adjustment

may allow the utility to maintain a total revenue trajectory
sufficient lo delay its next general rate case, saving both the

utility and the regulator the significant costs that rate cases

Systems. Available at: http://aceee.org/collaborative-reporU
decadeof-decoupling and How at j.  and Cavanagh R.
(2012). Finding Common Ground Between Consumer
and Environmental Advocates. Efectridty Policy. Available
at: http://switchboard.nrdc.org/blogs/rcavanagh/Ralph%20
Cavanagh%20and%20]ohn%20Howat_Final.pdf

123 For more information see: Lazar]. Weston R. and Shirley
W (2011). Revenue Regulation and Decoupling.Montpelier
VT: Regulatory Assistance Project. Available at: http:// .
raponline.org/document/download/id/902

124 See Morgan R (2012). A Decade of Decoupling for US Energy
Utilities: Rate Impacts Designs and Observations. Graceful
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of utilities, and enables the growth of renewable energy and

energy efficiency to meet electricity requirements.

Bill Simplification

In many states, the utility bill has become a rather dense

tangle of line items that represent, in many cases, a long

history of policy initiatives and regulatory decisions. In

many cases they are a kind of tally of the ratecase battles
won and lost by advocates and utilities, a catalogue of

special charges and "trackers" dealing with particularly

knotty investment and expenditure requirements. The

accumulated result is often a bill that consumers find

difficult to navigate. A customers electric bill typically

consists of a monthly customer charge, one or more

Table l l

Customer Adjustments

Example of an electric bill that lists all adjustments to a customer's bill.

Amount

Your Usage: 1,266 kph

RateBase Rate

usage blocks (or time-of-use periods), and as many as Len

surcharges, credits, and taxes added to these usagerelated

prices.

Some utilities present all of the detail on the bill and
it can be confusing and overwhelming to the consumer.

Table 11 shows an example of how the customers bill may

look with all of the detail. To the extent that line items can

be eliminated or combined, consumer confusion is likely to

be reduced.

Alternatively all of the detail can be provided. but

the bill should "roll-up" all of the rate components,

adjustments taxes, surcharges and credits into an

"effective" rate that the consumer pays. Table 11 shows

what the customer actually pays in each usagerelated rate

component and better informs customers what they will

pay if they use more electricity or save if

they use less electricity

Utilities should be required to display the

"effective" rate to customers including all

surcharges credits, and taxes in the effective

price so consumers can measure the value
of investing in energy efficiency or other

measures that reduce (or increase) their

electricity consumption .

Usage

1

500

500

266

$5.00

$005000

$0. 10000

$0. 15000

$5.00
$25.00
$50.00
$39.90

Customer Charge
First 500 kph
Next 500 kph
Over 1000 kph Customer Revenue

Responsibilities
$s.01230

$0.00234
$(0.00057)

$000123

s0.00037

$15.57
$2.96

$(0.72)
$1 .56
$0.47

1,266
1,266
1266
1,266
1,266

Fuel Adjustment Charge
Infrastructure Tracker
Decoupling Adjustment
Conservation Program Charge
Nuclear Decommissioning

$6.99
$8.80

$139.74
5%

6%

Subtotal:

State Tax

City Tax

Total Due $155.53

The rate above, with all of the surcharges, credits, and taxes applied to
each of the usage~related components of the rate design.

Base Rue AmountRate Usage

1
500
500
266

$556500
$0.07309
so. 12874
$0.18439

s 5.56

$ 36.55

S 64.37

s 49.05

Customer Charge
First 500 kph
Next 500 kph
Over 1000 kph

Total Due $155.53

Source: Lazar el al Revenue Regulation and Decoupling 2011.

As mentioned earlier as customers utilize

greater energy efficiency and deploy more
PV. the reductions in their bills can have

the effect of allocating greater cost recovery

responsibility to other customers. This is

often described as a cross-subsidy. However,

this is an unfair characterization. In fact the

system for allocating costs among customers

and customer classes has always been a
dynamic one that reflects the changing

characteristics of all customers over time.

The fact that relative cost responsibility

changes from one time period to another is

not conclusive of the existence of a subsidy.

This is especially true given that there is no
single "correct" method of allocating costs

and even if  there were one it would by

necessity have to accommodate changing

consumption patterns over time. It is

also unfair because the direct customer
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investment is replacing capital and other costs that the

utility would otherwise have to incur and charge Lo all

customers. That said, this is an important issue that

regulators will face as energy efficiency customer-owned

generation and storage become more prevalent.

Changes in Customer Characteristics and Class
Assignments
"Smart"-Enabled Customers

will pay the full cost of any service they receive from the

utility The rate design principles set forth at the beginning

of this paper are crafted with this in mind. The position

advocated by some, that all customers have an equal cost

responsibility for grid costs regardless of usage levels is

inconsistent with how the cost of infrastructure is recovered

in competitive industries, and a key purpose of regulation

is to enforce the pricing discipline that competition

normally provides.

Non-DG Customers

Customers who have not deployed their own generation

systems (non-DG customers) will likely see some increase

in the prices they pay for non-generation-related costs as

additional customer-sited DG comes onto the grid if this

results in a sales decline. This effect will be most notable

with respect to distribution costs. To the extent DG and

other customer resources are replacing utility capital,

overall costs in utility rates may decline.
If the rate design for DG customers is properly

implemented that is if customers are not unduly rewarded

for deploying DG, the collateral benefits of DG - such

as reduced line losses deferred and avoided distribution

investments and the potential for overall reductions in

the price of generation - then nonDG customers will

see equitable prices for energy delivered to their meters.

Regulators should account for these benefits when

considering the impact of customer-owned DG on non-DG

customers.

Even if all customers in a given class (e.g., residential

or small commercial) are equipped with smart meters,

they may not all be in the same position to deploy smart

appliances or be able to finance energy efficiency or

distributed generation in their homes or businesses -

especially those who rent rather than own, their homes

or business premises. This may present a challenge for
regulators in terms of assuring a sense of fairness among

otherwise similarly situated customers. Ideally the presence

of additional smart technologies will actually lower costs

for all customers even those who do not have access to
all of the smart bells and whistles. Regulators will need to

take care in rate design to assure that all customers share
in the benefits that industry changes will bring and that no

customer group is left out of the mix.

Once past these issues, regulators should focus on rate

design approaches that will maximize the value of smart

technologies for customers who can take advantage of

them. This includes all smart~metered customers, but also

those with smart appliances and smart buildings. Without

appropriate rate design, the value of smart technologies to

those customers and to the electric system generally will

not be realized.

DG Customers

I

Departing Customers

Customers who install their own generation and go "off

grid" deliver a one-time decline in system costs to the

extent that system investments are deferred or avoided

by their absence. However they do not deliver many of

the benefits that grid-connected DG customers provide

because they are not injecting energy into the system
at any time. Thus reduced losses reduced wear and

tear on equipment and other savings derived from their

presence are not present to benefit other customers. As

discussed, regulators should avoid rate design strategies

that encourage customers to depart the system when their

continued presence would be a net benefit to everyone

As power producers DG customers represent a special

group of customers. Going forward, if these customers are

subject to time-varying rates, they will pay for all services
they receive from the utility whether at onpeak or offpeak

times, and be credited for the time-differentiated value of

the power they supply, also whether at on-peak or oil-peak

times. If they directly bear the cost of their connection

to the grid (service drop, meter, billing), and if grid costs

are recovered appropriately in timevarying rates they
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\' I I. Conclusions

T
the cost of electricity provided by the utility and the benefits

that are provided to the utility system by customers. With
more innovative technologies being developed and offered

by utilities and third-pany vendors (such as smart appliances

able to respond to grid pricing signals), the need to become

more geographically temporally, and functionally granular
and more precise with pricing will expand. While rates today

are typically flat or inclining, these rates only send price

signals about consumption and conservation. Smart rate

designs will need to address not only the amount consumed

but also when it is consumed and its impact on costs and

other customers.

A small number of utilities offer some kind of

dynamically priced rate to residential customers, whether

it be a TOU rate or a PTR. As of this publication, most

dynamic residential rates are offered only on a pilot basis.

Some studies like that conducted by SMUD and OG&E

have produced good data demonstrating the potential

benefits of TOU rates for residential (including low-

income) customers and the utility system as a whole.

However for policymakers to move forward in the direc-

tion of TOU pricing on a larger scale customer education

will be important to empower informed decisions about en-

ergy use. Customers will also need to see the value of TOU

rates and should be given a choice among rate options.

Providing customers with a shadow bill that compares their

monthly energy bill under a f lat or inclining rate with what

it would have been under a TOU rate is a good tool to edu

cate customers. Shadow bills not only educate customers as
to how TOU rates work but they also offer an opportunity

for customers to analyze how that rate affects them person-

ally and learn how they can reduce their electric bills.

Where a DG resource is located is an important factor

in determining its value to the customer and to the electric

system as a whole. DG that is strategically located at a
load center can bolster voltage support and alleviate a

utility obligation to provide additional transmission and

distribution facilities, deferring or avoiding the associated
costs. Rate design that rewards customers for deploying

those resources helps make the economic case to build.

he future of the electric sector will likely include
storage, microgrids, EVs, and more DER. Homes

and businesses will use electricity more efficiently

As entrepreneurs continue to study consumer

behavior and a greater understanding of the operational

characteristics of the electric system is revealed through

smart technologies, new technologies and applications will

undoubtedly develop. Change will likely be constant and

subject to iterations refinements and new technologies.

How regulators respond lo these changes will matter greatly

in terms of the expansion of new frontiers or perpetuation

of the status quo.

Rate design will be an important driver of the success of

the utility of the future at assisting with the transition to a

clean power system. Utilities customers, and thirdparty

service providers will need the tools to manage the grid as

efficiently as possible. Regulators will need to assure that

benefits and costs are fairly allocated. Knowledge of and

accuracy in pricing can reward customers for energy usage

behavior that contributes to the reduction, rather than

increase, in utility system costs.

For DG customers specifically the price they pay or

receive for electricity they either consume or proWde to the

grid respectively will matter greatly in terms of encouraging

or discouraging the growth of this industry Bidirectional

rates with TOU pricing may offer one of the best solutions

for this segment of the market. Under this rate design the

DG customer pays the full retail rate for any power con-

sumed just like any other customer. This customer is then
compensated based on the same time periods, either using

the retail rate or on a value basis. That value can be based on

an analysis of the contribution of DG to the grid and can be

set independently by a state public service commission .

Whether as a separate rate or as a proxy the commission

can use the same retail generation TOU rate used for
charging customers, applied to the price at the time the DG

produces power to the grid. Other benefits can be layered on

to reflect additional value that a DG might provide in terms

of location or other attributes.

Utility rate designs will have to more appropriately reflect
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Aging grid infrastructure is a nationwide problem that will
cost billions of dollars lo remedy, and creative solutions
that combine DG, storage, advanced metering and other
technologies should be increasingly deployed to help
minimize those costs.

In addition to recognizing locational benefits in pricing,
good rate design recognizes the attributes that a customer
can provide in terms of energy capacity and ancillary
services. Recognizing these attributes through appropriate
price signals wil l allow DG DR and energy effic iency to
access new markets that can provide additional revenue
streams to improve the economics al those resources for
the end-use customer. It can also lead to a rebalancing of
the centralized grid portfolio in favor of a mix of flexible
generation and decentralized solutions. This could become
increasingly more important in the wake of concerns
regarding cybersecurity and the threat of massive blackouts.

A number of rate designs have been discussed here
that explore the pros and cons of those rate structures
that are already frequently used as well as those that are
just emerging. Viewed as a quick Hx to lost revenues
associated with customer engagement in energy solutions,
SFV rates with high monthly fixed charges are increasingly
being proposed by utilities. SFV is not a step forward,
but a step backward. With new technologies becoming
more prevalent, it will be important that rate designs
reflect actual future changes in system costs and benefits
associated with customer usage in order to properly align
responsibility for costs, compensate for benefits, and
send the correct price signals to all customers. SFV is the
antithesis of this, creating a simplistic one-size-Hts-all rate
that does not align cost to cost causation and has adverse
consequences for urban mult i- family, low-income and
low-use customers as well as those who invest in energy
efficiency demand response and distributed generation.
By De-linking customer use from the customers bil l SFV
encourages wasteful consumption and sends misleading
incomplete price signals to the consumer.

The role of regulation in power sector transformation
will be to develop pathways that lead to smarter solutions
that optimize the value of interconnection and two-way
communication for the customer and the grid. Many of
these solutions will be market-driven.

Utilities have a long history of operating as a monopoly
As technology and innovation encroach on what was
their exclusive domain, they will need to adapt and, to
some degree, reinvent themselves. As such power sector
transformation will need to incorporate new tools to

address these changes. Rate design will be an important
element.

However, there are other instruments available to
prepare for and move with these changes. They include
PBR and integrated distr ibution grid planning (IDGP),
among other tools, to help protect the financial integrity
of the grid while assuring that rates are fair and affordable
for all customers. PBR for example can help change util ity
motivation and culture by rewarding the uti l i ty not through
a return on investments but through behavioral changes
such as expanding energy efficiency and DR programs,
encouraging DG making the gr id more re l iable improving
customer service and increasing operating efficiency

IDGR just emerging in California and New York can
provide valuable information to regulators as to what is
needed to keep the grid secure. Like an ERR it can identify
least-cost solutions that could include the strategic location
of DG or the implementation of demand response and
energy efficiency at a load site or some combination thereof.

The speed at which change lakes place will vary from
jurisdiction to jurisdiction and wil l be influenced by
what customers want as well as utility culture. Regulators
will have an important role to play in overseeing this
transformation. There will be many pilots and projects
implemented including microgrids, storage via electric
vehicle batteries or other sources, and energy efficiency
programs from whole-house home performance programs
to using smart, two~way communication technologies to
manage water heaters and distributed generation in order to
provide voltage support, reactive power and other ancillary
services. Learning from pilots and experiments is a new
duty for regulators, and will require additional resources.

A critical component of unlocking the real value of these
changes will be the util ization of t imedifferentiated pricing
and the connection of customer and system operator level
technologies that will allow a more dynamic interaction
between the two. Rather than the traditional model of
simply building the necessary supply-side resources to meet
an unmitigated demand for energy smart grids, meters,
homes, buildings, and appliances will need to become a
more interconnected whole that yields a more optimum
cost and engineering solution than previously experienced.

In the interim transit ion to this future regulators should
strive to avoid expensive mistakes based on defense of the
legacy structure of the industry. In their stead regulators
will need to focus on identifying costs and benefits of
alternative strategies and seek to maximize the net value to
customers and society
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EI Guide to Appendices
These accompaniments to the main paper can be found in our online library at the links below

Appendix B: Rate Design for Vertically
Integrated Utilities: A Brief Overview
httpd/www.raponline.org/document/download/id/7767

Appendix A: Dividing the Pie:
Cost Allocation, the First Step in the
Rate Design Process
httpJ/www.raponline.org/document/download/id/7766

Cost allocation among customer classes commonly

called the "cost of service" study, is the first step in the

rate design process. In the past, cost allocation followed

historically evolved methods in each state with costs

divided into "customer," "demand" and "energy" costs.

With the evolution of demand response as the lowest-cost

peak capacity resource the ability to measure usage for

all classes by time of day, and the use of smart meters not

only for customer billing but also for energy conservation

and peak load management purposes, these historical

methodologies require fundamental revision.

In general only customer-speciNc costs such as billing

and collection are properly considered customer-related

costs. Most grid costs and power supply costs are best
treated as time-varying volumetric costs, not as simple

"demand" or "energy" costs.

Appendix A provides a greater discussion of these issues.
A signif icantly more indepth publication is tentatively

planned in 2016 and will address cost allocation.

Most electric utilities in the United States have had

relatively simple rate designs for residential consumers.
These consist generally of a monthly fixed customer

charge that collects customer-specific costs like billing and

collection and one or more energy blocks that collect all

other costs. Some utilities have seasonal rates, some have

inclining block rates and many offer optional time-varying

rates. A few have moved to include distribution costs

within the monthly fixed customer charge, while others

use a minimum bill form rather than a customer charge to

collect some revenue from very low-use consumers.

Appendix B provides a greater discussion of current rate

designs. In addition, detail can be found in these previous

publications on this topic:

• Distribution System Cost Methodologies for
Distributed Generation (2001)

• Pricing DoS and Donts (2011)
• Time-Varying and Dynamic Pricing (2012)
• Rate Design Where Advanced Metering Infrastructure

Has Not Been Fully Deployed (2013)

• Designing Distributed Generation Tariffs Fairly (2014)
|
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Appendix D: Issues Involving Straight
Fixed Variable Rate Design
http://www.raponline.org/document/download/id/7771

Appendix C: Restructured States,
Retail Competition, and Market-Based
Generation Rates
httpd/www.raponline.org/document/download/id/7767

In states that have restructured, the power or generation

portion of a customers bill is usually not provided by

the incumbent utility The distribution utility in some

restructured states can acquire the power requirements

for the customer, called the Standard Service Offer (SSO)

or Default Service. The SSO is typically competitively

procured by the distribution utility in an auction process.

in states that allow retail competition, the customer

can bypass the SSO and directly select a competitive retail

energy supplier from a list of certified suppliers to provide

his/her power requirements. Customers can also join

governmental or community aggregations to attain supplier
price discounts The competitive retail suppliers may offer

rate designs for power supply that differ significantly from

the SSO rate design.

The evolution of wholesale power markets has led to

the development of businesses that aggregate the demand

management power attributes of one or many customers

and offer this resource back into the energy and capacity

market at a price.

Appendix C provides a greater discussion of these topics.

Utilities in some parts of the United States are seeking

changes to rate design that sharply increase monthly fixed

charges, with offsetting reductions to the per-unit price for

electricity This approach deviates from longestablished

rate design principles holding that only customer-specific

costs - those that actually change with the number of

customers served - properly belong in fixed monthly fees.

They mistakenly use the notion that short-run so-called

"fixed" costs should be recovered through fixed charges.

As a result, they do not appropriately reflect longterm

costs, all of which are variable. The effect of this type of

rate design is to sharply increase bills for most apartment

dwellers urban consumers highly eff icient homes and

customers with DG systems installed while benefitting

highuse larger homes and rural customers with above-

average distribution costs. While these rates do provide

revenue stability for utilities there are more appropriate

and economically sound approaches that should be used in

their stead. The use of these rates risks placing consumers

on an ill-advised consumption path, while putting the very

viability of the industry in question.

Appendix D discusses how the future is better served

by reflecting costs that are not individual customer-specific

-- including nearly all distribution system costs - in

time-varying rates for usage that is beneficial to the public

interest.

l
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Glossary

Allowed Rate of ReturnAdjusted Test Year
The weighted cost of capital used by the regulator to determine a
utility revenue requirement.

See Also: "Cost of Capital " "Weighted Cost of Capital" "Cost of Debt"
and "Revenue Requirement. "

Ancillary Service

A utility investment, expense, and sales information used to
allocate costs among customer classes and for setting prices for
each customer class. Adjustments to historical data are made
for known and measurable changes to reflect the operating and
financial conditions the utility is expected to lace when new rates
are implemented.
See Also:"Test Year " "Historical Test Year."

Adjustment Clause

One of a set of services offered in and demanded by system

operators that generally address system reliability and operational
requirements. Ancillary services include such items as voltage
control and support, reactive power harmonic control, frequency

control spinning reserves and standby power The Federal
Energy Regulatory Commission defines ancillary services as those
services "necessary to support the transmission of electric power
from seller to purchaser given the obligations of control areas
and transmitting utilities within those control areas to maintain
reliable operations of the interconnected transmission system."

A rate adjustment mechanism, implemented on a recurring
and ongoing basis, to recover changes in expenses or capital
expenditures that occur between rate cases. The most common
adjustment clause is the fuel and purchased power adjustment
clause which tracks changes in fuel costs and costs of purchased
power. Some utilities have weather normalization adjustment
clauses, which correct for abnormal weather conditions.
See Also:"Tracker" WeatherNormalization" and"Lost Revenue
Adjustment Mechanism. " Appliance

Advanced Metering Infrastructure (AMI)
Any device that consumes electricity Appliances includes
lights motors water heaters and electronics, as well as typical
household devices such as washers dryers, dishwashers
computers and televisions.
See Also:"smart Appliance. "

Area Regulation

A combination of smart meters communication systems system
control and data acquisition systems and meter data management
systems. Together these allow for metering of customer energy
usage with high temporal granularity the communication of that
information back to the utility and optionally, to the customer
and the potential for direct end-use control in response to real
time cost variations and system reliability conditions. AMI is an
integral part of the smart grid concept.
See Also: "Smart Meter," "Supervisory Control and Data Acquisition"
"Meter Data Management System" "Smart Appliance" "Smart
Technology" and "Smart Grid."

Aggregation

Area regulation is one of the ancillary services for which storage
may be especially well-suited. ll involves managing "interchange
flows with other control areas to match closely the scheduled
interchange flows" and moment to moment variations in demand
within the control area. In more basic terms, area regulation is
used to reconcile momentary differences between supply and
demand. That is at any given moment, the amount of electric
supply capacity that is operating may exceed or may be less than
load.

AvoidedCost

Bundling al multiple customers or loads to achieve economies
of scale in energy markets. Aggregation also takes advantage of
the diversity of loads among multiple customers and enables
companies to offer price risk management services to those
customers.

Aggregator
A company that offers aggregation services and products.

The cost of providing additional power including the cost of the
next power plant a utility would have to build to meet growing
demand, plus the costs of augmenting reliability reserves,
additional transmission and distribution facilities, environmental
costs and line losses associated with delivering that power.

Allocation Baseline Rate
The assignment of utility costs to customers customer groups, or
unbundled services based on cost causation principles.

A rate that allows all customers to buy a set allowance of energy
at lower rates than additional usage.
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CircuitBaseload Generation/Baseload Units/
Baseload Capacity/Baseload Resources

i

Circuit generally refers to a wire that conducts electricity from
one point to another. At the distribution level, multiple customers
may be served by a single circuit that runs from a local substation
or transformer to those customers. At the transmission level the
term "circuit" may also describe a pathway along which energy
is transported or the number of conductors strung along that
pathway
See Also: "Distribution" "Substation" and "Transformer "

Class Peak Demand

Electricity generating units which are most economically run for
extended hours. Baseload generation is generally characterized
by low short-run marginal costs (i.e. fuel) and, usually high
capital costs. Baseload resources are the "first" units dispatched to
serve load. Baseload units often have operating constraints which
make it difficult from an engineering or economic viewpoint
to cycle their output up and down to match changes in load.
Typical caseload units include coalFired and nuclearfueled steam
generators.

Capacity
The combined demand of all customers in a single rate class at
the point in time when that demand is at its maximum usually
during a specific historical or forecast year during a specific
month or a specific hour of the day Class peak demands do
not necessarily - indeed, usually do not - coincide with the
system peak demand. Residential classes tend to experience
their daily peak demand in the late afternoon and early evening.
Commercial customers tend to experience their daily peak
demand in early to mid-afternoon. Industrial customers may
experience their peak demand at virtually any hour of the day,
depending upon their internal processes and their ability to
manage multiple types of loads.
See Also: "Peak Demand," "System Peak Demand" "Coincident Peak
Demand," and "NonCoincident Peak Demand."

Classification
A step in an embedded cost of service study in which costs
are separated into demand-related energy-related joint and
customerrelated categories.

Cogeneration/Combined Heat and Power (CHP)
A method of producing power in conjunction with providing
process heat to an industry or space and/or water heat to
buildings.

The ability to generate transport process or utilize power.
Capacity is measured in watts, usually expressed as kilowatts
(kW) or megawatts (MW). Generators have rated capacities that
describe the output of the generator at its bus bar when operated
at its maximum output at a standard ambient air temperature
and altitude. The capacity of some types of generation (e.g.,
combustion turbines) varies inversely with ambient air
temperature and altitude. Transmission and distribution circuits
have rated capacities that describe the maximum amount of
power that can be transported across them and vary inversely

with ambient air temperature. Transformers and substations
have rated capacities that describe the amount of power that can
be moved through their transformation systems and switching
equipment. Generally the capacity of any portion of the grid
declines as temperatures rise. in some systems, components
are said to be "thermally limited," or limited by their physical
capability to withstand the heat produced by the electric current.
in other systems notably in the Western Interconnection the
physical configuration of the system (long transmission lines and
generation that is extremely remote from load centers) presents
stability issues with respect to frequency voltage and other
parameters in which case the capacity of the system is said to be
"stabili ty limited."
see Also: "Circuit. " Coincident Peak Demand

Capacity Firming
The combined demand of a single customer or multiple
customers at a specific point in time or circumstance relative
to the peak demand of the system where system can refer to
the aggregate load of single utility or of multiple utilities in a
geographic zone or interconnection or some part thereof.
SeeAlso: "Peak Demand" "System Peak Demand" "Class Peak
Demand" and "NonCoincident Peak Demand."

The use of lowcost options including demand response
interruptibility or emergency generators to supply capacity when
other generating resources including variable renewable energy
resources are not supplying energy to the grid. The fixed costs
of firming resources are generally much smaller than the cost of
additional dispatchable generation capacity.

Community Aggregation
Central Station/Central-Station Power Supply The bundling of multiple customers into a single purchasing

block, usually at a municipal or other local governmental
level but potentially including local microgrid or residential or
commercial development aggregations.

A generating unit that is not located at or near customer load.
The term is usually used to denote generators that require high
voltage transmission, often over long distances to deliver power
from the generator to the load centers.

See Also: "CustomerSited Generation" and "Distributed Generation. Competitive Retail Electricity Supplier (CRES)
In states where retail competition is allowed the party
contracting with the customer to provide electric or other
services.
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Congestion Cost of Service Study (COSS)
A condition that occurs when insufficient transfer capacity is
available to implement all the preferred schedules for electricity
transmission simultaneously Congestion prevents the economic
dispatch of electric energy from power sources.

Connected Load Charge

A mathematical allocation of the utility revenue requirement
among customer classes, based on the number of customers
kilowatthours of consumption and capacity requirements for
each class. Some states use embedded cost studies looking at
historical costs while others use marginal cost studies looking
at prospective costs. There are as many ways of doing cost of
service studies as there are analysts performing these studies and
theassumptions made have a significant impact on the results
calculated.
See also: "EmbeddedCost" and "Marginal Cost. "

A rate design in which customers pay a fixed charge based on the
capacity of their service interconnection. The bigger the capacity
of the interconnection, the greater the Fixed charge. Connected
load charges are a way of allocating and recovering the costs of,
primarily distribution system costs.

Criteria PoIlutantlCriteria Pollution Emission
Connection Charge

9

An amount to be paid by a customer to the utility in a lump sum
or in installments for connecting the customers facilities to the
suppliers facilities.

Conservation Voltage Reduction (CVR)

The United States Environmental Protection Agency (EPA) is
mainly concerned with emissions which are or could be harmful
to people. EPA calls this set of principal air pollutants criteria
pollutants. The criteria pollutants are carbon monoxide (CO)
lead (Pb) nitrogen dioxide (NOT) ozone (OF) particulate matter
(PM). and sulfur dioxide (SON). These are distinct from carbon
dioxide (CO2) pollution.

Critical Peak Pricing/Critical Period Pricing (CPP)

Using smart distribution grid sensors and controls to ensure that
distribution voltages are maintained at a uniform level just above
the minimum level required by electrical equipment. Sometimes
called Conservation Voltage Regulation.

Cost Allocation
Division of a utility cost of service among its customer classes.
Cost allocation is an integral part of a utility cost of service
study
See Also: "Cost of Service Study."

Cost of Capital

A rate design in which a limited number of hours or other
periods of the year are declared by the utility usually on a day-
ahead basis to be critical peak demand periods. when system
reliability is at risk due to generation or transmission equipment
failures, and during these times prices charged to the customer
will be extraordinarily high. The purpose of critical peak pricing
is to reduce demand during the small number of hours of the
year when generation costs are at their highest.
See Also: "Flat Rate""IncliningBlock Rate," "Declining Block Rate"
"TimeofUse Rate," "Peak TimeRebate," "seasonalRate" and
"Straight-Fixed/VariableRate. "

Curtailment/Curtailment Service

The costs a utility incurs borrowing money and, in the case of
for-proht utilities issuing equity to shareholders. Cost of capital
includes the interest paid on debt and what is commonly thought
of as the utility profit. For purposes of regulation the utility
profit is considered a cost because it represents the return on
investment which shareholders demand to induce them to
purchase the company stock.
See Also: "Cost of Equity" "Cost of Debt""Weighted Cost of Capital"

and "Rateof Return. "

Cost of Debt
|
i|

The average interest rate on all debt issued by the utility,
including bonds notes, and other instruments. In some
regulatory proceedings this is separated into longterm debt
(over 1 year to maturity) and short-term debt.

Cost of Equity

A reduction in customer load in response to prices or when
system reliability is threatened. Price-responsive curtailment is
made possible through specific curtailment programs or when

offered in competitive markets as a resource. Utilities typically
have a curtailment plan that can be implemented if system
reliability is threatened. Critical loads such as hospitals police
stations and fire stations, may be given high priority and be last
to be curtailed in an emergency while noncritical loads, such as
some industrial and commercial customers may be the first to be
curtailed. Many customers enter into specific contracts specifying
their protection from or willingness to be curtailed. They may
also have interruptible tariffs which in return for price discount
allow the utility to curtail service on short notice.
See Also: "Curtailment Service Provider; "The rate of return necessary for a utility to attract equity capital

as determined by the regulator using one of several different
methodologies.
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Curtailment Service Provider Declining Block Rate
A party that contracts with retail customers to procure the
right to curtail their service under certain conditions (based on
market prices or system reliability conditions) then sells that
curtailment right to a utility as a service or offers it as a service in
a competitive market where it is treated as an energy resource.
See Also: "Curtailment/Curtailmem Service."

Customer ChargeIBasi¢ ChargelServi¢e Charge
A fixed charge to customers each billing period typically to cover
metering, meter reading and billing costs that do not vary with
size or usage.

A form of rate design in which blocks of energy usage have declin
ing prices as the amount of usage increases. Declining block rates
have largely fallen out of favor because they reward greater energy
usage by the customer and do not properly reflect the increased
costs associated with new resources needed to supply greater
usage. They also undermine the economics of energy efficiency
and renewable energy by reducing the savings a customer can
achieve by reducing energy purchases from the utility
See Also:"Flat Rate," "inclining Block Rate," "TimeofUse Rate,"
"Critical Peak Pricing," "PeakTime Rebate" "Seasonal Rate" and
"StraightFixed/Variable Rate. "

Customer Choice Decoupling
The ability of a customer to choose an energy supplier. Customer
choice is available in a limited number of jurisdictions where
retail competition is allowed. In most instances the choice is
limited to generation supply The delivery of that supply to
the customer is typically still provided by the local monopoly
utility

Customer Class
A collection of customers sharing common usage. or
interconnection characteristics. Common customer classes
include residential (sometimes called household) small
commercial large commercial small industrial large industrial
agriculture (primary irrigation pumping) mining and municipal
lighting (streetlights and traffic signals). All customers within a

class are typically charged the same rates although some classes
may be broken down into subclasses based on the nature of their
loads (electric vehicle charging or solar photovoltaic generation

customers may be placed in their own subclass), the capacity of
their interconnection (e.g. the size of commercial or residential
service panel) or the voltage at which they receive service.

Customer-Related Cost l

Costs that vary directly with the number of customers. Customer-
related costs include a portion of metering, billing and
customer service costs but do not include distribution system
transmission or generation costs.

A lOrd of revenue regulation in which the utility invariable costs
are recovered through a prescribed level of revenues regardless
of the sales volume experienced by the utility Under traditional
regulation, regulators determine a set of prices (customer charge,
energy charge, demand charge etc.) that remain constant between
rate cases and are based on adjusted test year sales volumes
regardless of the actual sales volume experienced by the utility
As a result actual revenues and implicitly utility profits will rise
or fall from expected levels as sale volumes increase or decrease.
Decoupling fixes the amount al revenue to be collected and
allows the price charged to float up or down between rate cases
to compensate for variations in sales volume in order to maintain
the set revenue level. The target revenue is sometimes allowed lo
increase between rate cases on the basis of a Fixed inflator or on
the basis of the number of customers served. The latter approach is
known as "revenue-per-customer decoupling." Full decoupling also

has the effect of weather-normalizing revenues - that is, the effects
of abnormal weather are removed so as to assure recovery of the
target revenues. Decoupling was developed as a way to eliminate

utility managements incentive to increase profits by increasing sales
and the converse incentive to undermine enduse energy efficiency

and customer-sited generation both of which reduce sales volume.
Decoupling has typically been implemented in conjunction with
regulatorrequired, utilitysponsored energy efficiency programs
See Also:"Lust Revenue Adjustment Mechanism" "Revenue
Regulation," and "Weather Normalization. "

Customer-Sited Generation Default Rate/Default ServlceIStandard Service Gofer (SSO)
Generation located at a customers site. Customer-sited generation
includes residential solar photovoltaic as well as backup
generating units such as are common in hospitals hotels and
critical government facilities. Customer-sited generation is a
form of distributed generation. Most customer-sited generation
is "behind the meter" meaning it operates on the customers side
of the utility meter. But it may be interconnected to the grid,
which requires it to operate synchronously with the electric
system and makes it subject to certain operational and equipment
requirements usually specified in an interconnection agreement
or tariff Output from customer-sited renewable generation is
often accounted for under net energy metering tariffs.
ice Also: "Distributed Generation" and"Net Energy Metering. "

The rate schedule a customer will pay if a different rate option
is not affirmatively chosen in a competitive or restructured
framework. When new rate designs are offered or experimental
rates are implemented it is typical for the utility to either use an
opt-in or opt-out approach for determining what rate a customer
will pay in optin cases the default rate is usually the same

rate the customer would have paid before the new rate design
was made available. in optout cases, the default rate is the rate
associated with the new rate design. In the context of competitive
markets and retail competition, the default rate is the rate the
customer will pay if a competitive alternative is not affirmatively
chosen by the customer.
See Also: "Opt-In," "OptOut"and "Default Service Customers."
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Demand-Related CostDefault Service Customers
Electricity consumers served by a competitive or restructured
utility who do not affirmatively choose a power supplier. They
are served with power procured by the distribution utility under
rules established by the regulator.

Demand

Costs which are associated primarily with the maximum

demand placed on the system, as opposed to costs such as
fuel which are driven primarily by total energy consumed.
The term "demandrelated cost" is an artifact of the era when
utilities did not have precise data on the use of each customer
or customer class at different hours of the day and a time when
all generation equipment had similar capital costs. This term
was often applied to either all capital and operating costs of all
generation transmission, and shared distribution plant or else
to that portion determined necessary to meet peak demand. In
an era where usage can be precisely measured by time period
and costs allocated accordingly, it is a somewhat anachronistic
measurement.
See Also: "EnergyRelated Cost. "

Demand Response (DR)

In theory an instantaneous measurement of the rate at which
power or natural gas is being consumed by a single customer
customer class or the entirety of an electric or gas system.
Demand is expressed in kW or MW for electricity or terms for
natural gas. Demand is the loadside counterpart to an electric
systems capacity In practical terms electricity demand is actually
measured as the average rate of energy consumption over a short
period of time usually 15 minutes or an hour. For example a
1000watt hair dryer run for the entirety of a 15minute demand
interval would cause a demand meter using a 15minute demand
interval to record 1 kW of demand. If that same hair dryer were

only run for seven and a half minutes however the measured
demand would only be 0.5 kW Metering of demand requires the
use of either a demand meter or a smart meter.
See Also: "Capacity,""Interval Meter," and "Demand Charge."

Reduction in energy use in response to either system reliability

concerns or increased prices (where wholesale markets are
involved) or generation costs (in the case of vertically integrated
utilities). Demand response must generally be measurable and
controllable to participate in wholesale markets or be relied upon
by system operators.

Demand Charge
Demand-Response ProgramA charge paid on the basis of metered demand. Demand charges

are usually expressed in dollars per watt units for example kW
(usually expressed as $/kW). Demand charges are common
for large (and sometimes small) commercial and industrial
customers but have not typically been used for residential

customers because of the high cost al demand meters. The
widespread deployment of smart meters would enable the use
demand charges for any customer served by those meters.
See Also: "Capacity" "IntervalMeter" and "Demand. "

Demand Meter

A formalized system under which participating customers agree
to reduce their consumption when called upon to do so. The
agreement may be with their local utility (most likely under a
formal tariff) or with a third-party curtailment service provider.
The collective effect of the customers reduction can be utilized
by system operators to balance supply and demand or recognized
by wholesale markets as an energy resource, paid at the prevailing
market rate for energy at that point in time. Most demand
response programs limit the number of hours a given customer
can be called upon to reduce usage. Participating customers are
paid an incentive payment in addition to the savings on their
utility bill caused by their reduction in metered usage.

A meter capable of measuring and recording a customers
demand. Demand meters include conventional meters with
separate demand registers, interval meters and smart meters.
See Also: "Demand" "IntervalMeter" and "Smart Meter" Distributed Energy Resources/

Demand-Side Resources (DER)
Demand Ratchet Any resource or activity at or near customer loads that generates

energy or reduces energy consumption. Distributed energy
resources include customersited generation such as solar
photovoltaic systems and emergency backup generators as well
as energy efficiency and controllable loads.

Distributed Generation (DG)
Any electricity generator located at or near customer loads.
Distributed generation usually refers to customer-sited
generation such as solar photovoltaic systems but may
include utility-owned generation placed within the distribution
system .
see Also:"CustomerSited Generation. "

A demand charge pricing scheme that charges for demand based
on the highest metered demand over multiple billing cycles
usually one year. Demand ratchets have been justified on the
theory that the system must be built to meet the maximum

demand placed on it and a ratchet causes customers to pay
for their own contribution to that demand based on their own

maximum demand. Demand ratchets fail to capture the effects of
time diversity and noncoincident of a customers peak demand
with the peak usage of any portion of the system. The increased
temporal and geographic granularity of customer usage patterns
made possible by smart meters obviates the need for demand
ratchets and traditional demand charges.
See Also: "Demand Charge."
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Distribution Energy Charge
The delivery of electricity to end users via lowvoltage electric
power lines (usually 34 kV and below).

Distribution System

A price component based on energy consumed. Energy charges
are typically expressed in dollars per watthours such as S/kwh
or S/Mwh.
See Also: "Energy" "Demand" and "Demand Charge."

Energy Conservation
The use of any device or activity that attempts to reduce energy
especially during times of system peaks. Energy conservation

is usually meant to denote behavioral changes or changes in
patterns of use. For example increasing thermostat settings
in the summer or decreasing them in the winter is a form of
conservation. Energy conservation may last only so long as the
associated behavior or usage pattern remains in effect.
See Also: "Energy Efficiency."

Energy Efficiency
The deployment of end-use appliances that achieve the same
or greater enduse value while reducing the energy required to
achieve that result Higherefficiency boilers and air conditioners
increased building insulation and higherenergy-rated Windows
are all examples of energy efficiency Energy efficiency implies a

semipermanent longer-term reduction in the use of energy by
the customer.
See Also: "Energy Conservation. "

The portion of the electric system used to distribute energy to
customers. The distribution system is usually distinguished from
the transmission system on the basis of voltage. After energy
is received from a generators bus bar its voltage is stepped up
to very high levels where it is transported by the transmission
system Transmission system components carry energy at voltages
as high 758 kW or higher and as low as 115 kV or lower.
Different utilities use different voltage levels as the demarcation
between transmission and distribution. Urban utilities may use

a lower voltage because their systems quickly transition from
long-distance transmission facilities to local distribution needs
while more rural utilities may treat higher voltage facilities as

distribution because of the need to "distribute" energy over
longer distances. Because energy losses increase with each
passage through a transformer and as voltages decrease, there
is a general design bias toward keeping energy at higher voltage
levels as long as possible along the route between generation and

load. Industrial customers may lake service al transmission level
voltages in which case it would be inappropriate to allocated

distribution system costs to them.
See Also: "Generation" and "Transmission. "

Energy Time-Shift
Duration Curve
A graphic plot depicting on a cumulative basis, the different
prices (price duration curve) demand levels (load duration
curve) or resource utilization (resource utilization duration
curve) over the course of a specific time period.

A process by which purchasing inexpensive electric energy
available during periods when price is low, to charge the storage
plant so that the stored energy can be used or sold at a later time
when the price is high. Entities that time-shift may be regulated
utilities or nonutility merchants.

Dynamic Pricing Energy-Related Cost
Dynamic pricing creates changing prices for electricity that reflect
actual wholesale electric market conditions. Examples of dynamic
pricing include critical period pricing and realtime rates.

Economic Dispatch
The utilization of existing generating resources to serve load as
inexpensively as possible.

Embedded Cost

Any cost categorized as an energy cost in a cost of service
study Energy-related costs always include costs such as fuel
and purchased power and may include other costs as well. The
widespread deployment of smart meters may result in elimination
of other cost categories such as demand, in favor or more
sophisticated timeofuse energy rates designs that would allocate
all non-customer-related costs to energy
Sec Also: "Fuel Cost" "Purchased Power" "Demand-Related Cost,"
and"CustomerRelated Cost."

Externalities
A cost that has already been incurred or is unavoidable in the
future. Rate cases based upon historical test years often use
embedded cost-of-service studies that allocate the actual recorded
historical investments (net of accumulated depreciation) and
actual operating expenses among customer classes.
Sec Also: "Cost of Service Study" and Marginal Cost. "

Costs or benefits that are side effects of economic activities and

are not reflected in the booked costs of the utility Environmental
impacts are the principal externalities caused by utilities (e.g.,
health-care costs as a result of air pollution).

Energy Fixed Charge
A unit of demand consumed over a period of Lime. Energy is
expressed in watt-time units, where the time units are usually one
hour such as 1 kilowatt-hour (kwh). l megawatt-hour (MWh)
etc. An appliance placing 1 kW of demand on the system for one
hour will consume 1 kph of energy

Any fee or charge that does not vary consumption. Customer
charges are a typical type of fixed charge. in some jurisdiction
customer are charged a connected load charge based on the size
of their service panel or total expected maximum load. Minimum
bills and straight/fixed variable rates are additional forms of fixed
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Generationcharges.
See Also: "Minimum Bill" "StraightFixed/Variable Rate" and

"Customer Charge."

Fixed Cost

Any equipment or device that supplies energy to the electric
system. Generation is often classified by fuel source (i.e., nuclear
coal gas solar etc.) or by operational or economic characteristics
("must-run" caseload intermediate peaking, intermittent load
following etc.).

Green Power
An offering of environmentally preferred power by a utility to its
consumers, typically at a premium above the regular rate.

Grid
The electric system as a whole or as a reference to the non-
generation portion of the system.

Grid Integration

An accounting term meant Lo denote costs that do not vary
within a certain period of time usually one year. This term
is often misapplied to denote costs associated with plant and
equipment (which are themselves denoted "fixed assets" in
accounting terms) or other utility costs that cannot be changed in
the short run. From a regulatory and economics perspective the
concept of fixed costs is irrelevant. For purposes of regulation all
utility costs are variable in the long run. The costs associated with

seemingly fixed assets, such as the distribution system, are not
fixed even in the shop Mn. Utilities are constantly upgrading and
replacing distribution facilities throughout their system as more
customers are served and customer usage increases and efforts to
reduce demand can have immediate impacts on those costs.

Flat Rate

The management of the variable power flows from generating
units maintaining power quality and managing voltage and
frequency stability Variable renewable resources create different
challenges for grid integration than conventional generating
units including minuteto-minute variations in output, periods
of large wind generation shortfall and power quality issues
created by wind gusts.

Historical Test Year

A rate design with a uniform price per kph for all levels of
consumption. A rate design that charges a single price for all
consumption typically used to denote that form of energy rate
pricing.
See Also: "Inclining Block Rate," "Declining Block Rate" "TimeofUse
Rate," "Critical Peak Pricing" "PeakTime Rebate" "Seasonal Rate,"
and "StraightFixed/Variable Rate."

Frequency

A regulatory accounting period that measures the actual costs

that a utility incurred to provide service in a 12month period,
typically adjusted for known and measurable changes that have
occurred or are expected to occur afterward .
See Also: "Adjusted Test Year" and "Historical Test Year."

IEEE 1547 l

The cycles per second of an alternating current electric system. In
most of North America the electric system operates at a nominal

60 cycles per second (expressed in "hertz" as 60 Hz) while most
of the rest of the world operates at 50 Hz. All of the generators
connected to a single interconnection are required to synchronize
the cycles of their own equipment to that of the entire system.
From a system operators point of view loads must be constantly
and near-instantaneously matched to generation output in order
to maintain system frequency within a narrow allowed band
(e.g. 59.9 to 60.1 Hz). When the frequency exceeds allowed
limits, many generators and loads are designed to automatically
disconnect from the grid, which may cause serious disruptions to
service, including brownouts and blackouts.

Fuel Cost
The cost al fuel typically burned used to create electricity Fuel

types include nuclear coal, natural gas diesel biomass bagasse
wood, and fuel oil. Some generators, such as wind turbines and
solar photovoltaic and solar thermal generators use no fuel or in
the case of hydroelectric generation virtually cost-free fuel.

Future Test Year/Projected Test Year

A industry standard governing the engineering and performance
criteria for interconnection of customersited generation to the
electric system. When a proposed interconnection meets certain
criteria it is usually allowed to proceed without any further
review or approval of the utility, except for the execution of a
required interconnection agreement. This is the case unless the
interconnection would cause the total capacity of customersited
generation on local parts of the distribution system to exceed
certain threshold or would be expected to create a situation-
specific safety or reliability hazard to the system or the public.
Generally under the terms of the original IEEE 1547 a customer-
sited generator would be required to automatically disconnect
from the system and the customers load in the event the grid
fails or becomes unstable. An updated version IEEE 1547.8 is
currently being drafted for "smart inverters" to enable smart grid
functions that allow system operators to communicate with the
inverter, dispatch it for certain ancillary services, and allow the
PV unit to continue to serve the customers load in the event the
grid becomes unstable or unavailable.
Sec Also: "Distributed Generation."A regulatory accounting period that estimates the rate base

and operating expenses a utility will incur to provide service
in a future year, typically the Hrst lull year during which rates
determined in that rate case will be in effect.
See Also: "Adjusted Test Year" and "Historical Test Year. "
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Kilowatt (kW)Incentive Regulatlonlperformance-Based
Regulation (PBR) A kilowatt is equal to 1.000 walls.

See Also: "Watt "

Kilowatt-hour (kph)
A kilowatthour is equal lo 1000 watt-hours.
Sec Also: "Wattlwtu: "

Line Transformer
A transformer directly providing service lo a customer either on a
dedicated basis or among a small number of customers.

A form of regulation in which the utility is given specific
performance targets or benchmarks to achieve and is rewarded
financially for meeting or exceeding them and optionally
penalized for failing to meet them In a sense all regulation is
incentive regulation but as a term of art this refers specifically
to the formal system of establishing rewards and penalties for
specific performance criteria such as cost controls, reliability and
customer service .
See Also: "Decoupling" and "Revenue Regulation. "

LoadInclining Block Rate
The combined demand for electricity placed on the system. The
term is sometimes used in a generalized sense to simply denote
the aggregate of customer energy usage on the system or in a

more specific sense to denote the customer demand at a specific
point in time.

Load Following

A form of rate design in which blocks of energy usage have
increasing prices as the amount of usage increases. Inclining
block rates appropriately if crudely, reflect the fact that
increased costs are associated with greater usage. They enhance
the economics of energy efficiency and renewable energy by

increasing the savings a customer can achieve by reducing energy
purchases from the utility.
see Also: "Flat Rate" "Declining Block Rate," "Timeof-Use Rate"
"Critical Peak Pricing " "PeakTime Rebate" "seasonal Rate" and
"StraightFbced/Variable Rate. "

Incremental Cost

The process of matching variations in load over time by
increasing or decreasing generation supply or conversely
decreasing or increasing loads. One or more generating units
or demand response resources will be designated as the load
following resources at any given point in time. Baseload and
intermediate generation is generally excluded from this category
except in extraordinary circumstances.

Load Management

A cost of study method based on the short-run cost of
augmenting an existing system. An incremental cost study rests
on the theory that prices should reflect the cost of producing the
next unit of energy or deploying the next unit of capacity in the
form of generation transmission or distribution.

Independent Power Plant (APP)/Merchant Power Plant

Active control of customer usage levels for the purpose of
avoiding the use of highcost supply resources or in response to
system reliability needs.

Long-Run Marginal Costs
A power plant that operates in a competitive market and is not
directly included in the rates of a regulated utility or subject to
general utility regulation.

Integrated Resource Planning (IP)

The longrun costs of the next unit of electricity produced,
including the cost of a new power plant additional transmission
and distribution reserves marginal losses and administrative
and environmental costs. Also called longrun incremental
costs.

A public planning process and framework within which the
costs and benefits of both demand and supply-side resources are
evaluated to develop the least totalcost mix of utility resource
options. Also known as least-cost planning. Losses/Energy Losses/Technical Losses/

Non-Technical Losses
Interconnection Agreement

! A contract between a utility and a customer governing the
connection and operation of customersited generation which is
operated synchronously with the electric system.
See Also: "Distributed Generation," "Net Energy Metering" and
"IEEE 1547. n

The energy (kph) and power (kW) lost or unaccounted for in
the operation of an electric system. Losses are usually in the form
of energy lost to heat sometimes referred to as "technical losses"
however energy theft from illegal connections or tampered
meters, sometimes referred to as "nontechnical losses" will also
contribute IO losses.
See Also: "Energy" and "Lost Revenue Adjustment Mechanism."

Interval Meter
Lost Revenue Adjustment Mechanism (LRAM)A meter capable of measuring and recording a customers usage

over a deFined period of time .

Intervenor

A mechanism by which a regulator allows a utility to recovery the
sales margins that are lost when customers participate in utility
sponsored energy efficiency or renewable energy programs.
See Also "Decoupling "An individual, group or institution that is officially involved in a

rate case.
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Non-Coincident Demand (NCD)lNon-Coincident Peak LoadMarginalCost
A customers maximum energy demand during a billing period
or a year even if it is different from the time of the system peak
demand.
See Also: "Coincident Peak" and"SystemPeak."

Off-Peak

The longrun COSLS of the next unit of electricity producted,
including the cost of a new power plant, additional transmission
and distribution reserves marginal line losses and
administrative and environmental costs. Long-run marginal costs
should look at the cost of building a new utility system not just
the costs of augmenting output from an existing system Also
called long-run incremental costs (LRIC) or total system longrun
incremental costs (TSLRIC).

Megawatt (MW)

The period of time that is not onpeak. During offpeak periods
system costs are generally lower and system reliability is not an

issue. Time-of-use rates typically have offpeak prices which are
lower than onpeak prices.
See Also: "OnPeak. "A megawatt is equal to one million watts or 1000 kilowatts.

See Also: "Watt "
On-Peak

Megawatt-Hour (Mph)

A megawatt-hour is equal to one million watthours or
1000 kilowatt-hours.
See Also: "Wanhour. "

Meter Data Management System (MDMS)

The period al time when customer demand is higher than
normal. During onpeak periods system costs are higher
than average and reliability issues may be present. Many rate
designs and utility "programs" are oriented lo reducing on-peak
usage. Planning and investment decisions are often driven by
expectations about the timing and magnitude peak demands
during onpeak period. Timeofuse rates typically have onpeak
prices that are higher than offpeak prices.
See Also: "Off-Peak."

Opt-In

A computer and control system which gathers metering
information from smart meters makes it available to the utility
and optionally to the customer. A meter data management
system is part of the suite of smart technologies and is integral to
the smart grid concept.
See Also: "Smart Grid" and "smart Metcx "

Microgrid

A localized grouping of electricity sources and loads that
normally operates connected to and synchronous with the
traditional centralized grid (macrogrid) but can disconnect and
function autonomously as physical and/or economic conditions
dictate.

A way al determining whether customers will be placed on
an alternative or new rate schedule. In an opt-in approach,
customers will only be placed on the rate schedule if they
actively choose that option. The opt-in approach assures that
customers are not placed on a rate schedule without their express
permission but will typically result in fewer customers taking the
new rate.
See Also: "OptOut. "

Minimum Bill Dpt-Out
A rate design that charges a minimum amount of money in return
for a designated amount of energy, which must be paid even if
they customers actual usage is less that amount of energy

Minimum Charge
A rate-schedule provision stating that a customers bill cannot fall
below a specified level. These are common for rates that have no
separate customer charge.

A way of determining whether customers will be placed on
an alternative or new rate schedule. In an optout approach
customers will automatically be placed on the rate schedule
unless they actively to choose to stay on their existing rate
schedule. The opt-out approach results in a participation rate
on the new rate schedule but risks placing customers on a rate
without their knowledge and consent.
See Also: "Opt-In. "

Municipal Utility (Muni) Payback Period
A utility owned by a unit of government and operated under the
control of a publicly elected body About 15% of Americans are
served by minis.

The amount of time required for the net revenues of an
investment to return its costs. This metric is often employed as a
simple tool for evaluating energy efficiency measures.

Peak DemandNet Energy Metering (NEM)lnet Metering
A rate design which allows a customer with distributed genera-

tion, typically solar photovoltaic systems to receive a bill credit at
the full retail rate for all energy injected into the electric system.

The maximum demand by a single customer a group of
customers located on a particular portion of the electric system
all of the customers in a class or all of a utility customers during
a specific period of time - hour day, month season or year.
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Peak Load Prudence Review
The maximum total demand on a utility system during a period
of time.

Peaking Resource/Peaking GenerationIPeaker

The process by which a regulator determines the prudence of
utility resource decisions. If a cost is found imprudent, it may be
disallowed from rates. While retrospective prudence reviews are
typically determined on the basis of the information available to
decision-makers at the time the decision was made.

Purchased Power Cost

Generation that is used lo serve load during periods of high
demand. Peaking generation typically has high fuel costs or
limited availability (e.g. pumped storage hydro generation) but
often has low capital costs. Peaking generation is used a limited
number of hours especially as compared caseload generation.

Peaking resources may connote nongeneration resources such as
storage or demandside resources.
See Also: "Baseload Generation. "

Peak-Time Rebate (PTR)

The cost incurred by a utility lo purchase energy from another

entity. Purchased power costs are usually collected through a
utility fuel and purchased power adjustment clause and typically
have no markup or profit-adder for the utility Power may be

purchased in organized markets at the market clearing price or
through bilateral contracts which may specify resource prices
timing and other terms and have reservation or demand charges
in addition to energy charges.

Rate Base

A rate design which provides a bill credit to a customer who

reduces usage below a baseline level during a period of high peak
demand or when system reliability may be at risk. Peak-time
rebates are an alternative to critical peak pricing rate designs.
See Also:"Flat Rate," Inclining Block Rate," "Declining Block Rate"
"Timeof-Use Rate,""Critical Peak Pricing" "SeasonalRate" and
"StraightFixed/Variable Rate. "

The appropriate value for ratemaking purposes of the ulilityS
investment in utility plant and other assets including working
capital that is "used and useful" in providing service to the
public.
Sec Also:"Used aha Useful."

Photovoltaic (PV) Systems
Rate Case
A proceeding usually before a regulatory commission involving
the rates and policies of a public utility

Rate Design

An electric generating system utilizing photovoltaic cells to
generate electricity from sunlight. PV systems may be either used
in offgrid stand-alone applications or operated synchronously
with the electric system by interconnecting through a power
inverter which converts their output to system quality AC power,
which is synchronized with the AC cycles of the electric system.
in the United States synchronous operation requires the use of
an inverter that meets the standards of IEEE 1547 in addition to
possible additional requirements of the local utility

Power Factor

Specification of prices for each component of a rate schedule
for each class of customers which are calculated to produce
the revenue requirement allocated to the class. In simple terms
prices are equal to revenues divided by billing units based on
historical or assumed usage levels. Total costs are allocated across

the different price components such as customer charges energy
charges demand charges and each price component is then set al
the level required to generate sufficient revenues to cover those
costs.

Rate of Return

The fraction of power actually used by a customers electrical
equipment compared with the total apparent power supplied,
usually expressed as a percentage. A power factor indicates the
extent to which a customers electrical equipment causes the
electric current delivered at the customers site to be out of phase
with system voltage.

Power Quality

A percentage value which is multiplied by rate base to determine
a portion of the revenue requirement. The rate of return is equal
to the utility weighted cost of capital.
Sec Also: "Cost of Capital,""Cost of Equity," "Cost of Debt" and
"Weighted Cost of Capital."

Reactive Power

Technical metrics applied to the voltage stability frequency,
waveform and other details of electricity supply These include
power factor (reactive power) harmonic distortion and other
factors that affect the performance of electrical and electronic
equipment connected to the grid.

Price Cap
The highest price allowed in the wholesale market and is a price
mitigation tool. An "offer cap" is the highest price that a resource,
including DR can offer to the wholesale market. "DR" means the
demand response treatment in the market.

In an energized electric system a portion of the energy injected
into the system is initially diverted into magnetic fields. In
a perfectly designed and operated system this is a onetime
injection of energy and all additional energy injected into the
system is delivered to end-use appliances or lost as heat. When
the system is De-energized the energy use to create the magnetic
field is recovered. in reality, some end-use appliances typically
motors as they commence operation can draw some of their
energy requirements from the magnetic held rather than from the

ll

l
l
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Reserve Capacltylkeserve Margin/Reservesintended flow of energy causing the customers load to become
out of phase with the system. Additional energy must then be
injected into the system to maintain the magnetic field. This
energy is termed reactive power. Customers whose equipment
draws reactive power from the system are typically charged a
power factor adjustment to account for this phenomenon.
See Also: "Power Factor "

The amount of capacity that a system must be able to supply,
beyond what is required to meet demand in order to assure
reliability when one or more generating units or transmission
lines are out of service. Traditionally a reserve capacity of 15-20
percent was thought to be needed for good reliability. In recent
years the accepted value in some areas has declined to 10
percent or even lower.

Real-Time Pricing (RTP)/Dynamic Pricing

Reserves Shortage PricingEstablishing rates that adjust as frequently as hourly based on
wholesale electricity costs or actual generation costs. Pricing and penalties that are invoked by a system operator in

cases of reduced power reserves to ensure sufficient generation is
available when needed.Reliability

Restructured State/Restructured Market

A measure of the ability of the electric system to provide
continuous service to customers over time. Reliability is often
measure in terms of "loss of load probability" (LOLP). The
USCanadian-Mexican interconnections generally experience
extremely high reliability Reliability standards are set and
maintained by the North American Electric Reliability Corporation
and its regional counterparts, as well as by RTOs/TSOs and electric
utilities. Compliance with reliability standards is compulsory

Replacement al the traditional vertically integrated electric
utility with some form of competitive market. In some cases the
generation and transmission components of service are purchased
by the customer-sewing distribution utility in a wholesale
competitive market. In other cases retail customers are allowed
to choose their generation suppliers directly in a competitive
market.

SeeAlso: "Retail Choice."

l

Renewable Energy Certificate (REC)/
Renewable Energy Credit/ Green Certificate/Green Tag/
Tradable Renewable Certificate Retail Choice/Retail Competition

A restructured market in which customers are allowed or
must choose their own competitive supplier of generation and
transmission services. In most states with retail choice the
incumbent utility or some other identified entity is designated as

a default service provider for customers who through inaction
do not choose another supplier. in Texas, there is no default

service provider and all customers must make a choice.

Documentation of energy produced by a renewable energy
resource. RECs can be severed from the energy produced and
separately traded. Utilities that must comply with a renewable
portfolio standard usually are required to document their
compliance by possessing RECs through their own generation
or by purchasing RECs from thirdparties to document the
production of energy from renewable resources.
see Also:"RenewableResources" and "Renewable Portfolio Standard.

Return on Equity
Renewable Portfolio Standard (RPS) The prost rate allowed to the shareholders of an investorowned

utility expressed as a percentage of the equity capital invested.A regulatory requirement that utilities meet a specified percentage
of their power supply using qualified renewable resources.
See Also:"RenewableResources" and "Renewable Energy Certificate.. Revenue per Customer/Revenue per

Customer Adjustment (RPC)
Renewable Resources
Power generating facilities that use wind, solar, hydro biomass
or other non-depleting fuel sources. In some states, qualified
renewable resources exclude large hydro stations or some other
types of generation.

Reserve Account
An allowed accumulation of revenues in excess of regularly
occurring costs of service that may be drawn down in the event
the utilities revenues are less than expected or its expenses are
greater than expected.

A form of revenue decoupling. RPC allows the target revenue
for revenue decoupling to be adjusted based on the number of
customers being served. In its usual application, at the end of a
rate case the allowed revenue Io be collected from each billing
component (i.e. customer charge energy charge demand charge
etc.) is divided by the adjusted test year billing units to derive
an RPC value. in subsequent periods the allowed revenue is
recomputed by multiplying the actual number of customers being
served by the RPC values for each rate component. That revenue
value is then divided by the actual billing units for that period to
derive the new price to be charged customers.
Sec Also: "Decoupling" and "Adjusted Test Year"
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Revenue Regulation Spinning Reserve
A regulator approach which allows a utility lo collect a target
revenue level regardless of its sales volume. The target revenue
may be Fixed between rate cases or may be allowed to change
formulaically between rate cases.
See Also: "Decoupling" and "Lost Revenue Adjustment Mechanism. "

Any energy resource which can be called upon within a designated
period of time which system operators may use to balance loads
and resources. Spinning reserves may be in the form of generators
energy storage or demand response. Spinning reserves may be

designated by how quickly they can be made available from
instantaneously up to some short period of time.

Revenue Requirement
Standby ServiceThe annual revenues that the utility is entitled to collect (as

modified by adjustment clauses). It is the sum of operation and
maintenance expenses depreciation, taxes and a return on rate
base. in most contexts revenue requirement and cost of service
are synonymous.

Support service that is available as needed, to supplement supply
for a consumer a utility system or another utility if normally
scheduled power becomes unavailable. The unavailable source
may be a third party provider or a customerowned generator.

Seasonal Rate Straight-FixedNarlable Rate (SFV)
A rate design method that recovers all short-run fixed costs in
a fixed charge and only shortrun variable costs in a perunit

charge.
See Also:"Flat Rate" "Inclining Block Rate," "DecliningBlochRate,"
"Time-ofUse Rate" "Critical Peak Pricing" and "PeakTimc Rebate.

Substation

A rate that is higher during the peakusage months of the year.
Seasonal rates are intended to reflect differences in the underlying
costs of providing service associated with different times of the
year.
See Also:"Flat Rate" "Inclining Block Rate" "Declining Block Rate, "
"Timeof-Use Rate," "Critical Peak Pricing" "Peak TimeRebate" and
"StraightFixed/Variable Rate. "

Service Drop
A facility with a transformer that steps voltage down from a
portion of the system which transports energy in greater bulk and
LO which one or more circuits or customers may be connected .A transformer, conductor pole, or underground facilities

connecting a single customer to the electric system .
Supervisory Control and Data Acquisition (SCADA)

Smart Appliance
An appliance which is capable of communicating with a customer
or utility-owned data acquisition and control system.
See Also: "Smart Grid," "Smart Meter," and "Smart Technology. "

Smart Grid

A collection of sensors meters communications equipment
and computers that monitors the status of any portion of the
electric system reports that status to system operators utilities
and optionally customers and provides for control of system
equipment and optionally enduse appliances to optimize costs
and reliability

SystemPeak Demand
The maximum demand placed on the electric system at a single
point in time System peak demand may be measure for an entire
interconnection for sub-regions within an interconnection or for
individual utilities or service areas. l

An integrated network of sophisticated meters computer
controls information exchange, automation and information
processing data management, and pricing options that can
create opportunities for improved reliability, increased consumer
control over energy costs and more efficient utilization of utility
generation and transmission resources.
See Also: "Smart Appliance,""Smart Meter" and "Smart Technology. "

Tariff
Smart Meter A listing of the rates, charges, and other terms of service for a

utility customer class as approved by the regulator.

Therm

An electric meter with electronics that enable recording
of customer usage in short time intervals and twoway
communication of data between the utility and the meter (and
optionally the customer).
see Also: "Smart Appliance,""Smart Grid" and "Smart Technology. "

A unit of natural gas equal to 100000 Btu. The quantity is
approximately 100 cubic feet depending on the exact chemical
composition of the natural gas.

Smart Technology
Time-of-Use Rat¢ITime-Differentiated Rate (TOU)
Rates that vary by lime of day and day of the week. TOU rates
are intended to reflect differences underlying costs incurred to
provide service at different times of the day or week.
See Also: "Flat Rate," "Inclining 8lock Rate""DecliningBlock Rate
"Critical Peak Pricing" "PeakTimeRebate" "Seasonal Rate" and
"Straight-Fixed/Variable Rate. "

The collection of smart meters smart appliances system control

and data acquisition systems and meter data management
systems which together enable utilities system operators and
customer to monitor current conditions and control one or more
portions of the electric grid and connected appliances to optimize
costs and reliability.
See Also: "Smart Appliance" "Smart Grid" and "Smart Meter"
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Tracker both be actually used lo generate electricity during a rate case
test year. Alternatively that same combinedcycle plant might
be useful but unused because the utility has sulhcient other
resources to provide service.

l

l

l
Value of Solar Tariff (VOST)

A rate schedule provision giving the utility company the ability to
change its rates at different points in time to recognize changes
in specific costs of service items without the usual suspension

period of a rate filing.
See Also: "Adjustment Clause."

Transformer
A device that raises ("steps up") or lowers ("steps down") the
voltage in an electric system. Electricity coming out a generator
is often stepped up to very high voltages (345 kW or higher)
for injection into the transmission system and then repeatedly
stepped down to lower voltages as the distribution system
fans out to connect to enduse customers. Some energy loss
occurs with every voltage change. Generally, higher voltages can
transport energy for longer distances with fewer energy losses.

Transmission Voltage

A tariff that pays for the injection of solar generated power into
the electric system at a price based on its value. The valuation
of solar is usually based on some or all of the following: avoided
energy costs, avoided capital costs, avoided O&M expenses
avoided system losses avoided spinning and other reserves
avoided social costs any other avoided costs, less any increased
costs incurred on account of the presence of solar resources,
such as backup resources spinning reserves transmission or
distribution system upgrades or other identifiable costs. A VOST
is an alternative to net energy metering and nonvalue-based
feed-in tariffs.
SeeAlso: "Net Energy Metering" and "Feed-In Tariff "

Vehicle-toGrid (V2G)
Voltage levels used to in the transmission system for transport of
power to substations. Transmission voltages are generally above
sokv
See Also: "Transmission."

TransmisslonITransmisslon System

The process of treating electric vehicles as a distributed resource
for the electric grid and allowing system operators to withdraw
power from them or store energy in them or later use with the

constraint that they will be adequately charged for use when
needed by the EV driver.

Volt
A unit of measurement of electromotive force. Typical
transmission level voltages are 115 kg. 230 kV and 500 kV

Typical distribution voltages are 4 kV 13 kV and 34 kV

That portion of the electric system designed to carry energy in
bulk. The transmission system is operated at the highest voltage
of any portion of the system. It usually designed to either connect
remote generation to local distribution facilities or to interconnect
two or more utility systems to facilitate exchanges of energy
between systems.
See Also: "Distribution" and "Generation."

Voltage Support
UnitCost An ancillary service in which the providers equipment is used to

maintain system voltage within a specified range.
See Also: "Ancillary Service."

Watt

The costs allocated to a specific function such as demand or
energy divided by the billing units for function (billed demand or
billed energy). The result is expressed in dollars per unit as in $/
kW or 5/kWh.

Used and Useful
The electric unit used to measure power capacity or demand.
Equivalent to one joule per second and equal to the power in a
circuit in which a current of one ampere flows across a potential
difference of one volt. One kilowatt = 1000 watts. One megawatt
= one million walls or 1000 kilowatts.

Watt-Hour
The amount energy generated or consumed with one watt of
power over the course of one hour. One kph equals 1000
watts consumed or delivered for one hour. One MWh equals
one million watts consumed or delivered for one hour. The W

is capitalized in the acronym in recognition of electrical pioneer
James Wall.

Weather Normalization

A regulatory concept - often triggered when plant is first placed
in service, but applicable throughout the life of the plant - for
determining whether utility plant is eligible for inclusion in a
utility rate base. While different state courts have interpreted the
concept differently utility plant is generally considered "used" if
it is actually used or is available for use in providing service to

the public. This includes reserve inventories available to replace
failed equipment or for upgrades and expansions anticipated in
the near future as well reasonable levels of generation "reserves"
in excess of that needed to serve the utility anticipated peak
load. Utility plant is generally considered "useful" if it is the
appropriate kind of plant to be used in providing service and is
available at a reasonable cost. To be included in a utility rate
base or expenses, plant must satisfied both of these conditions.
For example, a combinedcycle gas turbine might be both used
and useful, while a highly inefficient oil-fired plant that cannot
meet emissions requirements would not even though they might

An adjustment made to test year sales to remove the effects
of abnormal weather. Because many end uses, especially air
conditioning and heating vary with temperature there is a direct
correlation between weather conditions and energy sales. The
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Weighted Cost of Capitalobjective in weather normalization is characterize the sales a
utility would have is the weather experienced during a specific
period had been the same as the average weather oversome
sufficiently long period of time, usually 20 to 30 years.
See Also: "AdjustmentClause" and "Decoupling. "

Weatherization

A composite cost rate that reflects the cost of debt and cost of
equity in proportion to their respective share of the utility
capital structure. The weighted cost of capital is sometimes
expressed in after-tax terms, so that income taxes on the cost of
equity and tax savings on the cost of debt are accounted for. The
weighted cost of capital is the rate of return normally applied to
rate base in the computation of a utility revenue requirement.

Sec Also:"Cost of Capital" "Cost of Equity" "Cost of Debt" "Capital
Structure" and "Rate of Return."

A process or program for increasing a buildings thermal
efficiency Examples include caulking Windows, weather
stripping and adding insulation to the wall, ceilings, and
floors.

l
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Related Resources

Designing Distributed Generation Tariffs Well
http://www.raponline.org/document/download/id/6898

Electricity Regulation in the United States:
A Guide
http://www.raponline.org/document/download/id/645

This 120page guide offers a broad look al utility regulation in
the US. its intended audience includes anyone involved in the
regulatory process from regulators to industry to advocates and
consumers. The chapters briefly touch on most topics that affect
utility regulation but do not go into depth on each topic as the
discussion is intended to be short and understandable. A lengthy
glossary appears at the end of this guide to explain utility sector
terms.

Rate Design Where Advanced Metering
Infrastructure Has Not Been Fully Deployed
http://www.raponline.org/document/download/id/6516

Improvements in distributed generation economics, increasing
consumer preference for clean distributed energy resources, and
a favorable policy environment in many states have combined
to produce significant increases in distributed generation
adoption in the United States. Regulators are looking for the
well-designed tariff that compensates distributed generation
adopters fairly for the value they provide to the electric system,
compensates the utility fairly for the grid services it provides
and charges nonparticipating consumers fairly for the value of
the services they receive. This paper offers regulatory options
for dealing with distributed generation. The authors outline
current tariffs and ponder what regulators should consider
as they weigh the benefits, costs, and net value to distributed
generation adopters nonadopters, the utility and society as a
whole. The paper highlights the importance of deciding upon
a valuation methodology so that the presence or absence of
crosssubsidies can be determined. Finally the paper offers rate
design and ratemaking options for regulators lo consider and
includes recommendations for fairly implementing tariffs and
ratemaking treatments to promote the public interest and ensure
fair compensation.

Revenue Regulation and Decouplings
A Guide to Theory and Application
http://www.raponline.org/document/download/id/902

This paper identifies sound practices in rate design applied
around the globe using conventional metering technology. Rate
design for most residential and small commercial customers
(mass market consumers) is most often reflected in a simple
monthly access charge and a per-kWh usage rate in one or more
blocks and one or more seasons. A central theme across the
practices highlighted in this paper is that of sending effective
pricing signals through the usage-sensitive components of rates
in a way that reflects the character of underlying long-run costs
associated with production and usage. While new technology
is enabling innovations in rate design that carry some promise
of better capturing opportunities for more responsive load the
majority of the worlds electricity usage is expected to remain
under conventional pricing at least through the end of the
decade and much longer in some areas. Experience to date has
shown that the traditional approaches to rate design persist well
after the enabling technology is in place that leads to change.

Time-varying and Dynamic Rate Design
http://www.raponline.org/document/download/id/513l

This guide was prepared to assist anyone who needs to
understand both the mechanics of a regulatory tool known as
decoupling and the policy issues associated with its use. This
would include public utility commissioners and staff utility
management advocates and others with a stake in the regulated
energy system. While this guide is somewhat technical at points
we have tried to make it accessible to a broad audience to make
comprehensible the underlying concepts and the implications
of different design choices. This guide includes a detailed case
study that demonstrates the impacts of decoupling using different
pricing structures (rate designs) and usage patterns.

This report discusses important issues in the design and
deployment of timevarying rates. The term, timevarying rates is
used in this report as encompassing traditional timeof-use rates
(such as time-of-day rates and seasonal rates) as well as newer
dynamic pricing rates (such as critical peak pricing and real
time pricing). The discussion is primarily focused on residential
customers and small commercial customers who are collectively
referred to as the mass market. The report also summarizes
international experience with timevarying rate offerings.
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Decoupling Case Studies: Revenue Regulation
Implementation in Six States
http://www.raponline.org/document/download/id/7209

Charging for Distribution Utility Services:
Issues in Rate Design
http raponline.org/document/download/id/412

In this report we evaluate rate structures for electric distribution
services including embedded and marginal cost valuation
methods approaches and principles of rate design and
interactions with competitive markets.

i

Pricing Do's and Don'ts: Designing Retail Rates
as if Efficiency Counts
http:/W .raponline.org/document/download/id/939

This paper examines revenue regulation popularly known as
decoupling, and the various elements of revenue regulation that
can be assembled in numerous ways based on state priorities
and preferences to eliminate the throughput incentive. This
publication focuses on six utilities: Pacific Gas and Electric
Company Idaho Power Company Baltimore Gas and Electric
Company, Wisconsin Public Service Company, National Grid
Massachusetts and Hawaiian Electric Company and the different
forms of revenue regulation their regulators have implemented.
These examples examine the details of revenue regulation
and provide a range of options on how to implement revenue
regulation. These specific utilities were chosen in order to
represent a range of mechanisms used throughout the US and to
contrast differences to provide a broader overview of the options
available in designing decoupling mechanisms and to describe
how they have worked to assist state regulators and utilities
considering implementing revenue regulation.

Rate design is a crucial element of an overall regulatory strategy
that fosters energy efficiency and sends appropriate signals about
efficient system investment and operations. Rate design is also
fully under the control of state regulators. Progressive rate design
elements can guide consumers to participate in energy efficiency
programs and reduce peak demand yet relatively few utilities and
commissions have implemented many of these elements. This
RAP paper identifies some best practices. Because pricing issues
tie closely to utility growth incentives we also address revenue
decoupling.
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The Regulatory Assistance Project (RAP)° is a global nonprofit team of experts focused on the
longtem economic and environmental sustainability of the power sector. We provide technical and policy
assistance on regulatory and market policies that promote economic efficiency environmental protection system
reliability and the fair allocation of system benefits among consumers We work extensively in the US China
the European Union and India. Visit our website atwww.raponline.org to learn more about our work.we
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